





HOW TO USE YOUR 


1967 AMERICAN MOTORS DATA BOOK 





This Data Book is divided into three easy-to-use divisions 


major feature highlights « « « See pages immediately following. 


Here’s where you'll get a quick survey of what's new and great about your '67 American Motors line-up. These 
are across-the-board items that you'll be able to discuss with any prospective American Motors customer: 


model sections e e« « See pages following colored tabs. 


Here are the basic working sections of your Data Book. After each tab is the major feature information specific 
to each line... model line-up codes, feature highlights, equipment lists, and model illustrations and distinc- 
tions. You'll find most of what you need to assist customers, right here. 





reference sections * « « See pages following white tabs. 


Here you'll find, in expanded form, a technical and specification follow-up on what was mentioned under 
the Mode/ sections. This is more than just a “‘nuts-and-bolts’’ rundown. Much of the hardrock selling informa- 


tion, including standard and optional equipment, is found right here. Familiarize yourself with the Reference 
sections so you'll be able to discuss the product knowledgeably with your customers. 








American Motors... Quality built in...so the Value 


1967 American Motors Product Concept 


Our 1967 models inherit important new ingredients that will substantially strengthen the 
products to command greater public attention and desirability for ownership. Each of the 
'67 car lines has its own dynamic feel, look and character. Each line is designed and priced 
to compete more vigorously and successfully with competitive counterparts. 


The REBEL, AMBASSADOR and MARLIN are a// new products in the full sense of the 
word ... chuck full of improvements and innovations designed to meet the demands of 
the most critical-minded consumer. The REBEL name replaces CLASSIC for our inter- 
mediate RAMBLER line to help establish a fresh, bolder product image. With this change, 
the new sporty designation, SST, is attached to high-line hardtop and convertible models. 


The RAMBLER AMERICAN, refined with new trim plus a host of detailed improvements, 
continues the well-balanced compact economy-car theme with added emphasis on V-8 
performance. 


We are convinced that our 1967 models will attract greater public attention and respect 
by attaining the following goals: 


1. Build public confidence in AM and its cars. 

2. Establish a desirable personality or image for AM and its cars. 

3. Gain public awareness in the scope and range of cars offered by AM. 
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. Strongly register new features and dramatic improvements for 1967 in... 


e@ STYLING @ COMFORT @ PERFORMANCE (V-8 & 6) @ DURABILITY 
@ SIZE @ SAFETY @ ECONOMY (6 & V-8) e@ QUALITY 
@ ROOM @ CONSTRUCTION @ HANDLING EASE @ WARRANTY 
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American Motors’ 1967 automobiles represent the greatest change we 
have made in a single year. 


Our long-rahge research, engineering, styling and development pro- 
grams plus ultra-new manufacturing facilities have all combined to 


produce a superior new product line—a line which we can confidently 
say is ‘‘better than'’ competition. 


All-new styling with a dramatic flare is more than fully competitive with 
any car offered today. 


Our powerplants present a strong selling story.We have all-new Typhoon 
V-8 engines across the board, plus the great Torque-Command Sixes 
available on all models. 


Our leadership in automotive safety is strengthened by many new 
standard safety features, in addition to those we have pioneered over 
the years, such as single-unit body construction, Double-Safety brake 
system, and ceramic-armored exhaust system. 


In addition, there are many factors strengthening our selling advantages. 
New size. New room. New mechanical features. New colors. New trim and 
upholstery. New options. Plus a host of detailed product improvements. 


You do have an exciting story to tell and exciting products to sell. In 
this Data Book, that story is told in complete detail. To assure your 
selling success, we suggest that you become familiar with this book so 
that whenever a product question arises, you will know where to find 
the answer. 





Rewari, 


Roy Abernethy, President 
American Motors Corporation 





new sertes identification (Rebel) 


RAMBLER AMERICAN 


RAMBLER REBEL... replaces RAMBLER CLASSIC. 
For top-line models, SST replaces REBEL 


AMBASSADOR & MARLIN by American Motors 


new top-line luxury convertibles 
added to hardtops 


American ROGUE . . . ROGUE convertible replaces 440 
convertible. Rebel SST . . . SST convertible replaces 770 
convertible. Ambassador DPL...DPL convertible replaces 
990 convertible. 


new styling 


American . . . New grille, side moldings, rear panel trim, 
wheel discs and hub caps. New “sporty'’ 
instrument cluster and ‘high-back"’ bucket 
seats. New upholstery fabrics and designs. 

Rebel . «a «5 Completely-new, longer, wider, roomier with 

Ambassador all-new styling. Longer hoods, shorter decks. 

Marlin Added flare with up-sweep of belt-line at 


rear quarter. Sleeker, more streamlined 
sweep of hardtop and convertible rooflines 
blending into rear decks. Hardtop roof on 
new two-door “Sports Sedan'’ with slim 
center pillar. New ‘‘Safety-Styled"’ instru- 
ment panels. New upholstery fabrics and 
designs. New “high-back"’ bucket seats. 


HIGH- 
LIGHTs 
FOR 


I9or 


new advanced-design engines 


Seven new-concept engines for '67: the newest, most modern line 
in the industry. Three Torque Command sixes, 199 and 232 cubic 
inches. Four radically new Typhoon V-8's, 290 and 343 cubic 
inches. Six newly-improved, high-performance transmissions: 
three-speed manual column shift, overdrive manual column shift, 
“Flash-O-Matic'’ column shift, “Shift-Command" console shift, 
four-speed synchromesh floor shift, and four-speed synchromesh 
console shift. 


new 4-link rear suspension 


This new major mechanical feature for Rebel, Ambassador and 
Marlin gives better stability, quieter operation and a smoother ride, 


new seat line-up 


Four luxurious seating arrangements for '67: 1. Full-cushion, split- 
back reclining (now available on American only)... 2. Full-cushion, 
full-back non-reclining (or full-cushion, split-back non-reclining) 
...3. Individually-adjustable reclining ...4. Individually-adjustable 
reclining ‘thigh-back"’ buckets with center folding armrest and 
cushion (or console for floor shift). 








Built-In 
Extra-Value 


Muality Features 





_ 4. Double-Safety Brake System 
Two independent hydraulic systems (front and 
rear) eliminate possibility of complete loss of 
pressure in the event of brake line rupture. 
\ New brake system warning light alerts driver 
in case either system develops failure. 


. New Built-in Safety Features 
See pages 10 and 11). 


3. Ceramic-Armored Exhaust System 

Still an exclusive feature, a special flame- and 
corrosion-resistant coating on muffler plus 
tail and exhaust pipes makes this the longest- 
lasting exhaust system on any U.S.-built car. 


. Advanced Unit Construction 

ith exclusive one-piece Uniside panels, this 
the same basic method of construction used 
in jet airliners for rigidity, durability, safety, 
quiet. 






Ad 


ee 


5. Deep-Dip Rustproofing 

An exclusive in our class, the entire lower 
body is dipped in rust-resisting solutions. 
Provides surer, more complete protection than 
other processes using ‘shallow dip’’ or 
“spray only'' methods. 


6. Lustre-Gard Acrylic Enamel 
Three coats (not just two), with the final finish 
baked on, gives a harder finish that retains 
“showroom beauty’' years longer. 


7. Molded Ceilings 

Cushioned Acoustical molded ceilings for 
Rebel, Ambassador, and Marlin—laminated 
foam-and-fiber for American—provide perfect 
fit, better appearance, insulation against heat 
and noise, plus safety benefits (compared to 
ceilings with no padding). 


8. Coil-Spring Seats 

Used front and rear, are an exclusive in our 
class, account for American Motors’ tradi- 
tional deep-seating comfort. 


9. Roof-Top Travel Rack for Station 
Wagons 

An exclusive standard feature (except on 220) 

that enhances styling and utility of American 

Motors wagons. Costs extra on competitive 

wagons. 


10. Choice of Tailgate Design Plus 
Hidden Compartment 

Rebel and Ambassador 2-seat wagons offer 

choice of lower-hinged tailgate or side-hinged 

tailgate. Unique side-hinged tailgate is stand- 

ard on 3-seat models. New, larger hidden 

compartment. 


11. Weather-Eye Heating and 
Ventilating System 

The fresh-air system that was an American 

Motors “first.’’ Improved for 1967, Weather- 


Eye Heater and All-Season Air Conditioning, 
optional. 


12. Widest Choice of Seats and Headrests 
Selection of full-cushion seats, individually 
adjustable seats, high-back bucket seats, re- 
clining seats, safety headrests gives every 
American Motors customer the advantages of 
customized seating. 


13. Four-Coil-Spring Suspension 

On Rebel, Ambassador, and Marlin, combines 
with new four-link, trailing-arm rear suspen- 
sion for exceptionally smooth, quiet ride and 
greater road stability. 


14. Curved-Glass Side Windows 

An extra styling note, with metal edges for 
convertibles, hardtops, Marlin, and two-door 
Sports Sedans. 


15. Extruded-Aluminum Door-Window 
Frames 

A quality feature of Rebel and Ambassador 

four-door sedans and station wagons. 


16. Extruded-Aluminum Grilles 

Far superior to the thin stampings of com- 
petion. Used on all models except Rebel, 
which features a brand-new ‘venturi style’’ 
cast grille. 


17. Electronic Alternator System 
With transistorized voltage regulator, helps 
keep battery at full charge, because it pro- 
duces charging current even at idling speeds. 
18. Powr-Guard 24 Battery 
“Intercell’’ construction gives greater power, 
efficiency and long life because of reduced 
power loss between cells. 
19. 32,000-Mile (or Three-Year) 

Chassis Lubrication 
Sealed units, special long-life lubricants 
eliminate necessity for frequent ‘lube jobs.” 
(See page 146) 


1967 Rebel, Ambassador & Marlin... 


The words “brand-new, beautiful and bigger’’ quickly de- 
scribe the overall concept and feeling of the 1967 REBEL 
(was Classic) AMBASSADOR and MARLIN. With the new 
REBEL series name, ''SST"’ is the new designation for top- 
line models. 


@) REBEL IS/ONOGh ordeeaetcnesuapee ces 197” (was 195”) 
WAG OUI Sti sae crac nemse crass etn s 198” (was 195”) 

e REBEL wheelbase increased............ . 114” (was 112”) 
e AMBASSADOR is Jonger............... 202.5” (was 200”) 
WAGONS ects. et. ase 203.0” (was 199”) 

e AMBASSADOR wheelbase increased.. 118” (was 116”) 
eo MAREINGS Honger creas o.eee eee oe 201.5” (was 195”) 
wheelbase increased........ 118” (was 112”) 

6 A THREE are Wider nee aseeeteaaee.ce 78.4” (was 74.5”) 


Results in 2.2” more shoulder room 
Results in thicker doors................. 7.5” (was 6”) 


e 2-Door “Sports Sedan” uses hardtop roof (was sedan) 
for sporty look. 


e More trunk luggage volume: 


Sedan -andihardtop.......ecss..0.2 18.2 cu. ft. (was 15.2) 
Convert blOdncsceacensesaasows aceee 15.8 cu. ft. (was 15.2) 
Matt itis: ccyeticercran omsctete eeteemmrnerce tae 15.8 cu. ft. (was 11.7) 
WAGON Bex deer roncece cinerea cree 18.2 cu. ft. (was 15.2) 


behind rear seat, below belt line 


e Wagons have considerably larger cargo volume... 
Increased from 73 to 91 cu. ft. (with rear seat folded down) 
Cargo floor length increased from 86.1” to 92.6” 

Cargo floor width @ wheelhouse, from 43.4” to 45.1” 
Cargo height @ rear wheel, from 27.8” to 31.7” 
Tailgate opening height, from 24.8” to 27.8” 

Tailgate opening width, from 51.7” to 53.7” 


e 2-seat wagons offer choice of tailgate design... 
Lower-hinged or side-hinged tailgate (side-hinged tail- 
gate standard with 3rd-seat). 

e Wagons have new fold-down mechanism for 2nd seat... 
gives full length cargo floor up to front seat... also 
flat floor. 


e 3-seat wagons have new spare tire added ("LifeGuard” 
cancelled). 


e 3rd seat has more seating room. Side-hinged door and 
electric window, standard. 
e Larger ‘‘hidden” compartments for wagons. 
e New simulated wood-grain option for 770 and 990 wagons. 
“Dinoc”’ covers large side area. 


e New SST & DPL convertibles replace 770 & 990 (individ- 
ually-adjustable reclining seats standard). Rear hiproom 
increased, 45.4” to 51.2”. 


e New folding top design allows for 3 rear-seat passengers. 
Streamlined look with top up. Low stack height when 
down. 


Shoulder room increased 2.2”... from 57.8” to 60.0” (all). 
Rear legroom increased 2.0” .. . from 37.6” to 39.6” (4-door). 
New ‘‘Safety-Styled” instrument panel layout. 

New “‘safety" items (see pages 10 and 11). 

New “‘bonded” windshield installation method. 


New rear suspension design for better stability, quieter 
operation, smoother ride. New 4-link, trailing arm design 
with coil springs retained, torque tube cancelled. 

e New Typhoon “290” (2-B.) and 343" (2 and 4-B.) V-8 
engines replace ‘'287" and ‘'327” V-8's. 











, ... New Features in Brief 


e 145 HP Torque Command ‘'232" 6 standard on all. 

155 HP Torque Command “232” 6 Optional (2-B.)... 
was standard on Ambassador. 

e Rear, side “wink” lights on Rebels (not wagons) ... new 
feature. Rebel wagon, Ambassador wagon, and Marlin 
use reflector. i 

e New front-door locking system for extra safety. Lock 
button replaces push-down-handle locking. Once locked 
with button, doors cannot be opened. 

e New pull-grip inside door handles (except 550). 

e New two-position front-door opening stop. 


e New Sports Steering Wheel option for 550, 770, SST, 
880, 990 and Marlin has simulated wood-grain rim (stand- 
ard on DPL, plus wood grain center). 

e New easy-to-operate vent windows with pull-to-open 
control on front. Lock button added to help prevent theft. 

e New upholstery fabrics and designs (more all-vinyl op- 
tional trims). 


e New “high-back” reclining bucket seats standard on SST 
and DPL hardtops. 


e Revised offering of seating options (full-cushion, reclin- 
ing backs are cancelled, but retained for American). 

e New improved ‘‘Weather-Eye"” heating, ventilating and 
“All-Season” air conditioning. 

e New vinyl-covered roof option for 770 and 990 4-door 


sedans. Black or white. Continues optional on hardtops 
and Marlins. 


e@ New improved radios . . 
speakers (optional). 


. AM and AM/FM, plus rear 


e New 8-Track Stereo Tape Player (optional). 

e Larger windshield wipers. 

e New console design (only with console-shift trans.). 

e /mproved ‘‘Power-Lift” electric windows (optional). 

e Numerous electrical system refinements. 

e New 4-on-the-floor V-8 transmission in addition to con- 
sole control (new gear ratios). 

@ '‘Blogergas tanks <.csaccce nee ee 21.5 gal. (was 19) 
S=SEAE WAGONS a: oe iol Ke we ccisnise sinners ole 19.0 gal. (was 17) 

e New gas tank filler door on left rear fender. 

e New automatic transmission ‘‘vacuum-modulated-con- 
trol” for smoother, more reliable operation. Modified 
valve body for 6, completely-new valve-body circuitry for 
V-8 (also on '66% American V-8). Also, new electric kick- 
down for greater reliability, plus qucker responsiveness 
when downshifting for passing. For 343 V-8, a new 
altitude compensator (“‘aneroid"’) maintains uniform shift 
quality regardless of atmospheric pressure changes. 

e New hub caps and wheel discs (discs standard on SST, 
DPL and Marlin). 

e Larger Brakes (10” dia. flanged drums) for Rebel Six 
Wagons. 

e /mproved 9" Brakes (new cross-ribbed drums) for Rebel 
Six (except wagons). 

e Larger tires for all Rebel Sixes Rebel V-8 Wagons and 
Convertibles, plus all Ambassador Wagons. 

e New Wide-Profile, Red-Line, Hi-Performance Tires Op- 
tional for all V-8 models, except wagons. 

e Front sway-bar added to Rebel Six wagons (std. all V-8). 


1967 Rebel, Ambassador& Marlin...New Styling in Brief 


e 
new styling. 

e More interior room with better seating posture improves 
“people space” story significantly. All models have more 
hiproom and shoulder room. The 4-door models have 
more rear-seat legroom. All models have more trunk 
room. Station wagons offer significant gains in cargo 
space. : 

e ‘Safety-Styled” instrument panels are a noteworthy fea- 
ture. Both the driver and passenger are given extra safety 
considerations in the basic design. 

e REBEL by comparison with '66 CLASSIC has a com- 
pletely-new concept featuring a “venturi” grille motif in 
die-cast metal. Top-line ‘“SST"’ models have an all-black 
finish for grille insert. 

e AMBASSADOR retains distinctive marks of identifica- 
tion with vertical dual headlights, V-profile ‘‘airfoil" grille 
(extruded aluminum) and vertical taillights. DPL grille has 
new “rally” turn-signal/park lights in grille instead of 
bumper (like Marlin). 

e MARLIN adopts AMBASSADOR'S longer front end 
and grille styling with ‘‘rally’’ turn-signal/park lights in 
grille instead of bumper (like DPL). Major portion of 
MARLIN grille has a black anodized finish (instead of 
silver as on Ambassador). 

e MARLIN has a much smoother-flowing fastback line 
that combines more effectively with the longer hood for 
better overall proportions. 

e Hardtop roofs have a much sleeker, streamlined appear- 
ance and blend more smoothly to the lower body panels. 

e 2-Door Sports’ Sedan (550 and 880) uses the identical 
hardtop roof (was 4-door sedan roof) for sportier look. 
A slim center pillar creates the 2-door sports sedan from 
the hardtop. The metal-edged side windows are used on 
the 2-door sports sedan (like hardtop, convertible and 
Marlin). 


Completely-new, longer, wider and roomier cars with all- e Convertible top in “up” position also has a much sleeker, 


streamlined appearance, blending to the lower body more 
smoothly. New top mechanism folds farther behind rear 
seat into a low “stack height,” affording full three pas- 
senger room. 

Although station wagons are also all-new in styling, the 
traditional mild or subtle step-down roof appearance is 
retained. The new roof-top travel rack looks better and 
has more utility. 

4-Door Sedan roofs have a distinctive elegant look, 
fitting the character of this body style very well. Extruded- 
aluminum side-window frames continue on 4-door sedan 
and wagon models only. 

All models have a sportier, better-balanced appearance 
with longer hood and shorter rear deck. 

Belt-line at rear third has a new “up-sweep” profile add- 
ing a sleek, lean look to all models. 

New full-length paint stripes at the belt line add distinc- 
tion to REBEL SST models (one horizontal stripe) and 
to AMBASSADOR DPL models (two ‘‘up-sweep” hori- 
zontal stripes). 

Greater glass area for improved “‘eye-level” visibility. 
Windshield and “A" pillar are set at a greater angle 
(swept-back) for sleeker appearance. 

The center or “B" pillar on 4-door models (plus front 
vent-window pillar on all models) is set at a swept-back 
angle (was vertical). 

The angle of the rear or ‘‘C”’ pillar permits easier rear- 
seat entry (on 4-door models). 

The vertical division bar for rear door window is elim- 
inated giving a “cleaner” appearance. 

Viewed from the front, the curved-glass side windows 
have greater curvature or “tumblehome” appearance. 
Curved-glass radius changed from 60” to 50”. 
Elliptical-shaped wheel openings replace the previous 
sweep-type. 





The 1967 RAMBLER AMERICAN concept is one of styling 
continuity and refinement based on a well-balanced and 
well conceived compact car... the “compact economy 
king" also gains new performance image with V-8's. 


e New grille, extruded aluminum, fine-lined (no breaks). 


e New side moldings: 440 and Rogue use wide-band lower 
molding. Rogue also has full-length, belt-line crease 
molding permitting unique two-tone option for hood, roof 
and rear deck (down to belt-line molding). Rogue also 
has front fender trim plate behind headlights. 


e New taillights (concave shape). 


e New rear panel trim: 440 and Rogue use “engine-turned"” 
panel. Rogue also has “racetrack” molding across rear 
trim panel. 


e New hub caps and ‘‘mag-style” wheel discs (discs stand- 
ard on Rogue). 


e New Rogue convertible replaces 440 (individually-adjust- 
able reclining seats, standard). 


e New multiple-dial instrument cluster (‘‘sporty” look). 
e New thicker padding for instrument panel. 


e New upholstery fabrics and designs (more all-vinyl op- 
tional trims). 


e New “'safety’’ items (pages 10 and 11). 


1967 American . . . New Features & Styling in Brief 


e Larger brakes (wider front linings) for all American Sixes 


(was 232 only). 
Larger tires standard on American Six wagons. 


New Wide-Profile, Red-Line, High-Performance Tires 
optional for all V-8 models, except wagons. 


New option of 145 HP “232” 1-barrel engine: 
128 HP ‘199” 1-barrel engine continues standard. 
155 HP ‘'232” 2-barrel engine continues optional. 


New (in'66%) Typhoon “290” V-8 engine (200 and 225 HP). 
New 280 HP Typhoon ‘‘343”' V-8 with 4-speed. 


New standard 3-speed manual transmission for 290" 
V-8's. 


New automatic transmission “vacuum-modulated-con- 
trol” for smoother, more reliable operation. Modified 
valve body for Six, completely-new valve-body circuitry 
for V-8 (also on '66% American V-8). Also, new electric 
kickdown for greater reliability plus quicker responsive- 
ness when downshifting for passing. 


New “high-back" reclining. bucket seats (standard on 
Rogue hardtop). 


e New Sports Steering Wheel option. 


e Numerous electrical system refinements. 





Double-Safety Brake System 


e New Brake System Warning Light 
e New Shoulder-Belt Installation Provisions (Shoulder 


Belts, Dealer Accessory) 


New 4-Way Hazard Warning Signals, Standard 
(was Optional) 


New ‘‘Lane-Changer” feature for Turn Signals 


e New Higher-Strength Door Locks 
e New Front Door Positive Lock-Button System on 


Rebel, Ambassador and Marlin 
New Energy-Absorbing Safety Steering Column 


e New 3-Spoke, Deep-Dish Steering Wheel, 16” (was 


17” on Rebel, Ambassador and Marlin) 


New ‘‘Safety-Styled” Instrument Panel Layout 
(Rebel, Ambassador and Marlin) 


New Double-Safety-Pivot Inside Rear-View Mirror 
with Anti-Glare Tilt feature (new standard) 


Rear-View Outside Mirror, Left (Remote-Control, 
Optional) 


Padded Instrument Panel 
Padded Sun Visors 


e Back-Up Lights 


1967 Safety-Package Features, All Series (except noted) 


e Windshield Washers, Manual (Electric, Opt.). 
e Variable-Speed, Non-Glare Windshield Wipers 


(Electric, Optional) 


High-Penetration-Strength Windshield Glass 
(Safety Glass all-around) 


e Seat-Belts, Front and Rear (new Retractable, Front) 
e Headrests, Optional on All Models (new-wrap- 


around design headrests for bucket seats) 
Break-Away feature for inst.-panel ashtray 
Molded Ceilings on Rebel, Ambassador, Marlin. 


e Inside Chrome Roof Bows Removed from SST, 


DPL and Marlin 


e Front-Sway Bar added to Rebel-6 Wagons 
e New tread-wear indicator (most sizes) 


Larger Tires for American Six wagons, all Rebel 
Sixes, Rebel V-8 Wagons and Convertibles, plus 
all Ambassador Wagons 


Larger Brakes (wider front linings) for all American 
6's (was 232 only) 


Larger Brakes (10” dia. flanged drums) for Rebel-6 
Wagons 


Improved 9” Brakes (new cross-ribbed drums) for 
Rebel-6 (except wagons) 


AM Compliance with GSA Safety Standards 


The General Services Administration has established 17 basic safety requirements for 1967 vehicles purchased by them for Government fleet 
use. We have incorporated all 17 GSA safety items on a// 1967 Rebels, Ambassadors and Marlins, plus 15 of the items on Americans. Although 
the GSA standards apply only to the 1967 and later models, 1966 American Motors’ cars did also incorporate many of these safety features. 





GSA STANDARD 1967 1966 REMARKS 
SE dels is ee ee SE Ni 
1. Anchors for Seat Belts Yes : Seat Belts only Shoulder belt anchors added for 1967. 
and Shoulder Belts 
2, Padded Instrument Panel Yes—Rebel, Amb. and Marlin. All in principle only All models have padded dash and visors 
and Visors Partial—American “in principle,’ but only 1967 Rebel, Amb. 
and Marlin meet complex technical re- 
quirements. 
3. Recessed Instruments Yes—Rebel, Amb. and Marlin. Partial compliance American panels are carryover to 1967 and 
and Controls Partial—American do not meet complex technical require- 
ments. 
4. Impact Absorbing Steering Yes Partial compliance New collapsible steering column and 3- 
Wheel and Column 


spoke steering wheel on all 1967 models. 
5. Door Latches and Hinges Yes Yes—Rebel, Amb. and Marlin. 


No—American 


6. Anchorages for Seats Yes No 
7. 4-Way Flasher Signals Yes Optional Illegal in 3 states in 1966 
8. Safety Glass Yes Yes 
9. Dual Brake System Yes Yes, since 1962, New warning signal light standard on 1967 
(Double-Safety) except signal light models. 
10. Standard Bumper Heights Yes Yes 
11, Standard Gear Quadrant Yes Yes Automatic Transmission 
12. Windshield Wipers and Yes Yes 
Washers 
13, Glare Reduction Surfaces Yes Yes 
14, Exhaust Emission Control Yes Yes Calif. only (optional) 
15. Tires and Safety Rims Yes Yes 
16. Back-Up Lights Yes Yes 
17. Outside Mirrors Yes Yes LH mirror standard. GSA requires RH 


mirror on wagons (can comply as an 
accessory). 
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RIGHT-HAND DRIVE INFORMATION 


The following RHD models are available from the American Motors assembly facility in Canada: 


AMERICAN REBEL AMBASSADOR 
6705 220 4-Door Sedan 6715 550 4-Door Sedan 6785-2 880 4-Door Sedan 
6706 220 2-Door Sedan 6715-5 770 4-Door Sedan 6785-5 990 4-Door Sedan 


6705-5 440 4-Door Sedan 


All other models, less the Marlin, making up the complete American Motors line, are available in RHD from the Kenosha plant. These 
include: 


6706-5 440 2-Door Sedan 6716 550 2-Door Sedan 6786-2 880 2-Door Sedan 
6707-5 Rogue 2-Door Convertible 6717-7 SST 2-Door Convertible 6787-7 DPL 2-Door Convertible 
6708 220 4-Door Wagon 6718 550 4-Door Wagon 6788-2 880 4-Door Wagon 
6708-5 440 4-Door Wagon 6718-5 770 4-Door Wagon 6788-5 990 4-Door Wagon 
6709-5 440 2-Door Hardtop 6719-5 770 2-Door Hardtop 6789-5 990 2-Door Hardtop 
6709-7 Rogue 2-Door Hardtop 6719-7 SST 2-Door Hardtop 6789-7 DPL 2-Door Hardtop 


The Standard Equipment on RHD models is the same as released on Left Hand Drive (see pages 192-197) except that the following 
are not available: 


4-Way Hazard Warning Signal 6 cyl. 232 CID Engine (Ambassadors only—V-8 compulsory) 
Energy Absorbing Steering Column Front Sway Bar (V-8 models) 
Brake Failure Warning Light (Americans only) “Lane Changer”’ feature on Turn Signals 


Vacuum Windshield Wipers and Manual Washers (Electric Standard) 


¢ 





RIGHT-HAND DRIVE INFORMATION 


The Optional Equipment on RHD models is the same as released on Left Hand Drive (see pages 192-197) except that the following 


are not available unless otherwise specitiea: 


Adjust-O-Tilt Steering Wheel 
Power Brakes 


Cruise Command Speed Control 
Sports Steering Wheel 
Engine— 
200 HP, 290 CID, 2 Bbi. Carb. (Std. V-8 models) 
225 HP, 290 CID, 4 Bbl. Carb. V-8 
235 HP, 343 CID, 2 Bbl. Carb. V-8 
280 HP, 343 CID, 4 Bbl. Carb. V-8 
All Season Air Conditioning 
Heavy Duty Options— 
FED PSNOCK:ADSOMBDGNS oc sejcass sass cetera oon are eheressoas nav anelean Meese eee tener eee ees 
H.D. Springs and Shocks 
PUB RACIATOR 5, bss er teseeue se «unis aia letnee eanaesetile4 <6 100 o-=: SUMMON en aa 
Handling Package 
POWET'SEGOTIIN Gio deeeecsnaisindga saa. g nine eRe Rare Ere 2a wns ce RR Ree 
Power Lift Side Windows 
Radio— 


8-Track Stereo Tape Player 
Transmissions— 

(OLV/-1 0 ¢ \,- nn eae erent Cen Ais iar SMES Gr Recac SUE aoa Ohare c te Seige ac 

4-Speed: Flaof or Console Shifts... 5 act. s -atmavanveiaareuaceach eine -ay teed neces rcinds 
Remote: Control Outside: Mirror... orc. bjckis arsistens wets ale tea erect nee eee a verses 
Electric, Variable Speed Windshield Wipers and Electric Washers............ 
Slim: Bucket'Seatsi(seeipage: 195)... Au sotinthvasenclsseceee seme ect eet eiamer ie evron 
TACTIORIOES Be oo aicn os soc edocs: w aban, o,nreeteaqctaasadentctenen chee reneReaie Rae ieaeevens tote ara a aementreneorameataester ea 


*Not Available Units Produced In Canada. 


AMERICAN 


N/A 
N/A 
N/A 
N/A 
N/A 


N/A 
N/A 
N/A 
N/A 
N/A 


EXT 
EXT 
EXT* 
N/A 
N/A 
N/A 


N/A 
N/A 
N/A 


N/A 
N/A 
N/A 
STD 
EXT* 
N/A 


REBEL 
N/A 
EXT 
EXT 
N/A 
N/A 


STD 
N/A 
N/A 
N/A 
N/A 


EXT 
EXT 
EXT* 
N/A 
EXT 
N/A 


N/A 
N/A 
EXT* 


N/A 


“N/A 


N/A 
STD 
EXT* 
N/A 


AMBASSADOR 


N/A 
EXT 
EXT 
N/A 
N/A 


STD 
N/A 
N/A 
EXT 
N/A 


EXT 
EXT 
EXT* 
N/A 
EXT 
N/A 


N/A 
N/A 
EXT* 


N/A 
N/A 
N/A 
STD 
EXT 
N/A 
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styling 


interior 


body 


engine 
and 
chassis 


67 AM. FEATURE 
ADVANTAGES 


Extruded aluminum grille. ...........cceeeeeeeeeeeeeee 
Die-Cast '‘venturi" grille............. 

“Rally” lights (signals) in grille 
Full-length pin striping.............655 

Curved-glass side WINdOWS..........sseeeeseeeseeeees 
Metal-edged side glass (conv., ht. & sports sed.).... 
Aluminum door frames (4-door models) ae 
Roof-top rack (WaQONS)........... 0c eeeeee 












Weather-Eye heat and vent. (optional)................ 
Safety-Styled instrument panel.............0.eeeee eee 
Coil seat springs, front and rear............0ccee eens 
FiGAGrASts) (ODOR AIL. <oevtines cer: crodccisiese Sunes sieuriemenn 
Seat belts, front and rear, (optional)... 
Ind.-adj. reclining seats (std., CONV.)......... cee ceee ee 
High-back reclining buckets (std., HT)............... 
Folding center armrest, rear (w/buckets). 
Ball-bearing ashtray (front)............. 
Push-button door locks, front and rear. 
Pull-grip inside door handles........... 
Pull-to-open vent windows........... 
Energy-absorbing steering column 
3-spoke, deep-dish steering wheel 
4-way Hazard Warning Signals. ................eeee0s 
Lane-Changer turn signals............ 

Two-position front door opening stop... 
“Herculon"' loop-pile carpeting..............ceeeeeeee 
Molded cushioned-acoustical ceiling 
Laminated foam-n-fiber ceiling 


Advanced Unit Construction. ..............eceee ee eee 
One-piece ‘‘Uniside"’ assembly 
Safety package, StANGArG 5 esse... cca esucaresewanee 
DGGR<DID RUStDTOOTING W << cen « coer nemesis eeRewnaee ae 
Lustre-Gard, acrylic :enamMelh ses < cco6 cecesceasaennaricare 
Rear side wink lights (not wagons)......... 
Rear side reflectors (wagons and Marlins). . 
Non-glare, variable-speed wipers 








Torque-Command Six, standard 
TYPHOON: V-8, OPTONAls «cayvicco wee aay croulmneranaeie deers 
Ceramic-Armored Exhaust system. ............0000008 
Double-Safety Brake System and Warning Light. ... 
4-link, trailing-arm rear suspension (all coils) 
Intercell battery and electronic alternator 
14-inch wheels and tires 
SLED-OM PAanKINGIDTAKEs sa cos aeGs viva ten ceeesiesier tr 
Power disc brakes, optional (V-8) 
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F THE 1967 RAMBLER AMERICAN ososy'srviss 


Torque-Command 6°s two-door four-door _ four-door two-door two-door 
G Typhoon V-8's sedan sedan wagon hardtop convertible 





6706 6705 6708 





6706-5 6705-5 6708-5 6709-5 








6709-7 6707-7 











f - di ‘ Wheelbasen.... c..cen eee 106.0” Overall Height, Sedans......... 54,5” 
MENSIONS Overall Length.................. 181.0” Overall Height, Wagons........ 54.8” 
exver.or at OvVeraliWidthe sa. .eeeene nee 70.8” Overall Height, Hardtops....... 53.4” 


Tread; Front, Rear........ 56:0)” 55.0" Overall Height, Convertibles.... 54.4” 45 
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styling 

For 1967, the Rambler American concept is 
one of refinement for a well-balanced, well- 
conceived compact car. 

The front end is graced with new fine-line 
styling for the extruded-aluminum grille. Along 
the side, new moldings and wheel covers 
distinguish this car from the '66 and accentu- 
ate the crisp lines. The rear features new con- 
cave taillights and new rear panel trim. The 
440 and Rogue feature wide lower-band mold- 
ings along the side, plus an ‘‘engine-turned"' 
panel across the rear. And, the Rogue models 
offer a unique two-tone treatment covering 
the entire upper portion of the car. 


interiors 


Highlight of the new American interiors is the 
sporty new multiple-dial instrument cluster. 
Five round dials are grouped in a tastefully 
styled panel to give a true ‘sports car look."' 
Complementing this are a wide new selection 
of upholstery fabrics and designs, new high- 
back reclining bucket seats, new wrap-over- 
design headrests, plus new long-life Herculon 
carpeting on 440 and Rogue models (also 
220 with 4-speed). New ‘sports'’ steering 
wheel option. 


safety 

Making American the standard of safety in 
the compact field are such traditional features 
as Advanced Unit Construction, Double- 
Safety Brake System, padded instrument 
panel (new design for '67) and padded sun 
visors; plus such new safety features this 


year as 4-Way Hazard Warning Signals (now 
standard), brake system warning light, energy- 
absorbing steering column, double-safety- 
pivot inside mirror with non-glare feature and 
higher-strength door locks. 

See pages 10 and 11 for the complete list of 
1967 safety features. 


underneath 


The brilliant new selection of engines, trans- 
missions, and gear ratios creates a unique 
combination: makes Rambler American both 
the economy and the performance leader in its 
class. A trio of Torque-Command 199 and 232 
Sixes ranging from 128 to 155 horsepower... 
plus a trio of Typhoon 290 and 343 V-8's ranging 
from 200 to a breathtaking 280 horsepower! 
Five transmissions are available, including a 
newly-engineered ‘“‘four-on-the-floor'’ with 
close-ratio gears for even greater low-end 
acceleration on V-8's. Improved 9” brakes for 
sixes, 10” flanged drum brakes for V-8's. 
Improved Power Disc Brakes are optional on 
V-8's. Larger standard tires for six-cylinder 
wagons. 


models 


The Rambler American series is offered in a 
total of nine models in all of the five popular 
body styles: two-door sedans, four-door 
sedans, four-door station wagons, two-door 
hardtops, and a convertible. For '67, the con- 
vertible is available as a dashing top-line 
Rogue model... a companion to the Rogue 
hardtop. NOTE: Rambler American is the 
only compact car line to offer a complete range 
of five body styles. 
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RAMBLER 
AMERICAN 


FEATURE 
HIGHLIGHTS 


Exciting, bright, colorful—with 
new show and new go—that's 
Rambler American for 1967! 


New trim, new colors, new up- 
holstery, new safety make it a 
gem to behold. 


The standard Torque-Com- 
mand ''199"’ engine makes this 
car again—as always—the 
Compact Economy King. And 
the optional Typhoon V-8's 
make this definitely the hottest 
performing car in its class. 


In the compact field, this js 
the leader—whatever the 
values a prospect may be 
looking for! 





Rambler American Extra-Value Features 


1. DOUBLE-SAFETY BRAKE SYS- 
TEM—With new system warning light. 

2. NEW BUILT-IN SAFETY FEA- 
TURES (see pages 10 and 11). 

3. CERAMIC-ARMORED EXHAUST 
SYSTEM—Exclusive feature includes 
muffler, exhaust and tail pipes. 


4. ADVANCED UNIT CONSTRUC- 
TION—With exclusive one-piece uniside. 
5. DEEP-DIP RUSTPROOFING—En- 
tire lower body (not roof) dipped in special 


rustproofing solution. An industry exclu- 
sive in class. 


















Torque @ rpm 














*Optional at no extra cost. 


128 @ 4400 


\* 


6. “LUSTRE-GARD” ACRYLIC 
ENAMEL-—Triple coats, baked-on finish. 


7. MOLDED CEILINGS—Laminated 
Foam-and-Fiber for American. 


8. COIL SPRING SEATS Front and 
Rear—Industry exclusive in class. 


9. ROOF-TOP TRAVEL RACK for 
STATION WAGONS-—Exclusive stand- 
ard feature, except on American 220, 


10. 32,000-MILE (or 3-Year) CHASSIS 
LUBRICATION (see page 146). 


11. WIDEST CHOICE OF RECLINING 
SEATS AND HEADRESTS. 


Comp. Ratio/Fuel ** 8.5:1/Regular 8.5:1/Regular 8.5:1/Regular 9.0:1/Regular | 10.0:1/Premium | 10,2:1/Premium 
Bore and Stroke 3.75” x 3.00” 3.75” x 3.50” 375x350" 3.75” x 3.28” 3.75” x 3.28” 


Transmissions and Axle Ratios to Match 


a “apo Va ETRz: 


All Body Styles All Body Styles 
Convertibles, 
: 


3-Speed Manual, Column 3.08:1 (3.31)* | 3.08:1 (3.31)* | 3.08:1 (3.31)* 
Overdrive, Column (opt.) 3.3121 3.08)" | 3.31:1°.08)* | 3.32:16.08)* |  — | 


Flash-O-Matic, Column (opt.) 2.73:1 (3.08 
and (3.31)* 


Body Styles Sedans and Wagons, 
Hardtops 
without a/c and all with a/c 


4Speed, Floor (opt.) Oa Cw Sea iF 
Shift-Comimand, Console (opt.) Je 





**Regular Fuel: 90-94 octane rating. 


3.08:1 (2.73)* 3.08:1 (2.73)* 3.15:1 (2.87)* 
and (3.31)* and (3.31)* 


12. WEATHER-EYE HEATING AND 
VENTILATING—All-Season Air Condi- 
tioning. Optional. 


13. CURVED-GLASS SIDE WIN- 
DOWS-—With metal-edges for convertible 
and hardtop. 


14. EXTRUDED-ALUMINUM GRILLE. 


15. ELECTRONIC ALTERNATOR 
SYSTEM—With transistorized voltage 
regulator. 


16. POWR-GUARD 24 “INTERCELL” 
BATTERY. 


Rambler American Performance Selector 


“199” Six (std.) 232" Sixes (opt.) “290°* V-8's (opt.) “343” V-8 (opt.) 
145 @ 4300 | 155 @ 4400 225 @ 4700 | 280 @ 4800 
215 @ 1600 285 @ 2800 | 300 @ 3200 | 365 @ 3000 


4.08” x 3.28” 





R O os U E All of the distinctive trim featured as stand- 
bd ard on the Rogue hardtop is also standard 
Rambler American on the brand-new Rogue convertible (re- 
placing the 440 convertible). This includes 
TWO-DOOR CONVERTIBLE the front-fender trim plate, the rally-style 
lower molding as well as the full-length 
upper crease molding (which forms a sepa- 


al 





ration for the unique optional two-tone 
covering the hood and rear deck). In addi- 
tion, the Rogue convertible has bright wind- 
shield post moldings. Sharp new mag-style 
wheel discs are standard . . . wire-wheel 
covers (shown) and Turbo-Cast wheel 
covers are optional. ? 









Individually-adjustable reclining seats are 
standard on the Rogue convertible. New 
“high-back” reclining buckets with center 
armrest and cushion are optional. In place 
of the cushion, a sporty console is used with 
the Shift-Command V-8 transmission. Up- 
holstery is new “Tahiti” embossed vinyl for 
all convertible seats. 


Rear view shows new “engine turned” trim 
panel, “race track’ molding and concave 
taillights. The durable nylon top material has 
a luxurious leather-grained vinyl coating, 
available in black, white and tan. Power top 
continues standard. 





RAMBLER AMERICAN ROGUE 
TWO-DOOR HARDTOP 





In addition to the standard 440 trim shown on the opposite page, 
standard Rogue trim includes a full-length belt-line crease molding 
which permits a unique two-tone option for hood, roof, and rear 
deck (also available with vinyl-covered roof, as shown). The Rogue 
also has a “race track” molding across the rear trim Panel, anda 
front-fender trim panel behind the headlights. Mag-style wheel 
discs are standard. 
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RAMBLER AMERICAN 


440 TWO-DOOR HARDTOP 





New American 440 trim includes a new, rally-style wide-band lower molding along the 
side, new fine-line extruded aluminum grille. Across the rear, a new “engine-turned” 
trim panel is set between the new, bold concave taillights. Newly-styled hub caps are 
standard with new mag-style wheel discs optional. 


21 
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RAMBLER AMERICAN 


440 FOUR-DOOR SEDAN 





The 440 four-door sedan features the new rally-style lower body molding, 
drip-rail molding, rear pillar base molding, rear panel moldings with “engine- 
turned” insert, and gas cap “‘engine-turned” cover. The new mag-style wheel 
discs are optional, (shown) while hub caps are standard. 





RAMBLER AMERICAN 


440) TWO-DOOR SEDAN 





In addition to the standard Rambler American exterior trim items, the 440 has 
the new rally-style moldings on lower body, drip rail, rear pillar base, and rear 
panel. Rear panel also has “engine-turned"” insert and gas cap cover. New 
“mag-style" wheel discs are optional. 
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RAMBLER AMERICAN 220 


FOUR-DOOR SEDAN 


Standard exterior trim items on the 220 four-door sedan (and all Rambler 
Americans) include: Rambler nameplate on grille, medallion on hood, wind- 
shield and rear window moldings, American script and model identification 
on front fender. On the rear of the car, American script and Rambler nameplate 
are displayed. Hub caps are standard, wheel discs optional. 








RAMBLER AMERICAN 220 


TWO-DOOR SEDAN 






er 


ial. 


/ 


The 220 has the standard American trim items, such as the Rambler nameplate 
on the grille and rear of car, American script on front fender and rear of car, 
hood medallion, plus windshield and rear window moldings. Optional-engine 
identification medallions are on the rear fenders. Wheel discs are optional. 
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SEATING 
220 


New “Clarion" nylon and viscose fabric, with vinyl 
bolsters and facings. Rubber floor mats (carpet with 
4-speed floor shift). 


Standard: Non-reclining bench seat in fabric or 
optional no cost all-vinyl. 

Extra Cost: Reclining bench seat in fabric (all-viny! 
optional no cost for wagons). Headrests (left and/or 


440) 


Bright new “Sienna” pattern in nylon, viscose, and 
polyethylene, with vinyl bolsters and facings. Wall- 
to-wall Herculon carpeting standard. 


Standard: Non-reclining bench seat in fabric or 
optional no cost all-vinyl. 

Extra Cost: Reclining bench seat; individually-adjust- 
able reclining seats. Headrests (left and/or right). 


ROGUE 


New "Collegiate” fabric (for hardtop) of nylon, 
viscose, avril, and polypropylene, with vinyl bolsters 
and facings. All-vinyl is standard on convertible and 
optional at no cost on hardtop. 

Standard: On hardtop, high-back bucket reclining 
seats with center cushion and armrest. On con- 
vertible, individually-adjustable reclining seats. 
Extra cost: On convertible, high-back bucket reclining 
seats with center cushion and armrest. On both, 
center console (with Shift-Command and V-8). 
Headrests, new wrap-over style for buckets (left 
and/or right). 
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RAMBLER AMERICAN 
INSTRUMENT PANEL 


e Brand-new, sports-style instrument cluster features five 
round dials, is easy to read. 


e Anti-glare finish on upper surface reduces windshield 
reflections. 


e Heater controls placed and arranged for easy operation. 
e Blue-green instrument lighting gives best night vision. 
e All controls are easy to operate. 

e Excellent eye-level visibility. 


e New energy-absorbing steering column with three-spoke, 
deep-dish steering wheel (16” diameter) offers greater 
cushioning, more safety in the event of an accident. 

e For added safety, three thumb levers on spokes replace 
horn ring on 440 and Rogue (this ‘‘custom'’ wheel is 
optional on 220). The 220 has center horn button. 

e New “'sports'’ steering wheel with simulated wood-grain 
rim and circular-design center spider is optional. 





e New "“lane-changer”’ feature for turn signals (standard). 

e 4-Way Hazard Warning Signals with new switch on steering 
column (standard). 

e New double-safety-pivot inside rear-view mirror with anti- 
glare tilt feature (standard). 

e New, thicker safety padding for instrument panel. 

e Safety-padded sun visors. 

e Cigarette lighter (safety-wired) is standard on 440 and 
Rogue models. 

e Big ashtray, centrally located, features four ball bearings 
for smooth, gliding action. Break-away feature with open 
ashtray for added safety. 

e Generous glove box has cup.impressions in door (key lock 
on 440 and Rogue). Glove box light included in optional 
light group. 

e Printed circuit and fuse panel provide greater reliability 
and easier servicing. 





DOME LIGHTS 


Sedans have a highly-visible dome light in the center 
of the ceiling. Hardtops feature two rear-pillar lights 
while convertibles have two lower-panel lights in rear. 
Front-door automatic switches are standard on 440 
and Rogue (included in optional light group for 220), 
On wagons, a rear cargo area dome light is included 
in the optional light group. Dome lights may also be 
controlled by rotating the main light switch, 


WALL-TO-WALL CARPETING 


An exclusive and brand-new loop-pile carpeting, made 
of “Herculon" olefin fiber, is used on all models 
except 220 (where vinyl-coated rubber mats continue 
standard for floors and station wagon cargo decks), 
Color-keyed to the interior, this new carpeting is longer 
wearing, is more resilient, non-flammable and im- 
proves appearance. Note: On 220 models with 4-speed 
floor-shift transmission, carpet is used in place of 
rubber mats. 
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LAMINATED FOAM-AND-FIBER 
HEADLINER 


The laminated foam-and-fiber ceiling (headliner) is 
an exclusive feature for all Rambler American models 
(except the convertible, naturally). The surface has a 
unique waffle-textured design. The molded-to-shape, 
form-fitting ceiling panel is easy to clean and wears 
exceptionally well. Many other cars simply use a fabric 
headliner, and some even with no padding. 





1967 RAMBLER AMERICAN 
EXTERIOR APPEARANCE DISTINCTIONS 


FRONT 220 440 ROGUE 
Rambler nameplate on grille (left)...........-.-.5+55 Std. Std. Std. 
"A" medallion on hood (center)..........6..eeeeeees Std. Std. Std. 
Windshield moldingi.c.....2--<-0.cecsesenneeoversss= oe Std. Std. Std. 
SIDE 

American script on front fender........--...5. 6.280 es Std. Std. N.A. 
Model identification on front fender..............-- 220 440 Rogue 
932 Six emblem on rear fender (if equip.)............ Std. - ord. Std. 
290 V-8 emblem on rear fender (if equip.)............ Std. Std. Std. 
Trim plate on front fender..............0.seee sence ees N.A. N.A. Std. 
Full-length fender crown.molding.........-.+.+.:+++5 N.A N.A, Std. 
Lower body molding.............:sseevee seen ence ee ees N.A Std. Std. 
Window DaSG MOlAING ice. cc. sacs ee aces ce esee esi oe N.A, N.A. Std. 
Drip-rail molding (N.A. CONV.)...... 000s seer eee e eee ees N.A Std. Std. 
"A’ pillar cover MOIGING...........+ +++ seer eesee es N.A, N.A. Conv. 
“GE milla DASE IMOIGING hess ecco eee eens eee e ena N.A. Std. Std: 
Rocker panel molding............+ssee cess seen eeeee ees Gr. Opt. Gr. Opt. Gr. Opt. 
| afololwers} SY aan ne ammsAbonennodn coomeartuumEeDer oak oe Std. Std. N.A. 
WARN GNSS jo cqnt antiern Qumeeanen toc ses enous Sender. Opt. Opt. Std. 
Rear side window molding, wagon.......-...+.++++55: N.A, Std. _ 
Roof-top Travel Rack, WagON..........-- 0 esses seen eee N.A. Std. _ 
REAR 

American script on left SIG. cc. sccee sone een Std. Std. Rogue 
Rambler nameplate on right side..............-...+5. Std. Std. Std. 
Rear window molding (N.A. CONV.)........+:..eeee eee Std. Std. Std. 
Rear DanelimOlGiingin ces cme. ces cam cian ie sn ect» eles Aes N.A. Std. Std. 
Rear panel ‘‘engine-tutned”’ insert.................5. N.A. Std. Std. 
Rear panel perimeter molding................0525005: N.A. N.A. Std. 
Gas cap ‘“‘engine-turned'’ cover (N.A. wag.)........-- N.A. Std. Std: 


THE 1967 RAMBLER REBEL sony sriss 


Torque-Command 6’s two-door four-door _four-door two-door two-door 
& Typhoon V-8’s sports sedan sedan wagon hardtop convertible 









Ge 6715 oa 


Wheelbase... ..114.0" Overall Height, 4-Dr. Sedan..... 54.6” 

: di : Overall Length. 197.0" (198, or wagon) Overall Height, Wagon.......... 5os” 

9 exterior AIMENSILONS Overall Width................... 78.4” Overall Height, Sports Sedan .. .53.5” 
Front, read... st.ct. 58.2” (58.6” ae 2 Overall Height, Hardtop......... Bor. 

Rear alread: «sais (or ebe ie ete: Overall Height, Convertible...... 54.8” 
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AMERICAN 


REBEL 
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on all models 


Longer length, longer wheelbase, wider, 
roomier cars with totally-new styling. More 
hip room and shoulder room on all models. 
More rear-seat legroom and easier entry 
on 4-door models (2” more). Better seating 
posture. Safety-styled padded instrument 
panels with recessed instruments and con- 
trols. New die-cast ‘‘venturi'’ styled grille. 
New rear side wink lights (reflectors for 
wagons). New safety package puts this 
car well ahead of government require- 
ments. 


on station wagons 


Much larger cargo volume inside with 
higher and wider tailgate opening. Clear, 
flat cargo deck from tailgate to front seat 
with new fold-down arrangement for 2nd 
seat. Lower-hinged or side-hinged tail- 
gates are no-cost options on two-seat 
wagons (with power window optional). 
Side-hinged tailgate (with power window) 
is included as part of the third-seat, extra- 
cost option on the 770 wagon. Newly- 
styled, step-down roof with redesigned, 
improved standard travel rack. Rear fender 
side reflectors for nighttime safety. Larger 
hidden compartments. And, 3-seat models 
now have a spare tire! 


on convertible, hardtop 
and sports sedan 


New and luxurious SST hardtops and con- 
vertibles (replace 770 convertible and 
Rebel hardtop). New ‘‘faster’’ roofline, 
sweeping into shorter rear deck. New con- 


vertible top mechanism gives lower stack 
height, full three-seat rear passenger 
room. New 2-door “'sports'' sedan (550) 
features the same roof as used on SST 
and 770 hardtops, including chrome-edged 
side windows. 


interiors 


New seating availability for all models. 
New high-back reclining bucket seats and 
new wrap-over-design headrests. All-new 
array of color-harmonized upholstery 
fabrics and embossed vinyls. New 2-posi- 
tion front door opening stops. New easy- 
to-open vent windows with lock button. 
New pull-grip inside door handles (770 
and SST) plus safety push-button front 
door locks on all Rebels. New ‘sports"’ 
steering wheel option for all Rebels. 
New 8-track stereo tape player option for 
sedans and hardtops. New and _ plush 
Herculon loop-pile carpeting on 770 and 
SST (also 550 with 4-speed). 


underneath 

All-new engine line-up with a pair of 
Torque-Command ‘''232"’ Sixes, one 
Typhoon ‘'290'' V-8 plus two Typhoon 
“'343"' V-8's. Six transmission options, in- 
cluding redesigned and improved auto- 
matics. All-new four-link, trailing-arm rear 
suspension design with open prop shaft 
and coil springs (replaces torque-tube 
design). Bigger gas tanks plus a gas-tank- 
filler door. Improved brakes and larger 
tires on most models. Front sway bar and 
10” brakes now standard on Rebel-6 
wagons. Improved Power-Disc Brakes are 
optional on V-8’s. 
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RAMBLER 
REBEL 


FEATURE 
HIGHLIGHTS 


Fighting new name for an all- 
new series—that's the 1967 
Rambler Rebe/, which replaces 
last year's Classic series. 
Longer, wider, with sleeker, 
more- streamlined styling in- 
cluding longer hood, shorter 
deck and rear up-sweep of belt- 
line, make this the outstanding 
intermediate-size car. New- 
design Typhoon V-8 engines 
—''290"' and ‘'343''—plus new 
“SST"' top-line hardtops and 
convertibles create powerful 
appeal to the luxury- and per- 
formance-minded buyer as well 
as those who seek built-in 
values like safety, economy, 
and dependability. 


Rambler Rebel Extra-Value Features 


1. DOUBLE-SAFETY BRAKE SYS- 
TEM—With new system warning light. 

2. NEW BUILT-IN SAFETY FEA- 
TURES (see pages 10 and 11). 

3. CERAMIC-ARMORED EXHAUST 
SYSTEM—Exclusive feature includes 
muffler, exhaust and tail pipes. 

4. ADVANCED UNIT CONSTRUC- 
TION—With exclusive one-piece uniside. 
5. DEEP-DIP RUSTPROOFING—En- 
tire lower body (not roof) dipped in special 
rustproofing solution. An industry exclu- 
sive in class. 

6. ‘‘LUSTRE-GARD"’ ACRYLIC 
ENAMEL —Triple coats, baked-on finish. 















Flash-O-Matic, Column (opt.) 
4Speed, Floor or Console (opt.)t 





*Optional at no extra cost. 


ShiftCommand, Console (opt.) 


7. MOLDED CEILINGS—Cushioned- 
Acoustical Molded. 


8. COIL SPRING SEATS Front and 
Rear—Industry exclusive in class. 


9. ROOF-TOP TRAVEL RACK for 
STATION WAGONS —Exclusive stand- 
ard feature. 


10. CHOICE of TAILGATE DESIGN 
plus HIDDEN COMPARTMENT. 


11. 32,000-MILE (or 3-Year) CHASSIS 
LUBRICATION (see page 146). 


12. WEATHER-EYE HEATING AND 
VENTILATING—All-Season Air Condi- 
tioning. Optional. 


Rambler Rebel Performance Selector 


eg a 
Horsepower @ rpm 
9.0:1/Regular 
3.54:1 


3.15:1 (3.54)* 3.15:1 (3.54)* 


EOIRZT 
Speed Manual, Column Siero a) 

RC Suat ae ata 

aii aa 10. 

ise eee a | 3.1531 (2.87)* 3.15:1 (2.87)* 


t4-speed not available on 2-barrel “343” V-8. 


**Regular Fuel: 90-94 octane rating. 


13. WIDEST CHOICE OF RECLINING 
SEATS AND HEADRESTS. 

14. 4-COIL-SPRING SUSPENSION 
—New rear 4-link, trailing-arm design. 

15. CURVED-GLASS SIDE WIN- 
DOWS-—With metal-edges for Convertible, 
Hardtop and 2-Dr. Sports Sedan. 

16. EXTRUDED-ALUMINUM DOOR- 
WINDOW FRAMES—4-Door models. 
17. DIE-CAST GRILLE. 

18. ELECTRONIC ALTERNATOR 
SYSTEM—With transistorized voltage 
regulator. 

19. POWR-GUARD 24 “INTERCELL” 
BATTERY. 
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RAMBLER 
REBEL 


SST TWO-DOOR CONVERTIBLE 





The SST convertible is a brand-new addition to the Rebel top line, 
replacing the 770 convertible. The all-new top mechanism with con- 
cealed side rails folds down to a lower stack height, providing a sleeker 
silhouette and full, three-passenger rear-seat room . . . an important 
new feature. Standard trim features special bright windshield post 
mojding; wheel opening molding; air scoop trim plate at rear wheel 
opening; full-length paint stripe; window base molding and wheel discs. 


The SST convertible features an optically-improved and larger flexible- 
glass rear window. The top can be raised or lowered with the glass 
window zipped in or out. The glass window resists scratching far better 
than the plastic window previously used. Top materials, of a durable 
vinyl-coated nylon sheeting with black twill interior backing, are availalbe 
in black, white and tan. Power-operated top, improved for '67, is standard. 













Individually-adjustable reclining seats are standard on 
the SST convertible. New “high-back" reclining bucket 
seats with center armrest and cushion are optional. In 
place of the cushion, a sporty console is used with 
Shift-Command or four-speed V-8 transmissions. 
Upholstery is new “Tahiti” embossed viny! for all con- 
vertible seats. 


This all-new beauty has sleeker, slim-line profile styling 
with the top up, achieving a fastback look. Even the new 
padded “boot” cover is improved in function and 
appearance. 
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RAMBLER REBEL SS Ll TWO-DOOR HARDTOP ¢ 






The dashing new SST, our high-line Rambler Rebel hardtop for 1967, features an 
all-new roofline which sweeps into the rear deck with a sporty flair. Standard ex- 
terior trim which is exclusive to the SST includes: SST identification plates in 
the grille, on the front fenders and on the rear deck; wheel discs; a full-length ( 
paint stripe on the side; window base molding; air-scoop trim plate at rear-wheel 

openings; full wheel opening moldings; and a special black “venturi” grille 

insert. Black or white vinyl-covered roof is an extra-cost option. 






RAMBLER 
REBEL 


770 


» TWO- DOOR 
HARDTOP 





» 





9) addition to its sleek new over-all styling, the Rambler Rebel 770 hardtop is Front doors have new two-position stops, new push-button door locks, new pull- 

' distinguished by a standard lower-body molding, wheel-opening molding, rear- grip inside handles, and new easy-to-open vent windows (with lock buttons). 
panel trim molding, drip-rail molding, plus the 770 model identification on front Newly styled hub caps are standard, with wheel discs optional. Black or white 
fenders. The 232 Six, 290 V-8, or 343 V-8 identification is displayed on front fenders. vinyl-covered roof is also optional. 
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RAMBLER 
REBEL 
FOUR-DOOR 


The 770 four-door sedan shows off the new styling with its distinctive roofline, 
extruded aluminum side-window frames, and swept-back center pillar. The rear 
pillar design provides easier rear-seat entry and exit. Highlight of the greater 
interior dimensions is the fact that rear-seat legroom is increased a full two inches 
for added comfort. Trim includes model and engine identification on the front 
fender, Rambler letters on hood and a medallion in the grille, plus side and rear 


moldings as on the 770 hardtop. Optional wheel discs and black or white vinyl- 
covered roof (a new 770 sedan option) make this a really distinctive family sedan. 





Black or white 
vinyl-covered roof 

is a new option 

for 770 4-Door Sedans. 


4 


’ 


>» 


Rambler 
Rebel 


590 


The new two-door “Sports’’ sedan 
features a hardtop roof, slim center 
pillar, and metal-edged side win- 
dows to give a really sporty look. 
Even with greater interior room, the 
doors are 1% inches thicker. Both 
the 550 two-door and four-door 
have the Rambler letters on the 
hood and a medallion in the grille; 
windshield and rear window mold- 
ings; Rebel script, model identifi- 
cation and engine identification on 
front fenders. On the rear panel are 
the Rebel letters and Rambler 
nameplate. Wink lights in the rear 
fender are standard on all Rebels 
except wagons which use reflec- 
tors. On the 550, wheel discs are 
optional. 


FOUR-DOOR SEDAN 
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SEATING 


950 


New ‘Sahara'' nylon and viscose fabric, with vinyl 
bolsters and facings. Rubber-floor mats (carpet with 
4-speed floor shift). 

Standard: Non-reclining bench seat in fabric or 
optional no cost all-vinyl. 

Extra cost: \Individually-adjustable reclining seats in 
fabric (a//-viny/ optional no cost for wagons). Head- 
rests (left and/or right). 


770 


New “Cherbourg” fabric of nylon, viscose, and 
cotton, with vinyl bolsters and facings. Wall-to-wall 
Herculon carpeting standard. 

Standard: Non-reclining bench seat in fabric or 
optional no cost all-vinyl. 

Extra cost: Individually-adjustable reclining seats; 
reclining bucket seats in vinyl for sedan and wagon. 
Headrests, new wrap-over style fo buckets (left 
and/or right). 


SST 


New “Cherbourg" fabric of nylon, viscose, and 
cotton, with vinyl bolsters and facings, standard on 
hardtop. For hardtop, new ‘Pimlico"” plaid fabric 
with optional Custom Trim Package (shown) in- 
cludes two throw pillows. ‘Tahiti’ embossed all- 
vinyl is standard on convertible (and optional on 
hardtop at no cost). 


Standard: On hardtop reclining bucket seats (in 
fabric or all-vinyl) with center cushion and armrest. 
On convertible, individually-adjustable reclining 
seats (all-vinyl). 

Extra cost: On convertible, reclining bucket seats 
(all-vinyl) with center cushion and armrest. On both, 
center console (with Shift-Command or 4-speed V-8 
transmissions). Headrest, new wrap-over style for 
buckets (left and/or right). 
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RAMBLER REBEL 


e New design concept, combining safety and style. 

e Fully recessed section on passenger side, instrument panel 
moved forward for safety. 

e Attractive new rectangular instrument cluster. 

e All controls, knobs and levers located within cluster hous- 
ing for extra safety and easier operation. 

e Instruments and controls placed for quick reading, easy 
use, 

e New heating and air conditioning controls at upper left 
for more convenient operation. 

e New A/C air outlet in front of driver (in addition to two 
in center). 

e New “‘lane-changer’’ feature for turn signals (standard). 

e 4-Way Hazard Warning Signals with new switch on steer- 
steering column (standard). 

e New double-safety-pivot inside rear-view mirror with anti- 
glare tilt feature (standard). 

e Newly-styled, optional electric clock now at upper left. 

e New optional all-transistor radios with functional vertical 
tuning dial, located at upper right (AM or AM/FM). 

e King-size, ball-bearing ashtray conveniently located at 
center. New ashtray light included in optional light group. 


“SAFETY-STYLED” INSTRUMENT PANEL 


Break-away feature with open ashtray for added safety. 

e Generous glove box has cup impressions in door (key lock 
on 770 and SST). Glove box light included in optional light 

roup. 

® Saraty wirad cigarette lighter is standard. 

e Blue-green instrument lighting for better night visibility. 

e Increased padding on instrument panel and sun visors for 
greater safety. 

e New 16-inch, three-spoke, deep-dish steering wheel plus 
energy-absorbing steering column for greater driver safety 
in the event of a collision. 

e For added safety, three thumb-levers on spokes replace 
horn ring on 770 and SST (this “‘custom"’ wheel is optional 
on 550). The 550 has center horn button. 

e New “sports'' steering wheel with simulated wood-grain 
rim and circular-design center spider is optional. 


e Anti-glare finish on upper surface reduces windshield 
reflections. 

e Printed circuit and fuse panel provide greater reliability 
and easier servicing. 
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WALL-TO-WALL CARPETING 


Brand-new, and exclusive, ‘Herculon’’ olefin fiber, loop- 
pile carpeting is standard except on 550. New material is 
longer-wearing, is non-flammable, more resilient and 
better looking. Carpeting is color-keyed to interiors, as are 
vinyl-coated rubber mats which are standard on floors of 
550 passenger compartments and cargo decks of 550 
station wagons. Note: On 550 models with 4-speed floor- 
shift transmissfon, carpet is used in place of rubber mats. 








CUSHIONED-ACOUSTICAL 
HEADLINER 


Two-door Sports Sedans and Hardtops feature a new 
molded ceiling material of polyurethane foam with an easy- 
to-clean vinyl surface. Four-door sedans and _ station 
wagons continue with molded fiberglass. Both provide 
positive, lasting fit, reduce road noises, insulate against 
heat and cold, and provide a safety cushion. 


DOME LIGHTS 


Two- and four-door sedans and wagons have a newly- 
styled dome light in the cénter of the ceiling. Hardtops 
feature two rear-pillar lights while convertibles have two 
lower-panel lights in rear. Front-door automatic switches 


~ are standard on 770 and SST. Rear door switches on the 


770 four-door (and front door switthes on the 550) are 
included in the optional light group. On wagons, a rear 
cargo area dome light is included in the optional light 
group. Dome lights may also be controlled by rotating the 
main light switch. 


1967 RAMBLER REBEL 
EXTERIOR APPEARANCE DISTINCTIONS 


FRONT 550 770 SST 
Rambler letters on hood (center)...................-5- Std. Std. Std. 
Medallion imignillec(lentins..cscre scene ce otet ioy Std. Std. N.A. 
SST nameplace imate (ett) weaseeaceee s+. cman NA. N.A. Std. 
Alla black Qnill@Centern ie sens cos gery sariecto shearer ois N.A. N.A. Std. 
Windshieldsmoldingec.c.ccacssoceaen sre dee sme ise mei Std. Std. Std. 
SIDE 

Rebeliscription tromt TeMmGete a. <-.1.,1tes cletce erates ores Std. Std. Std. 
Model identification on front fender................. 550 770 SST 
932 SiXemblemion tront fender... 20: (ae. ecs sane naa Std. Std. Std. 
290 or 343 V-8 emblem on front fender (if equip.)..... Std. Std. Std. 
loWer body MOlG Ini Gkesecmneeussucsnrentea eels oot «ce Ooo Gr. Opt. Std. N.A. 
Wheel opening molding (partial)..................... Gr. Opt. Std. N.A, 
Wheel opening molding (full)..................es eee N.A. N.A. Std. 
Air-scoop trim plate on rear fender.................. N.A. N.A. Std. 
Fulltlenath paint strip (ONG). ..ce.< cscs cea ey ewes N.A. NA. Std. 
Window baseimolding: <as-asccnae ee once nececuee ees N.A. N.A. Std. 
Drip-rallimoldinig (NVAN CONV) ncscmcoeenceaanes ecee sa N.A. Std. Std. 
HAE BAR COVE DIMOLING:... 2 nc. sae soak se cee, N.A. N.A, Conv. 
“C"' pillar base molding (exc. wag. & Conv.).......... Opt. 2-Tone (Opt. 2-Tone or Vinyl 
EHUB CAD Sites six scious Messe oeeckeee otiens cor Petia eine Std. Std. N.A. 
NV GGIECS OS cre Mat ssa yt. terrae ane cele « atin veer Opt. Opt. Std. 
“Wink"' light on rear fender (exc. wag.).........-..55 Std. Std. Std. 
Reflector on rear fender, wagon................00000- Std. Std. _— 
Rear side window molding, wagon...................- Std. Std. —_ 
Roof-top: TravelRack, WAGON)... 0.0.02. .cscceces eee esos Std. Std. _ 
Rear roof and side perimeter molding, wagon........ Opt. 2-Tone Opt. 2-Tone — 
“Cross Country"' script on rear fender, wagon....... Std. Std. — 
REAR 

Rebel letters on. Center. c.26 asa dec secsee ecules «a ade << Std. Std. Std. 
Rambler nameplate on right side..................... Std. Std. SST 
Rear window molding (N.A. Conv.).............ee00e Std. Std. Std. 


Rear paneltrimiDatc: -53e. a peeneeeemetne rants N.A. Std. Std. 


MODELS AND 
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on all models 


Longer length, longer wheelbase, wider, 
roomier cars with totally-new styling. More 
hip room and shoulder room on all models. 
More rear-seat legroom and easier entry on 
4-door models (2” more). Better seating 
posture. Safety-styled padded instrument 
panels with recessed instruments and con- 
trols. Ambassador retains distinctive identi- 
fication with vertical dual headlights and tail- 
lights plus the V-profile “‘airfoil’’ grille. New 
safety package puts this car well ahead of 
government requirements. 


on station wagons 


Much larger cargo volume inside with higher 
and wider tailgate opening. Clear, flat cargo 
deck from tailgate to front seat with new fold- 
down arrangement for 2nd seat. Lower- 
hinged or side-hinged tailgates are no-cost 
options on two-seat wagons (with power 
window optional). Side-hinged tailgate (with 
power window) is included as part of the third- 
seat, extra-cost option on the 880 and 990 
wagons. Newly-styled, stepdown roof with 
redesigned, improved standard travel rack. 
Rear fender side reflectors for nighttime safety. 
Larger hidden compartments. And, 3-seat 
models now have a Spare tire! 


on convertible, hardtop 
and sports sedan 


New and luxurious DPL hardtops and con- 
vertibles (replace 990 convertible). New 
“faster’’ roofline, sweeping into shorter rear 


deck. New convertible top mechanism gives 
lower stack height, full three-seat rear passen- 
ger room. New 2-door ‘‘sports'’ sedan (880) 
features the same roof as used on DPL and 
990 hardtops, including chrome-edged side 
windows. 


interiors 


New seating availability for all models. New 
high-back reclining bucket seats and new 
wrap-over-design headrests. All-new array of 
color-harmonized upholstery fabrics and 
embossed vinyls. New 2-position front door 
opening stops. New easy-to-open vent win- 
dows with lock button. New pull-grip inside 
door handles plus safety push-button front 
door locks. New ‘sports'’ steering wheel 
option for 880 and 990 (standard on DPL). 
New 8-track stereo tape player option for 
sedans and hardtops. New and plush Herculon 
loop-pile carpeting is standard on all Ambas- 
sadors. 


underneath 


All-new engine line-up with a pair of Torque- 
Command ‘'232'' Sixes, one Typhoon ‘'290" 
V-8 plus two Typhoon ‘'343"' V-8's. Six trans- 
mission options, including redesigned and 
improved automatics. All-new four-link, trail- 
ing-arm rear suspension design with open 
prop shaft and coil springs (replaces torque- 
tube design). Bigger gas tanks plus a gas- 
tank-filler door. Larger tires on most models. 
Front sway bar and 10” flanged-drum brakes 
are standard on all Ambassadors. Improved 
Power-Disc Brakes are optional on V-8's. 
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AMBASSADOR 


FEATURE 
HIGHLIGHTS 


Last year’s ‘‘most luxurious car 
in its class'’ is now more so 
than ever—that's the news for 
Ambassador 1967. Longer and 
wider exteriors. More spacious 
interiors. More elegance with 
totally-new styling. Ambassa- 
dor retains its distinction as a 
car apart from the other Ameri- 
can Motors lines. Add to all of 
this, new Typhoon V-8 engines, 
new rear suspension, new op- 
tions like 8-track stereo tape 
player, and a host of detailed 
refinements, and you have 
truly the finest car in or near its 
class. New high measures of 
luxury and performance are 
combined with traditional 
values like safety, economy 
and dependability... all ata 
popular price. 


1. DOUBLE-SAFETY BRAKE SYS- 
TEM—With new system warning light. 

2. NEW BUILT-IN SAFETY FEA- 
TURES (see pages 10 and 11). 

3. CERAMIC-ARMORED EXHAUST 
SYSTEM—Exclusive feature includes 
muffler, exhaust and tail pipes. 

4. ADVANCED UNIT CONSTRUC- 
TION—With exclusive one-piece uniside. 
5. DEEP-DIP RUSTPROOFING—En- 
tire lower body (not roof) dipped in special 
rustproofing solution. An industry exclu- 
sive in class. 

6. ‘‘LUSTRE-GARD"' ACRYLIC 
ENAMEL—Triple coats, baked-on finish. 





Ambassador Extra-Value Features 


7. MOLDED CEILINGS—Cushioned- 
Acoustical Molded. 


8. COIL SPRING SEATS Front and 
Rear—Industry exclusive in class. 

9. ROOF-TOP TRAVEL RACK for 
STATION WAGONS~—Exclusive stand- 
ard feature. 


10. CHOICE of TAILGATE DESIGN 
plus HIDDEN COMPARTMENT. 


11. 32,000-MILE (or 3-Year) CHASSIS 
LUBRICATION (see page 146). 


12. WEATHER-EYE HEATING AND 
VENTILATING—All-Season Air Condi- 
tioning. Optional. 


Ambassador Performance Selector 


13. WIDEST CHOICE OF RECLINING 
SEATS AND HEADRESTS. 

14. 4-COIL-SPRING SUSPENSION 
—New rear 4-link, trailing-arm design. 

15. CURVED-GLASS SIDE WIN- 
DOWS-—With metal-edges for Convertible, 
Hardtop and 2-Dr. Sports Sedan. 

16. EXTRUDED-ALUMINUM DOOR- 
WINDOW FRAMES—4-Door models. 
17. EXTRUDED-ALUMINUM GRILLE. 
18. ELECTRONIC ALTERNATOR 
SYSTEM—With transistorized voltage 
regulator. 

19. POWR-GUARD 24 “INTERCELL” 
BATTERY. 







res son, Fe SECA | Bane) [VS ey [3 Wa apsy 
Horsepower @ rpm 


Transmissions and Axle Ratios to Match 


ey ee eT 
3-Speed Manual, Column EVE aT RC en eee 
= 


Flash-O-Matic, Column (opt.) 
4Speed, Floor or Console (opt.)t 


Shift‘Command, Console (opt.) 


*Optional at no extra cost. 


3.15:1 (2.87)* 
id: eablnnecke 4 3.15:1 (3.54)* 3.15:1 (3.54)* 
RiseS SE 3.15:1 (2.87)* : 


t4-speed not available on 2-barrel “343” V-8. 





3.15:1 (2.87)* 
**Regular Fuel: 90-94 octane rating. 





48 


The DPL convertible is a brand-new addition to the Ambassador top 
line, replacing the 990 convertible. The all-new top mechanism with 
concealed side rails folds down to a lower stack height, providing a 
sleeker silhouette and full, three-passenger rear-seat room .. . an im- 
portant new feature. Standard trim features special bright windshield 
post molding “rally” turn-park lights in grille, wheel opening molding, 
rocker panel molding, full-length dual paint stripes, window base mold- 
ing and wheel discs. As an option, satin chrome paint is applied on 
the lower body panels, in which case the rocker panel is removed and 
a slim molding is added at the shadow crease line. 


AMBASSADOR DPL 





The DPL convertible features an optically-improved and larger flexible- 
glass rear window. The top can be raised or lowered with the glass 
window zipped in or out. The glass window resists scratching far 
better than the plastic window previously used. Top materials, of a 
durable vinyl-coated nylon sheeting with black twill interior backing, 
are available in black, white and tan. Power-operated top, improved 
for '67, is standard. 


TWO-DOOR CONVERTIBLE 


Individually-adjustable reclining seats 
are standard on the DPL convertible. New 
“high-back"” reclining bucket seats with 
center armrest and cushion are optional. 
In place of the cushion, a sporty console 
is used with Shift-Command or four- 
speed V-8 transmissions. Upholstery is 
new “Tahiti” embossed vinyl for all con- 
vertible seats. 


pearance. 


This all-new beauty has sleeker, slim-line profile styling 
with the top up, achieving a fastback look. Even the new 
padded “boot” cover is improved in function and ap- 
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AMBASSADOR DPL TWO-DOOR HARDTOP € 


The DPL, our top-line luxury hardtop, shows the sleek new flowing lines of 
the Ambassador series. While it retains the vertical dual headlights and 
taillights, and the V-profile “airfoil” grille styling theme, the DPL incorporates 
new trim, such as the “rally’’ turn signals and parking lights set into the 
grille. Other trim, exclusive to the DPL, includes two full-length paint stripes 
at the beltline and DPL medallions on the rear pillar and on the rear panel. 





Newly-styled wheel discs are standard. For extra elegance, optional satin- 
chrome paint on the lower body panels (shown) includes partial wheel-open- € 
ing moldings and a slim-sectioned lower body molding (replacing the stand- 

ard wide rocker-panel molding). Black or white vinyl-covered roof is an extra- 

cost option. 


| AMBASSADOR 


, 990 


TWO-DOOR 
| HARDTOP 











Exterior trim, standard on the 990 hardtop, includes the Ambassador 990 iden- handles, and new easy-to-open vent windows (with lock buttons). Wheel discs 
tification on the front fender, the wide-sectioned rocker panel molding, full and vinyl-covered roof (black or white) are optional. All Ambassadors proudly 
wheel opening moldings, and rear panel wide trim plate. Front doors have new display a new hood ornament and the name Ambassador on the hood. 


two-position stops, new push-button door locks, new pull-grip inside door 
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The 990 four-door sedan features new styling with its distinctive roofline, extruded 
aluminum side-window frames, and swept-back center pillar. The rear pillar design 
A V i BA S S AD O R provides easier rear-seat entry and exit. Highlight of the greater interior dimensions € 
is the fact that rear-seat legroom is increased a full two inches for added comfort. 
Trim includes full wheel opening moldings and a wide rocker panel molding. For 
F O U R “f) O O R S E DAN the first time, a black or white vinyl-covered roof is available with this model as an 
option. Wheel discs are also optional. 





Black or white 
vinyl-covered roof 
is a new option 
for 990 4-Door Sedans. 
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New two-door ‘'Sports’’ Sedan 
with hardtop roof, slim center pillar 
and metal-edged side windows, 
displays a sleek, sporty look. Even 
with greater interior room, the 
doors are 1% inches thicker. Basic 
trim for both two- and four-door 
models (and all Ambassadors) 
includes: Ambassador identifica- 
tion on the hood, front fender, and 
rear deck; Ambassador medallion 
on rear deck and rear pillar; stylish 
new hood ornament; model and 
engine identification on front fen- 
der; and moldings on windshield, 
rear window, drip rail, window 
base, and rear panel. Wheel discs 
are optional on 880 and 990 models. 








TWO-DOOR SPORTS SEDAN 





FOUR-DOOR SEDAN 
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AMBASSADOR 








JUN TERIORS 


New “Vegas” pattern nylon and viscose fabric 
with vinyl bolsters and facings. Full carpeting. 
Standard: Non-reclining bench seat in fabric a ; = 
or optional no cost all-vinyl. ‘ 
Extra Cost: Individually-adjustable reclining 
seats in fabric (all-vinyl optional no cost for 
wagons). Headrests (left and/or right) 





New "La Scala"’ nylon and viscose fabric with 
vinyl bolsters and facings. Full carpeting. 
Standard: Non-reclining bench seat (split- 
back) in fabric or optional no cost all-vinyl. 
Extra Cost: \ndividually-adjustable reclining 
seats; reclining bucket seats in vinyl for 
sedans and wagons. Headrests, new wrap- 
over style for buckets. 





New “La Scala"’ nylon and viscose fabric with 
vinyl bolsters and facings, standard on hard- 
top. For hardtop, new ‘Morocco"’ brocade 
fabric with optional Custom Trim Package 
shown) includes two throw pillows. ‘Tahiti’ 
embossed all-vinyl upholstery is standard on 
DPL convertible (no-cost option on hardtop): 


Standard: On hardtop, reclining bucket seats 
(in fabric or all-vinyl) with center cushion and 
armrest.On convertible, individually-adjustable 
reclining seats (all vinyl). 

Extra Cost: On convertible, reclining bucket 
seats (all-vinyl) with center cushion and arm- 
rest. On both, center console (with Shift- 
Command or 4-speed V-8 transmissions). 
Headrests, new wrap-over style for buckets. 
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AMBASSADOR 
“GSAFETY-STYLED” INSTRUMENT PANEL 


e New design concept, combining safety and style. 

e Fully recessed section on passenger side, instrument 
panel moved forward for safety. 

e Attractive new large twin-dial instrument clusters. 

e All controls, knobs, and levers located within cluster hous- 
ing for extra safety and easier operation. 

e|nstruments and controls placed for quick reading, easy 
use. 

e New heating and air conditioning controls at upper left 
for more convenient operation. 

e New A/C air outlet in front of driver (in addition to two in 
center). 

e New “lane-changer"’ feature for turn signals (standard). 

e 4-Way Hazard Warning Signals with new switch on steer- 
ing column (standard). 

e New double-safety-pivot inside rear view mirror with anti- 
glare tilt feature (standard). 

e Newly-styled, optional electric clock now at upper left. 

e New optional all-transistor radios with functional vertical 
tuning dial, located at upper right (AM or AM/FM). 





e King-size, ball-bearing ashtray conveniently located at 
center. New ashtray light included in optional light group. 
Break-away feature with open ashtray for added safety. 

e Generous glove box has cup impressions in door (key 
locked). Glove box light included in optional light group. 

e Safety-wired cigarette lighter is standard. 

e Blue-green instrument lighting for better night visibility. 

e Increased padding on instrument panel and sun visors for 
greater safety. 

e New 16-inch, three-spoke, deep-dish steering wheel plus 
energy-absorbing steering column for greater driver safety 
in the event of a collision. 

e For added safety, three thumb-levers on spokes replace 
horn ring on 990 and DPL. The 880 uses a center horn 
button. 

e New “sports’’ steering wheel with simulated wood-grain 
rim and circular-design center spider is optional on 880 
and 990 (standard on DPL with wood-grain center spider). 

e Anti-glare finish on all upper surfaces reduces windshield 
reflections. 

e Printed circuit and fuse panel provide greater reliability 
and easier servicing. 


' 
yj 


WALL-TO-WALL CARPETING 


Brand-new, and exclusive, “Herculon"’ olefin fiber, loop- 
pile carpeting is standard on all Ambassador models. New 
material is longer-wearing, is non-flammable, more re- 
silient, and better looking. Carpeting is color-keyed to 
interiors and is used on all passenger-compartment floors 
and on station-wagon cargo decks. 











DOME LIGHTS 


Two- and four-door sedans and wagons have a newly-styled 
domelight in the center of the ceiling. Hardtops feature 
two rear-pillar lights while convertibles have two lower- 
panel lights in rear. Front-door automatic switches are 
standard on all Ambassadors. Rear door switches on 990 
four-door models are included in the optional light group. 
On wagons, a rear cargo area dome light is included in 
the optional light group. Dome lights may also be controlled 
by rotating the main light switch. 


CUSHIONED-ACOUSTICAL 
HEADLINER 


Two-door Sports Sedans. and Hardtops feature a new 
molded ceiling material of polyurethane foam with an easy- 
to-clean vinyl surface. Four-door sedans and _ station 
wagons continue with molded fiberglass. Both provide 
positive, lasting fit, reduce road noises, insulate against 
heat and cold, and provide a safety cushion. 


57 


1967 AMBASSADOR 
EXTERIOR APPEARANCE DISTINCTIONS 


FRONT 880 990 DPL 
Ambassador letters on hood (left) ..........---+-+++5 Std. Std. Std. 
Hood ornament (center)........-..-+:esee essere estes Std. Std. Std. 
Park-turn lights in bumper..........++0+0ssereree eres Std. Std. N.A. 
Park-turn “rally’’ lights in grille............++++eeeee es N.A. N.A. Std. 
Windshield molding..........0....seeerreeerecsneneee Std. Std. Std. 
SIDE 
Ambassador script on front fender............+--+++- Std. Std. Std. 
Model identification on front fender...........-++++++ 880 990 DPL (conv.) 
Amb. medallion on ‘'C’”’ pillar (exc. Conv.).....---+++- Std. Std. DPL 
932 SIX emblem on front fender..........--++.++2e00: Std. Std. Std. 
290 or 343 V-8 emblem on front fender (if equip.)..... Std. Std. Std. 
Rocker panel molding.......---+-++sseseeeeeeeeeeee ees Gr. Opt. Std. Std. (1) 
Wheel opening molding (full)..........---++++++s205> Gr. Opt. Std. Std. (1) 
Wheel opening molding (partial)......--.---.+.++ss0++ N.A. N.A. Opt. 
Lower body molding and Satin Chrome Paint 

(loWer panel)... 2... ....-0000--serertmeere center neice ee N.A, N.A. Opt. 
Full-length paint stripes (two)..........+-++++eeeeee ees N.A. N.A. Std. 
Window base molding.......--..:+seseeereeeeereeseee Std. Std. Std. 
Drip-rail molding (N.A. CONV.).......0+ss05esee eee eees Std. Std. Std. 
"A" pillar cover MOIdING.....--...++0eeeeeeeet eee e ee N.A. N.A. Conv. 
“C" pillar base molding (exc. wag. & role} a") RMB Oe Cn Opt. 2-Tone (Opt. 2-Tone or Vinyl) 
[Atb]d) (cis |o}S neon socedgan snc iaece ane ad ecceososoocuuscan on Std. Std. = 
Wi iyexlie liso ste oh omen cee oomideass no ectbos asa darn ea piciae Opt. Opt. Std. 
Reflector on rear fender, WagONn..........-.-se 2 sees Std. Std. — 
Rear side window molding, Wagon.......-.--+-++++++5: Std. Std. _ 
Roof-top Travel Rack, WagOn...........++ss+eee eee es Std. Std. = 
Rear roof & side perimeter molding, wagon........-. Opt. 2-Tone Opt. 2-Tone _ 
“Cross Country’’ script on rear fender, wagon....... Std. Std. = 
REAR 
Ambassador script on right............++2 sees eee ees Std. Std. Std. 
Ambassador medallion on center...........+.+-++0++5 Std. Std. DPL 
Rear window molding (N.A. Conv.).......+-++++++5055 Std. Std. Std. 
Rear panel molding...........--.ssseeeere eee etree es Std. Std. Std. 
Rear panel wide trim plate.............---..-see se: N. Std Std. 


A. 
(1) N.A. on DPL with Opt. Satin Chrome Paint (lower body panel). 
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exterior dimensions 


Sp orts te astback WHGelbaae: Rite. olen ieee 118.0” 
ye Over-all length... tise seein pe CONOM ie 
St ull six passenger pews Over-aliMolght.ic.5. soe sae teek 53.8” i = 
Torque-Command 6's Over-all width............06......... 78,4" 5 
Wheel tread: (front)... 30.24... ..020.; 58.6” —] 
& Typhoon V-8’s Wheel tread (rear).................. 58.5” & 
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REBEL AMERIGAN 


AMBASSADOR 


MARLIN 








Jront-end styling 


For 1967 Marlin is totally-new and features the Ambassador's longer 118-inch 
wheelbase and longer front end. A major portion of the new V-profile ‘‘airfoil’’ 
grille is black anodized for a dramatic touch. New round “rally'' turn-park 
lights are mounted in the grille. The bold, deep-sectional, wrap-around bum- 
pers guard the new sports beauty of Marlin. 


rear-end styling 

The graceful new up-sweep styling theme of the rear fenders blends into the 
smoother-flowing fastback roofline, complementing and balancing the new 
longer hood. The vinyl-covered roof option offers a choice of black or white, 
covering the roof and rear deck. If optional two-tone paint is selected, the roof, 
rear deck and lower side panels all have the same second color. 


interiors 


Exciting new fabric designs and embossed vinyls are skillfully applied to a 
wide selection of seating combinations to make Marlin interiors the epitome of 
sports elegance. With new wider exterior dimensions, the interiors are con- 
siderably roomier than ever. New 2-position door opening stops, new easy-to- 
open vent windows (with lock buttons), new push-button safety door locks, 
and new pull-grip inside handles are all noteworthy features. The new ‘'safety- 
styled"’ instrument panel, plus the new three-spoke, deep-dish steering wheel 
with energy-absorbing steering column all.combine to create true beauty of 
design as well as increased safety. 


underneath 


The brand-new Marlin power line-up starts with the standard 145-horsepower 
Torque-Command ‘''232"' six, and ranges up to the spectacular new 280- 
horsepower Typhoon ‘'343"' V-8. A total of two sixes and three V-8's are offered 
in various combinations with five different transmissions (improved for '67). 
A brand-new rear suspension of advanced design has a four-link, trailing- 
arm arrangement with an open prop shaft and coil springs (replaces torque 
tube). This new rear suspension design provides exceptional riding comfort 
with “sports-type'’ road handling. The Marlin also has a bigger gas tank plus 
a gas-tank-filler door. 
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MARLIN 


FEATURE 
HIGHLIGHTS 


Longer length, longer wheel- 
base, wider and roomier— 
Marlin, the world's most spa- 
cious ‘‘sports-type'’ car is even 
more spacious, more impres- 
sive, more beautiful in 1967. 
Now built on the Ambassador 
118 inch wheelbase, Marlin is 
a true family car with elegant 
sports flair. A longer front end, 
smoother-flowing fastback roof, 
all-new interiors, and many 
mechanical and engineering 
refinements, make this a really 
new and exciting motor car. 








1. DOUBLE-SAFETY BRAKE SYS- 
TEM—With new system warning light. 

2. NEW BUILT-IN SAFETY FEA- 
TURES (see pages 10 and 11). 

3. CERAMIC-ARMORED EXHAUST 
SYSTEM—Exclusive feature includes 
muffler, exhaust and tail pipes. 

4. ADVANCED UNIT CONSTRUC- 
TION—With exclusive one-piece uniside. 
5. DEEP-DIP RUSTPROOFING—En- 
tire lower body (not roof) dipped in special 
rustproofing. solution. An industry exclu- 
sive in class. 













*Optional at no extra cost. 





Flash-O-Matic, Column (opt.) errs Ligne i 21 (2. 
4Speed, Floor or Console (opt.)t ea EC eae 3.15:1 (3.54)* 
Shift-Command, Console (opt.) Die eee ; 1 (2: 


Marlin Extra-Value Features 


6. ‘‘LUSTRE-GARD" ACRYLIC 
ENAMEL —Triple coats, baked-on finish. 
7. MOLDED CEILINGS—Cushioned- 
Acoustical Molded. 

8. COIL SPRING SEATS Front and 
Rear—Industry exclusive in class. 

9, 32,000-MILE (or 3-Year) CHASSIS 
LUBRICATION (see page 146). 

10. WEATHER-EYE HEATING AND 
VENTILATING—All-Season Air Condi- 
tioning. Optional. 

11. WIDEST CHOICE OF RECLINING 
SEATS AND HEADRESTS. 


Marlin Performance Selector 


ee a a 232" Six (std.) | ‘232" Six (opt.) | 290" V-8 (opt.) “343” V-8's (opt.) 
Horsepower @ rpm 
2-Barrel 4-Barrel 
AE ee Old 


Transmissions and Axle Ratios to Match 
a ae eee ee 

3-Speed Manual, Column a Sa aE SE ae EN eS a 
RST CIs 2 ee a a ee ne ear ears 


+4-speed not available on 2-barrel "343" V-8. 


3.15:1 (2.87)* 


**Regular Fuel: 90-94 octane rating. 


12. 4-COIL-SPRING SUSPENSION 
—New rear 4-link, trailing-arm design. 

13. CURVED-GLASS SIDE WIN- 
DOWS—With metal-edges. 

14. EXTRUDED-ALUMINUM GRILLE. 
15. ELECTRONIC ALTERNATOR 
SYSTEM—With transistorized voltage 
regulator. 

16. POWR-GUARD 24 “INTERCELL” 
BATTERY. 


17. TRUE FASTBACK STYLING— 
Combined with six passenger comfort. 





"343" V-8's 
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The new, smoother fastback line, blending with the new 
upswept rear fender line, shows dramatically in this view. 
Standard. side and rear trim includes: Marlin script; trim 
panels around taillights; roof-to-rear-deck and rear window 
moldings; moldings on lower body, wheel opening (partial), 
window base, drip rail, and rear fender crown. Newly-styled 
wheel discs and a new red reflector on rear fenders are also 
standard. The Marlin is shown here with the optional vinyl- 
covered roof and rear deck (black or white vinyl). 


MARLIN 





| by PN eatasuler heme, kelneyes 








» 









The new, longer front end shows to advantage here, includ- 
ing the new extruded-aluminum grille design featuring a 
rich black anodized finish over a large area, and the new 
“rally” turn-park lights are mounted in the grille. The decora- 
tive hood ornament, Marlin script on hood and front fender, 
and engine identification on the front fender are standard 

) Marlin trim. The Turbo-Cast wheel covers (shown) are 
optional, while new wheel discs are standard. The Marlin is 
shown here with optional two-tone paint which covers the 
roof, rear deck and lower body panels. 
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Marlin with extra-cost 
high-back bucket reclining 
seats upholstered ‘La- 
Scala” fabric, a rich-look- 
ing fabric blending nylon 
with viscose. These same 
optional bucket seats are 
also available with all- 
vinyl ‘Tahiti’? upholstery 
at no added charge. With 
bucket seats, a fold-down 
center armrest is included 
for both front and rear 
seats. The center cushion 
(between the buckets is 
standard, but with Shift- 
Command or 4-speed 
transmission, a newly- 
styled console is used 
(note: 4-speed is also 
available as a floor shift, 
without console). With 
buckets, the newwrap-over 
headrests are optional. 





SEATING 


New “La Scala" nylon and viscose fabric with vinyl 
facings and bolsters. Herculon carpeting is standard 
on all Marlins. 


Standard: Non-reclining bench seat (split back) in 
fabric. 

Extra Cost: Individually-adjustable reclining seats 
upholstered with “La Scala” fabric; Headrests 
(shown). See opposite page for bucket seats. 
All-vinyl no extra cost upholstery, available with 


Individually-adjustable reclining or bucket seats 
only. 
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MARLIN 


“SAFETY-STYLED" INSTRUMENT PANEL 


New design concept, combining safety and style. 

Fully recessed section on passenger side, instrument 
panel moved forward for safety. 

Attractive new large twin-dial instrument clusters. 

All controls, knobs, and levers located within cluster 
housing for extra safety and easier operation. 
Instruments and controls placed for quick reading, easy 
use. 

New heating and air conditioning controls at upper left 
for more convenient operation. 

New A/C air outlet in front of driver (in addition to two 
in center). 

New “lane-changer"’ feature for turn signals (standard). 
4-Way Hazard Warning Signals with new switch on steer- 
ing column (standard). 

New double-safety-pivot inside rear view mirror with 
anti-glare tilt feature (standard). 

Newly-styled optional electric clock now at upper left. 
New optional all-transistor radios with functional vertical 
tuning dial, located at upper right (AMor AM/FM). 





King-size, ball-bearing ashtray conveniently located at 
center. New ashtray light included in optional light group. 
Break-away feature with open ashtray for added safety. 
Generous glove box has cup impressions in door (key 
locked). Glove box light included in optional light group. 
Safety-wired cigarette lighter is standard. 

Blue-green instrument lighting for better night visibility. 
Increased padding on instrument panel and sun visors for 
greater safety. 

New 16-inch three-spoke, deep-dish steering wheel plus 
energy-absorbing steering column for greater driver 
safety in the event of a collision. 

For added safety, three thumb-levers on spokes replace 
horn ring. 

New “sports’’ steering wheel option with simulated 
wood-grain rim. 

Anti-glare finish on all upper surfaces reduces wind- 
shield reflections. 

Printed circuit and fuse panel provide greater reliability 
and easier servicing. 





CUSHIONED-ACOUSTICAL 
HEADLINER 


A rew ‘‘sueded"’ surface on the molded fiberglass 
ceiling makes it easier to clean, improves appear- 
ance. Ceiling absorbs noise, insulates against heat 
and cold, provides a safety cushion. 


INTERIOR LIGHT 


The dome-light function is served by a 
special rectangular-shaped light located 
between the center depression of the 
rear-seat back (fold-down armrest, shown, 
is included with optional bucket seats). 
The light is turned on when doors. are 

; opened, and can also be controlled by 
rotating the main light switch. 


WALL-TO-WALL 
CARPETING 


Dense, durable, luxurious loop-pile car- 
peting of new “Herculon’’ fiber, color- 


keyed to the car interior, is standard on 
all Marlins. 





1967 MARLIN 
EXTERIOR APPEARANCE DISTINCTION : 


FRONT SIDE 
Marlin script on hood (left) Marlin script on front fender 
Hood ornament (center) 232 SIX emblem on front fender 
Park-turn “rally’’ lights in grille 290 or 343 V-8 emblem on front fender 
Windshield molding Lower body molding é 


Wheel opening molding (partial) 
Window base molding 


REAR Drip-rail molding 
Marlin script on deck lid (right) Roof-to-rear deck molding 
Trim panels around taillights Rear fender crown molding 
Roof-to-rear deck molding Wheel discs 
Rear window molding Reflector on rear fender c 
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1967 AMERICAN MOTORS STATION WAGONS 
with Torque-Command 6°s & Typhoon V-8’s 





RAMBLER AMERICAN 


Wincelbase,.s 4002) ee eae eigen 106.0” 
Overall Lenigthts cass see eee 181.0” 
OveralliHeight: = :..2 tee ace 54.8” 
Overall! Width... 2) .1.....0+-.6 708" 
Wheel Tread—Front.............. 56.0” 

RAF s.j cas. see 56.0” 





550 770 
(6718-5) 


EXTERIOR DIMENSIONS 


RAMBLER REBEL 


Wiheel base: teiser dptcets acts vases cee 114.0” 
Overallhvengthin. aves demas case wee 198.0” 
OveraliHerghts .asaaoens so Sessa bon” 
Overall Width... 2 ae ss ees 78.4” 
Wheel Tread—Front..... 58.2” (58.6” V-8) 

oad alors | eater Geen ae 58.5” 





880 990 
(6788-2) (6788-5) 
AMBASSADOR 
Wihteelbase: -.) 26 yoni. 6 a. eee 118.0” 
Overalliengthiter.«: s..eesai sues 203.0” 
OverallsHeightiss.: .c..sen eee 55.4” 
Overall Width. ..5.4... ¢.o.eetlanes 78.4” 
Wheel Tread—Front.............. 58.6” 
REA tas eles 58.5” 
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AMERICAN WAGONS 


Wagon exterior trim follows that ot the 
respective American sedan models. In 
addition, Roof-Top Travel Rack and rear 
window moldings are standard on the 
440. The 440 has a new “‘engine-turned”’ 
trim panel between the newly-trimmed 
taillights. 
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AMERICAN STATION WAGON FEATURES 


TAILGATE DESIGN 


American lower-hinged tailgate provides extra 
support for long loads when lowered, is counter- 
balanced for effortless operation and features a 
manually-operated roll-down window. A Power- 
Lift tailgate window is available at extra cost. A 
cargo area dome light is included in the optional 
light group. 


CARGO CAPACITY 


The taillight opening width at the floor is a wide 
50.7 inches across, and the opening height is 
26.2 inches. With the second seat folded down, 
the cargo capacity adds up to an ample 66 cubic 
feet. The folding second seat is retained in the 
normal passenger-carrying position with a 
manually-released catch on both sides for added 
safety. The cargo floor has a color-keyed, loop- 
pile carpet on 440 models, while a durable black 
rubber mat is used on the budget-priced 220. For 
extra cargo room, the Roof-Top Travel Rack is 
standard on the 440 wagon. Nyldén tie-down 
straps are dealer accessories. 








Rambler American six-cylinder wagons now use larger 6.95 x 14 tires (was 
6.45 x 14) as standard equipment (6.85 x 15 is optional). The V-8's also use 
6.95 x 14 as standard, with 7.35 x 14 optional. Wider linings are used on all 
American 6's with 9” brakes, while the 10” diameter flanged-drum brakes are 
on V-8 models. Improved power-disc brakes are optional on V-8’s. 
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AMBASSADOR 990 (Rear Seat Up) 


REBEL & 


AMBASSADOR 
LOWER-HINGED 
TAILGATE 


Rebel and Ambassador Cross Country 
wagons with the standard two-seat 
arrangement may be equipped with 
either the lower-hinged or side-hinged 
tailgate at no difference in price! 


The lower-hinged tailgate is counter- 
balanced for easier opening and clos- 
ing, and features a roll-down rear 
window which is operated by a man- 
ual crank or optional electric switch. 
If the window is raised only about one 
inch, the tailgate cannot be opened 
(anew added safety feature). Features 
include concealed tailgate latches 
with positive, smooth operation; anew 
high-mounted inside release handle 
that’s easy to reach; and seals that 
improve appearance when the tail- 
gate is lowered. 


On Rebel 550 models, the cargo floor 
is covered with vinyl-coated rubber 
mats. Rebel 770 and all Ambassadors 
use loop-pile ‘‘Herculon’’ carpeting. 
In addition, Ambassador 990 wagons 
have a series of chrome rub rails on 
the cargo floor (and tailgate) for 
added luxury and utility. 








SIDE-HINGED 
TAILGATE 


The side-hinged tailgate is included 
with the third-seat option, which is 
available on Rambler Rebel 770 
plus Ambassador 880 and 990 
wagons. This unique side-hinged 
tailgate is a no-cost option on al/ 
two-seat Cross Country wagons in 
place. of the regular lower-hinged 
tailgate. 


The newly-designed side-hinged 
tailgate has no upper door-window 
frame. Before this side-hinged tail- 
gate can be opened with the new 
inside release handle, the window 
must be first lowered all the way— 
from the outside with the standard 
manual crank, or with the optional 
electric switch (standard with the 
three-seat option). If the window is 
raised only about one inch, the tail- 
gate cannot be opened—an im- 
portant added safety feature for 
third-seat passengers. 


While the side-hinged tailgate is 
the same for either 2- or 3-seat 
Rebel and Ambassador models, the 
Ambassador 990 (with optional 3rd 
seat) is shown with the chrome 
rub rails on the cargo floor and 
tailgate (also on 990 2-seat). 
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REBEL & AMBASSADOR STATION WAGON FEATURES 





CARGO ROOM INCREASED NEW SPARE TIRE FOR 3-SEAT 
Important cargo room dimensional improvements enhance the Even with increased seating room for 3-seat wagons, the spare 
utility of Rebel and Ambassador station wagons. Cargo room is tire (new for ’67) is mounted vertically in the right rear corner 
longer, wider and higher, plus it has a larger tailgate opening. (rear of the wheelhouse). With the addition of this new spare 
Cargo volume is noticeably increased from 73 to 91 cubic feet. tire, the use of four “LifeGuard"’ tires is cancelled for '67. 


The dimensional changes are as follows: 
1967 1966 '67 Gain 








Cargo length @ floor—front seat.......... 92.63 86.10 6.53 
Cargo length @ floor—second seat...... 56.53 51.13 5.40 
Cargo length @ belt—front seat.......... 82.73 78.36 4.37 
Cargo length @ belt—second seat........ 46.74 44.40 2.34 
Cargo length @ roof—front seat.......... 15.33 71.35 3:98 
Cargo length @ roof—second seat......... 39.36 36.38 2.98 
Cargo width @ wheelhouse............... 45.08 43.38 1.70 
Tailgate opening width @ floor............ 53.66 51.70 1.96 
Tailgate opening width @ belt-line........ 52.24 50.28 .96 
Tailgate opening width above belt-line.... 52.24 50,28 .96 
Inside cargo height @ wheels............ 31.72 27.77 3.95 
Tailgate opening height.................. 27.84 24.84 3.00 
Tailgate-to-ground height............... 23.11 28.67 —5.56 
Cargo volume, cubic feet................. 91.12 73.00 18.12 


NEW FOLDING SECOND SEAT 


Cargo loading space is further improved by a new second-seat 
folding mechanism, which permits the seat back to move for- 
ward as it folds down. This provides a completely flat floor from 
tailgate to front seat. The second seat is secured in the normal 
passenger-carrying position with a manually-operated catch on 
the right side. 
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MORE WAGON FEATURES 





ROOF-TOP TRAVEL RACK 


Every Rebel and Ambassador wagon comes 
equipped with a newly-styled, gleaming chrome 
Roof-Top Travel Rack... exclusive in the industry 
as a standard feature. Couldn't be more practical, 
and adds a finishing touch to the new station 
wagon styling. The Aircraft-type Tie-Downs, made 
of nylon, are dealer accessories. 


ROOF-TOP LUGGAGE CARRIER 


Custom-designed luggage carriers increase the 
utility of the Roof-Top Travel Rack by providing pro- 
tection for travel cases and bags. The carrier has 
a sturdy metal frame, a masonite bottom and water- 
resistant fabric. It can be folded flat when not in 
use. This is a dealer-accessory item. 


HIDDEN COMPARTMENT 


A new and larger hidden storage compartment is 
located under the rear cargo floor (right side) on 
two-seat models, and in the left side panel on three- 
seat models. The compartment is handy for storing 
valuables out of sight as well as for special tools 
or tire chains. For extra security, itis locked with the 
glove-box key (except 550). 
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CROSS COUNTY 
3-SEAT WAGONS 
(the quick-change artist) 








For '67, the third-seat with side-hinged tailgate is an extra-cost 
option on Rebel 770 plus Ambassador 880 and 990 wagons. The 
wide-opening side-hinged tailgate makes entry and exit an easy 
matter. And this year, the electric tailgate window is standard with 
the third-seat option. 

The door features the extra safety of an improved claw-action 
lock, plus a new inside release handle at the top center of the 
door. However, the door cannot be opened unless the electric 
window is rolled fully down; if it is raised only about one inch, the 
release handle will not operate, thus providing extra safety for 
passengers. 

The seating dimensions, increased for greater comfort, are as 
follows: 


3rd SEAT 1967 1966 67 GAIN 
SHOULDER ROOM 59.25 55.88 3.37 
HIP ROOM 38.12 37.00 Met 
HEADROOM 36.00 35.30 10 
LEGROOM 30.75 29.75 1.00 
KNEE ROOM 12.66 11.75 91 


The rear-facing third seat is made of solid polyurethane-foam 
rubber with all-vinyl, color-keyed upholstery for rugged service 
(especially with children). Even with the increased seating room, 
the new (for three-seat wagons) spare tire is mounted vertically at 
the right rear of the cargo area. To help fold the seat quickly and 
easily, a handy assist strap is part of the cushion. Additional cargo 
space is located under the seat when folded down. And, gas tank 
capacity is increased from 17 to 19 gallons on three-seat models. 


toe 





AMERICAN MOTORS ADVANCED UNIT CONSTRUCTION 


ADVANCED UNIT CONSTRUCTION is 
featured on all American Motors cars. The 
all welded single-unit structures, with ex- 
clusive one-piece panels, represent over 27 
years of experience with this type of body 
construction. By taking advantage of the in- 


herent greater torsional and bending rigidity 
of single-unit construction, American Motors 
can build strong, safe cars with more room 
inside and less bulk outside, without the 
usual body-bolt rattle, and with more main- 
tenance-free features. 
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e Step-down design floor panel in the 


passenger compartment is a one-piece 
stamping for greater strength, better seal- 
ing. Eliminates weld joints and potential 
squeaks, 


One-piece roof stamping features a 
structural cross brace. 


LOOK AT THE BRAWN IN AMERICAN MOTORS BEAUTY! 


e The entire frontal body structure is all 


welded and integrated, including the 
upper and lower front cross-members. The 
double-walled side structure is further 
reinforced around the upper spring seat. 


To facilitate repairs, outer front fenders 
are bolted on, as in previous models. 





The rear pillar structure with inner bracing 
is all welded and smoothly blended for 
greater strength. 


The structure of the package shelf located 
behind the rear seat is steel. 


The bumper mounting structure is ruggedly 
designed and built to withstand normal 
impact and jacking loads. 


Rear-wheel housings feature ‘‘cupped’’ 
inner and outer steel shells for extra 
strength. The shells are crowned or dome- 
shaped and welded to the Uniside. 


In station wagons, the entire box-section 
pillar structure around the tailgate opening 
is welded to the underbody. The rear roof 
side also incorporates box-section rails. 


On all V-8 models, front sills are reinforced 
to compensate for the added weight. 


A great number of the cars built in the 
U.S. and the world feature unitized con- 
struction, including some of the finest... 
Rolls-Royce, Jaguar and Mercedes-Benz. 
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AMERICAN SEDAN BODY STRUCTURE 


AMERICAN WAGON BODY STRUCTURE 








A.M. cars for '67 
ALL WITH NEWLY- 
STYLED GRILLES! 





RAMBLER AMERICAN A AMBASSADOR’ & 990& 880 W DPL Four distinct styling themes dis- 
a tinguish the American, Rebel, 


te aa 
Ambassador and Marlin grilles. 


=e SS Grilles on the American, Ambas- 

: sador and Marlin are of extruded 
aluminum with a bright silver- Zz 
anodized finish (black on Marlin). 

The DPL and Marlin feature new 
round ‘rally’' park-turn lights set 
into the grille. The Rebel has a 
brand-new die-cast grille in a dis- 













REBEL & 770&550 W SST MARLIN W tinctive ‘'venturi’’ design (with an = 
ae” ee sm all-black grille insert on SST 
%y models). All have exceptional 
a beauty, deep-down quality and 


long life. 
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AMBASSADOR & REBEL 


MARLIN 


AMERICAN 


TRUNKS DESIGNED WITH TRAVEL IN MIND! 


AMBASSADOR-REBEL. Usable trunk volume, based 
on standard AMA luggage ratings, is increased from 
15.2 to 18.2 in sedans and hardtops with the spare 
tire located behind the rear seat for efficient use of 
load space. On convertibles, trunk volume is in- 
creased from 15.2 to 15.8 cubic feet with the spare 
tire flat on the floor in the right rear corner. 


TRUNK MATS. This durable and attractive mat has 
a tweed-textured surface plus a foam backing. 


AMERICAN. The trunk volume offers the ample 
capacity of 12 cubic feet based on actual luggage. 
This means plenty of usable luggage space plus the 
advantage of easy loading. The spare tire is mounted 
flat on the floor in the right rear corner. 


MARLIN. Trunk volume is increased from 11.7 to 15.8 
cubic feet based on standard luggage ratings. 


TRUNK LIGHT. Automatic trunk light is part of 
optional Light Group (standard on DPL). 
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5 IMPORTANT 
GLASS BENEFITS 


e Larger, optically improved flexible-glass 
rear window for Rebel SST and Ambas- 
sador DPL convertibles. 

e High-penetration-strength windshield 
glass, with safety glass all around. 

e ‘Solex'’ glass is optional for all windows 
(except convertible rear), *or for wind- 
shield only. 

e Curved-glass side windows enhance 
beauty. 

e New “bonded'"’ mounting for windshield 
on Rebel, Ambassador and Marlin assures 
tighter sealing. 


FLEXIBLE-GLASS CONVERTIBLE REAR WINDOW 
on Rebel SST and Ambassador DPL Convertibles 


The SST and DPL convertible rear window is larger- 
sized for '67, and is again made with flexible-glass 
but with improved optical qualities. Typical of glass, 
the optical quality and surface finish is maintained 
throughout the life of the car, since the unique 
flexible-glass window will not discolor, crease, or 
cloud. A further noteworthy feature for convertible 
owners is the fact that the glass window is impervious 
to scratching caused by dry-wiping or ice removal. 


The flexible-glass is heat-tempered to resist impact 
and penetration, and the design allows the top to be 
lowered or raised with the window zipped in or 
zipped out. A pair of assist straps make it easier to 
start the zipper. Special provisions on each side of 
the window assure a weather-tight fit with the win- 
dow up. The Rambler American Rogue convertible 
again uses the tough vinyl-plastic rear window. 








SAFETY-GLASS ALL-AROUND 


All 1967 American Motors cars use laminated safety-plate 
glass windshields with a heavy interlayer of vinyl laminating 
material. This special plastic interlayer (.030” thick) results 
in an overall thickness of .265” for the safety plate glass 
(.250” for Americans). This feature gives added safety by 
providing a high-degree of resistance to penetration during 
accidents. 


All side and rear windows are made of tempered-sheet 
safety glass (tempered-p/ate safety glass is used for “'Solex”’ 
rear windows of sedans, hardtops and Marlins). See ‘Equip- 
ment" section for information on optional ‘'Solex’’ glass. 


NEW WINDSHIELD MOUNTING 


The larger windshields on all 1967 Rebel, Ambassador and 
Marlin models are mounted with a new manufacturing 
technique for improved product quality. With the use of a 
newly-developed butyl bonding tape, the windshields are 
pressed and bonded in place to the body structure. This 
unique bonded windshield installation assures more uniform 
quality, improves appearance, provides a tighter weather 
seal and simplifies service replacements. 


Rear windows for all series, as well as American windshields, 
are mounted tightly in place with molded-rubber channels 
fitted to the body structure. 


Windshields and rear windows for all series are framed with 
chrome-finished stainless steel moldings to enhance ap- 
pearance. 
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REBEL—AMBASSADOR—MARLIN 


DOOR LOCKS 


A new concealed door-lock striker mechanism (front and rear) 
provides greater door locking strength for extra safety on Rebel, 
Ambassador and Marlin models. On these same models, a new 
lower position for the key lock is easier to see and get at with a 
key. On Rambler Americans, a new door-lock striker mechanism 
(front and rear) also provides greater door locking strength for 
extra safety. 


OUTSIDE DOOR HANDLES 


Distinctive push-button outside door han- 
dies are featured for all models. Styling is 
different on Rebel, Ambassador and Marlin 
than itis on American. Both styles have full 
gripping area, designed for easy, natural 
thumb-operation of the push-buttons. 
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FRONT-DOOR 
LOCKING SYSTEM 


On Rebel, Ambassador and Marlin models, a new positive 
front-door locking system provides an extra margin of safety. 
A push-down lock-button replaces the push-down handle for 
front doors. The front door cannot be opened (from the inside) 
until the lock-button is pulled up.(just like rear doors). This 


- new system offers definite safety advantages, since doors can- 


not be inadvertently opened while the lock-button is down. 
Front doors can now be locked from outside without a key, 
simply by pushing the lock-button down, and holding the out- 
side door-handle button jn while closing the door, 


Rambler American models continue with the inside push- 
down handle for locking front doors, and with the positive 
lock-button system for rear doors. 


PULL-GRIP 
INSIDE DOOR HANDLES 


On Rebel, Ambassador and Marlin models, new ‘‘pull-grip”’ 
inside handles are integrally designed on the forward edge of 
the new door armrests. The new handles provide improved 
appearance, plus added safety. Rebel 550 and all Americans 
continue with the turn-to-open door handles. 
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REBEL—AMBASSADOR— 
MARLIN 








“SCENA-RAMIC" 
CURVED-GLASS SIDE WINDOWS 


Curved-glass side windows continue as a functional styling 
feature, providing more beauty on the outside, more ‘people 
space’’ on the inside. On Rebel, Ambassador and Marlin 
models, the glass curvature is even greater, with a new 50-inch 
radius (American continues with 60-inch radius). All side glass 
is of top-quality, tempered safety glass, of course. Newly- 
styled extruded-aluminum side window frames, with a bright 
anodized finish, are again featured in Rebel and Ambassador 
4-door sedans and wagons. The frames, bolted firmly to the 
door panels, have two rubber seals with a water drain channel 
between them to seal out dust and water. American models 
teature side window frames constructed of rigid steel stamp- 
ings, bolted firmly in place to door panels. Double door seals 
are also featured. All 2-door sports sedans, hardtops, con- 
vertibles and Marlin use chrome-finished steel edges around 
the side windows for extra protection and improved appear- 
ance (a quality feature not found on many competitive cars). 


PULL-TO-OPEN VENT WINDOWS 


On Rebel, Ambassador and’Marlin models, a new pull-to-open 
control lever on the forward edge of the vent window permits 
much easier opening and closing (women should especially 
appreciate this), As an early-production running change, anew 
lock-button for the easier-to-operate control lever permits 
positive locking action to help prevent car theft or break-ins. 


TWO-POSITION DOOR STOP 


A new, two-position door stop on Rebel, Ambassador and 
Marlin models allows the door to be held open in mid-position 
as well as full open (was full open only). Rear doors on these 
models, as well as a// Rambler American doors, continue with 
the one-position door stop. 





PADDED SUN VISORS 


On Rebel, Ambassador and Marlin models, a new, 
contoured hinge for the padded sun visors is de- 
signed to improve safety aspects. On Rebel and 
Ambassador convertibles, the visor vanity mirror 
(which is a part of the optional Visibility Group) is 
not used because of the new visor design. For all 
series, the padded visors (which continue standard) 
are made with the ‘‘sewed up'’ method for closed 
cars, the ‘‘molded'’ method for convertibles. And, 
safety-padded instrument panels are again stand- 
ard (see ‘'Model’’ sections). 


DOUBLE-SAFETY-PIVOT 
INSIDE MIRROR 


A new double-safety-pivot inside rear view mirror 
with the day-night tilt feature is a new standard 
equipment feature for all models. The double-pivot 
action is accomplished by two ball joints, one at 
each end of the mirror supporting arm. In addition 
to greater safety, the new type mirror provides a 
greater degree of adjustability. 











ASHTRAYS AND LIGHTERS 


All models have a centrally-mounted instrument panel 
ashtray, rolling on ball-bearing tracks for smooth, easy 
operation. In the interest of safety, all front ashtrays are 
designed to become dislodged if accidentally struck 
while in the open position. On Rebel, Ambassador and 
Marlin, the new extra-wide ashtray has a new automatic 
ashtray light, included with the optional Light Package 
(standard on DPL). The ashtray light is especially con- 
venient, and contributes to safety during night driving. 
The rear-seat ashtrays are built into the newly styled 
armrests (except on 220 and 550). On Rebel and Ambas- 
sador 3-seat wagons, an ashtray is mounted on top of the 
new spare-tire cover. Safety-wired cigarette lighters are 
standard on all models, except 220. 
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4-WAY HAZARD 
WARNING SIGNALS 


The 4-Way Hazard Warning Signals are a new standard safety 
feature for all 1967 American Motors models (was optional). A 
new switch is mounted directly on the right side of the steering 
column, opposite the normal turn-signal lever (on the left). The 
regular turn signal lights in the instrument cluster will both flash 
on and off simultaneously when the 4-Way system is operating. 
The 4-Way signal system is self-cancelling as the steering wheel 
is turned, and is direct-wired so that it will operate regardless of 
the ignition switch position. 


“LANE-CHANGER" 
TURN SIGNALS 


A new “Lane-Changer'’ feature is standard on all 1967 AM 
models. When the turn-signal lever is moved toward either the 
left or right turn position, an intermediate position permits the 
turn signal lights to flash—helpful and handy for signaling 
momentary lane-changing maneuvers. When the lever is re- 
leased, it returns to the off position. 


Amber colored lenses are used for the front turn signal lights, 
which are mounted in the front bumper on all models except DPL 
and Marlin. On these models, new round “rally’’ lights are 
mounted in the grille replacing bumper lights. For the new rally 
turn signal lights (and parking lights) an amber bulb is used 
instead of a colored lens. 








STEERING WHEEL and HORN 


A new 3-spoke, deep-dish steering wheel replacing the 2- 
spoke design, is a new safety feature on all 1967 AM models. 
The diameter of this new, safer steering wheel is reduced 
from 17 inches to 16 inches on Rebel, Ambassador and 
Marlin models (the size previously used on Americans). 
Aside from the safety advantages of the 3-spoke design vs. 
the 2-spoke design, the 16-inch size offers greater ‘'thigh’’ 
room and makes the car interior appear larger. 


The horn ring has been eliminated, and is replaced by three 
thumb levers on the spokes of all models except 220, 550 
and 880. For these models a center horn button is used. All 
models have dual-tone horns (two horns) except 220 and 
550 models which have one horn (with a second horn offered 
as a dealer accessory). 


“SPORTS” STEERING WHEEL 


A new ‘'sports’’ steering wheel with simulated wood-grain 
rim and circular-design center spider is optional on all. 
models except the DPL. It is standard on DPL with the addi- 
tion of a wood-grain center spider. A ‘‘custom"’ steering 
wheel is standard on 440, Rogue, 770, SST and 990 models, 
and optional on 220, 550 and 880 models. 





ALL-NEW ENERGY-ABSORBING 4 
SAFETY STEERING COLUMN 


The all-new Energy-Absorbing Safety Steering Column, engineered to lessen driver 
injuries in collisions, is a new standard safety feature on all 1967 AM cars. This 
safety steering column is designed to prevent the penetration of the steering 
column into the driver in the event of a collision. In effect, under severe impact 
conditions at either end of the steering column, the column collapses, or shortens, 
at a controlled rate, thereby absorbing the impact energy. 


The unique design permits the steering column and wheel to collapse several 
inches toward the instrument panel during a collision. This forward movement is 
permitted and achieved by a special bracket, mounting the column to the instru- 
ment panel. When a severe force is applied at the steering-wheel end of the column, 
special mounting-bracket capsules allow the column to break away from the 
instrument panel and travel forward. Simultaneously, on severe impact, the lower 
end, to which the steering gear is attached, has the ability to move rearward several 
inches, resulting in an overall reduction of column length. 


This Energy-Absorbing Safety Steering Column goes well beyond government 
requirements. Along with the new 3-spoke safety steering wheel, which meets 
government requirements, the combination affords the driver maximum safety 
from steering column injury during an accident. 














= 
al) The energy-absorbing steering column, a new ° 
standard safety feature on all 1967 AM cars, 








consists basically of three assemblies: 


The outside jacket has a special per- 
forated steel (mesh-like) mid-section, 
about 10 inches long, with five built-in 
bulges. On impact, the bulges fold and 
the jacket collapses with accordion- 
like action. 


The steering shafts (solid and tubular) 
are held together by a plastic-and- 
metal joint. This joint is ''stressed” to 
snap on collision impact, allowing the 
shafts to shorten by over-riding one 
another. 


The gear-shift tube simply telescopes 
on impact; that is, one section slides 
into the other section which has a 
larger diameter. 
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REAR-FENDER “WINK" LIGHTS 


As a new styling and safety feature, all Rebel sedans, 
hardtops and convertibles have rear-fender ‘‘wink"’ lights 
(which interconnect to the newly-styled stop-turn-tail- 
lights) to provide side visibility at night. All Rebel and 
Ambassador wagons, plus the Marlin, have new red 
reflectors on the side of the rear fender which reflect 
oncoming headlights. The new massive taillights on 
Ambassador sedans, hardtops and convertibles are 
visible from the side to enhance safety. 


BACK-UP LIGHTS 


As astandard safety feature on all 1967 American Motors 
cars, a pair of back-up lights are mounted in the rear 
bumper. These lights are actuated automatically when 
the transmission is shifted into reverse. 


CHROME-TRIM PEDALS for all 
990, DPL and MARLIN models 


To add distinction to the interior appearance on 
all top-line Ambassador 990 and DPL models 
(plus the Marlin) the accelerator, brake and 
clutch pedal rubber covers are chrome trimmed, 
This added touch of luxury also applies to the 
step-on parking brake pedal. 











COUNTERBALANCED HOOD & TRUNK LIDS 


High-opening hoods and trunk lids are fully counterbalanced to assure easy operation and access to these 
compartments. Both the hood and trunk lid are well braced with an inner panel for rigidity. Wagon tailgates 
are also counterbalanced. An automatic trunk light (or cargo light) is included in the optional Light Group. 
All Ambassadors and Marlins, plus V-8-equipped Americans and Rebels, have fiberglass hood insulation as 
standard equipment. 


WINDSHIELD WIPERS & WASHERS 


On Rebel, Ambassador and Marlin models, new 16-inch wiper blades replace 
the former 15-inch size, and sweep a considerably greater area of the windshield. 
All models have parallel-action wiper systems with new satin-finish ‘‘non-glare"' 
wiper arms and blades. Variable-speed vacuum-powered wipers (with fuel-pump 
vacuum booster) are standard on all models. Variable-speed electric wipers are 
optional as a separate item (required option on American V-8's) or included 
in the optional Visibility Groups. 

Foot-pump-operated windshield washers are standard equipment, while an 
improved hand-switch-operated e/ectric washer system is optional (in Visibility 
Group or with electric wipers). For greater pumping efficiency, the electric pump 
is now mounted directly on the solvent bag. As a new feature for Rebel, Ambas- 
sador and Marlin models, two squirters, projecting from the cowl air intake at 
left and right, more effectively direct the washer stream and provide better 
coverage of the windshield (especially at higher speeds). Rambler American 
continues with the single, four-jet squirter at the rear center of the hood. 
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COIL SPRING SEATS 


American Motors adds to riding comfort with deep coil-spring 
construction in front and rear seats—and in every model right 
across the board! Only one other U.S.-built car (one of the high- 
est-priced cars) offers coil springs in both front and rear seat 
cushions and seat-backs. Seats with cone-shaped coil springs 
are far superior in comfort, support and long life when compared 
to zig-zag or formed wire springs used on virtually all other cars. 


Front Seat Details. Foam-cushion front seat pad is standard 
on all models. Foam-cushion padding is also used on the seat- 
back of bucket seats. All front seats feature a curved surface on 
the rear face for added rear-seat knee room. Front seats are 
adjustable thru a 6” fore-'n-aft range (4” with four-speed floor- 
shift transmission). See the ‘Equipment’ section for the many 
reclining seat options and headrests... largest selection in the 
industry. 


Swing-Pivoting Front Seat-Backs. This feature for all two- 
door models with non-reclining seats, permits greater room for 
easier entry (and exit) for rear-seat passengers. 


Rear Seat Details. Foam cushion rear seat pads are standard 
on Rogue, 770, SST, 990, DPL and Marlin models. On 550 and 880 
models, rear foam-cushion is optional. f 
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REBEL-AMBASSADOR-MARLIN AMERICAN 


FRESH-AIR VENTILATION ...standard 


Super-efficient fresh-air ventilation system is a built-in standard feature in all models. The fresh-air 
chamber structure, welded to the front of the Uniside, contributes to the strength of the automobile as 
well as the comfort of its passengers, providing a larger air passage area and, consequently, more 
effective ventilation. The main side-ducting of the system is made of rust-fighting galvanized steel. 
Inside, the system features all-plastic cowl-side vent panels with direct-control sliding doors. (Pull doors 
back to open, push forward to close.) See ‘‘Equipment'’ section for air conditioning and heating details. 
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DEEP-DIP RUSTPROOFING 
FIGHTS CORROSION 


To retard rusting and corrosion underneath, the basic 
body structure is treated with a ‘Deep-Dip’’. paint 
primer bath process. The body is conveyed through a 
chromate primer tank (containing 12,000 gallons of 
primer) so that the protecting chemicals can reach 
inaccessible or shielded body areas up to the roof 
(not the roof itself). The non-metallic chromate primer 
compound provides an effective and lasting anchor 
for the finish in addition to preventing the spread of 
rust when the finish is scratched or dented, or when 
exposed to extreme road or weather elements. In 1958, 
American Motors was the first U. S. car manufacturer 
to adopt this unique process. 


Rust-fighting galvanized steel is used for the outer 
uniside, rocker-panel sections plus many more vital 
parts throughout the body structure. 


A host of detailed steps and processes are followed 
during various production stages to assure a longer, 
rust-free life. Just one example: nylon clips are used 
to attach body moldings in order to prevent localized 
rusting. 

Finished car bodies are subjected to a high-pressure 


water-spray test to detect and prevent possible leaks. 
Full undercoating is optional. 
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“DEEP-DIP” 
RUSTPROOF 
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TRIPLE COATS 
(BAKED) (BAKED) 
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LUSTRE-GARD 
ACRYLIC ENAMEL 


As an important product benefit, a// 
exterior colors are formulated with 
Lustre-Gard Acrylic Enamel... a most 
advanced type of new-car finish. With 
these thermosetting acrylic enamels, 
three wet-on-wet coats are beautifully 
applied and the final finish is baked on 
for lasting beauty and durability. The 
more expensive acrylic enamels have 
decided advantages over other type 
enamels and lacquers, as follows: 


= 


. Improved new-car appearance. 
2. Improved gloss retention. 

3. Improved hardness. 

4. Greater scratch resistance. 

5. Freedom from chalking. 

6. Improved polishability. 

7. Improved color stability. 

8. Easier paint repairs. 


9. Improved used-car appearance. 
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SOLID COLORS FOR 

A total of 15 Lustre-Gard Acrylic Enamel colors are standard 

for 1967 models. Of these, 11 are all new, while 4 are popular 

carry-overs (Classic Black, Granada Green, Apollo Yellow and 


Frost White). Of the 15 colors, 10 are metallic and 5 are non- 
metallic. These are the colors: 


CODE 
P41 
P8 
P18 
P25 
P31 
P32 
P33 
P34 
P36 
P37 
P38 
P39 
P40 
P41 
P72 


x XK 


x KK XK 
x KK KK KKK KK OK OK 
x KKK KKK KKK KK OK OK OK 


x KK XK 


x< 
x 


[; 


SST & DPL 
COLOR NAME STRIPE 
CLASSIC Black *White/Red 
MARINA Aqua, Metallic (Medium) White 
GRANADA Green, Metallic (Medium) White 
APOLLO Yellow Black 
STRATO Blue, Metallic (Light) Black 
BARBADOS Blue, Metallic (Medium) White 
ROYALE Blue, Metallic (Dark) White 
ALAMEDA Aqua (Light) Black 
YUMA Tan, Metallic (Light) Black 
SUNGOLD, Metallic (Medium) White 
STALLION Brown, Metallic (Dark) White 
MATADOR Red White 
FLAMINGO Burgundy, Metallic (Light) Black 
RAJAH Burgundy, Metallic (Dark) Red 
FROS®S White Red 


ALL 15 COLORS available for Rebel 770 and SST plus 
Ambassador 990 and DPL. 


13 COLORS available for all Americans, Rebel 550, and 


Ambassador 880. 
11 COLORS available for Marlin. 
Plus... P42, SATIN Chrome Paint Option for “DPL" Rocker Panel Area 


*White stripe with white, tan or blue interior. 
Red stripe with red, black or burgundy interior. 
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Complete, illustrated information on two-tone exteriors can best be 
found in the “Color and Upholstery” book. Unique top-of-the-car 
combinations are available for Rogue models. 


20 Two-Tone Combinationsare available for Rebel 
770 and SST, plus Ambassador 990 and DPL. 


17 Two-Tone Combinations are available for all 
Americans, plus Rebel 550 and Ambassador 880. 


14 Two-Tone Combinationsare available for Marlin. 





VINYL-COVERED ROOFS 


For 1967, a choice of black or white vinyl-covered roofs 
are sporty options for all hardtops in the American, 
Rebel, and Ambassador series, plus the Marlin fast- 
back (roof and rear deck). For added distinction on 
Rebel 770 and Ambassador 990 four-door sedans, 
vinyl-covered roofs are offered for the first time. 


WOOD-GRAIN TRIM FOR 
770 & 990 WAGONS 


For added luxury and distinctive appearance, new 
simulated wood-grained side panels are optional on 
Rebel 770 and Ambassador 990 wagons (see page 73). 
The ‘‘dinoc"’ covers a considerable area, and is offered 
with any color (not two-tones). On the 990 with this 
option, rocker panel and full wheel-opening moldings 
are replaced with slim lower moldings and partial 
wheel-opening moldings (like regular 770 moldings). 
Also, 770 and 990 wagons use slim-line moldings at the 
belt line, plus new front- and rear-fender vertical mold 
ings to complete the framing for simulated wood-grain. 


WAX COATING 


A protective wax coating is applied to every new car 
that rolls off the assembly line. The coating—sprayed 
on automatically by means of an electrostatic process 
—provides protection to the exterior finish against 
adverse weather elements and road conditions during 
shipment and storage. The coating is easily removed 
at the dealership to assure a factory-fresh car. 
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4 TYPHOON V-8's 


Engine Availability 


RAMBLER AMERICAN 
RAMBLER REBEL 


AMBASSADOR (except convertible) 


AMBASSADOR CONVERTIBLE 
MARLIN 
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SPECIFICATIONS 
TY POs «'aisteaiecsiowlerse ier OHV, 6 cylinder 
Bore: & Strokenia.neetermsteie levee 3%" x 3” 
Displacement........ 199 cubic inches 
Compression Ratio.............. 8.5:1 
Carburetor..... Holley 1931, one-barrel 
Horsepower.......... 128 @ 4400 RPM 
TORQUES. vcacnnnenenns 182 @ 1600 RPM 
Fuel Recommended..........Regular 
QU Filter: siais ste ctoietorstorerctnerate Full-Flow 
Vahve Litters... ... occ seisiens Hydraulic 
Crankshaft Main Bearings...... Seven 


Alr Cleanetsccsccs cose Cellulose Fiber 


TORQUE COMMAND “199” ENGINE 








aE 
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+x Standard Engine on Americans 


This thrifty 128-hp. Torque-Command ‘199"' engine has 
components that are basically the same as those of the 
Torque-Command ‘'232"’ except that this 199 cubic-inch 
engine has a 3” stroke crankshaft (compared to 3%” for 
the "232"’), uses longer connecting rods (6%” compared 
to 5%" forthe ''232''), and same diameter pistons (33;”) 
but with a smaller top cavity to maintain the 8.5:1 com- 
pression ratio. With a one-barrel Holley carburetor, the 
199" engine thrives on regular grade fuel. And, the 
water-heated intake manifold further enhances fuel econ- 
omy for the ‘'199"’ engine. 


Torque-Command engine features include: seven-main- 
bearing crankshaft with eight counterweights (exclusive), 
oversquare bore-stroke ratio (3%4” bore x 3” stroke = 1.250:1 
ratio), coolant passages surrounding valve seats and 
cylinders, wedge-shaped combustion chambers, big- 
diameter valves, hydraulic valve lifters, full-flow oil filter, 
full-pressure lubrication, slim-wall cast-iron block con- 
struction, free-breathing intake manifold, sweep-flow 
exhaust manifold with heat control valve, steel-reinforced 


aluminum pistons, automatic choke and a dry-element 
air cleaner. 
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ER VP Olsvasatteis sevens OHV, 6 cylinder 
Bore & Stroke.............. 3%" x 3%" 
Displacement........ 232 cubic inches 
Compression) Ration“... sesecrere's 8.5:1 
Carburetor..... Holley 1931, one-barrel 
(Carter RBS with auto-trans.) 
Horsepower.......... 145 @ 4300 RPM 
MOLQUOnocounsaneeee 215 @ 1600 RPM 
Fuel Recommended.......... Regular 
OU Filton ance cdtemies cris sais Full-Flow 
Valve Lifters’... onc srears Hydraulic 
Crankshaft Main Bearings...... Seven 


106 Air Cleaner........... Cellulose Fiber 
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+X Standard Powerplant on all 
Rebels, Marlins and 
Ambassadors (except convertible) 


<< New Optional Powerplant on all 
Rambler Americans 


The Torque-Command ‘'232"' is rated at 145 hp. with the 
one-barrel Holley carburetor (Carter with automatic) and 
an 8.5:1 compression ratio. It offers a high measure of 
responsive performance and smoothness over a broad 
range of car speeds, plus remarkable economy on regular 
grade fuel. 


Torque-Command engine features include: seven-main- 
bearing crankshaft with eight counterweights: (exclusive), 
oversquare bore-stroke ratio (3%” bore x 3%” stroke= 
1.071:1 ratio), coolant passages surrounding valve seats 
and cylinders, wedge-shaped combustion chambers, big- 
diameter valves, hydraulic valve lifters, full-flow oil filter, 
full-pressure lubrication, slim-wall cast-iron block con- 
struction, free-breathing intake manifold, sweep-flow 
exhaust manifold with heat control valve, steel-reinforced 
aluminum pistons, automatic choke and a dry-element 
air cleaner. 











TORQUE COMMAND “232” 2-BARREL ENGINE 





SPECIFICATIONS 
MY PO crate scvcrsateremmncwaeie OHV, 6 cylinder 
Bore & Stroke. ............. 3%” x 3%” 
Displacement........ 232 cubic inches é 
Compression Ratio’. ......... +... 8.5:1 
Carburetor...Carter WCD, two-barrel 
Horsepower.......... 155 @ 4400 RPM 
MONGUC saci acdraleresae 222 @ 1600 RPM 
Fuel Recommended.......... Regular 
OVENS scars 0 tates Full-Flow 
Valve Lifters: s-cesies< aah Hydraulic 
Crankshaft Main Bearings...... Seven 
Alt ‘Gleanetis ssceeis's's areie Cellulose Fiber 
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+x Optional on all Models 
(except Ambassador convertible) 


The 155-horsepower Torque-Command ‘'232"' with two- 
barrel Carter carburetor and 8.5:1 compression ratio, 
delivers top six-cylinder performance on regular-grade 
fuel. In addition to the standard three-speed manual 
(column-shift) transmission for all models, this engine 
(and all Sixes) are available with optional overdrive or 
with three-speed Flash-O-Matic column shift. It is not 
available with Shift-Command console shift or four-speed 
floor shift. This spirited and ultra-smooth 155-horsepower 
engineis optional on all 1967 models (except Ambassador 
DPL convertible which is a V-8 only). 


Torque-Command engine features include: seven-main- 
bearing crankshaft with eight counterweights (exclusive), 
oversquare bore-stroke ratio (3%” bore x 3%” stroke— 
1.071:1 ratio), coolant passages surrounding valve seats 
and cylinders, wedge-shaped combustion chambers, big- 
diameter valves, hydraulic valve lifters, full-flow oil filter, 
full-pressure lubrication, slim-wall cast-iron block con- 
struction, free-breathing intake manifold, sweep-flow 
exhaust manifold with heat control valve, steel-reinforced 
aluminum pistons, automatic choke and a dry-element 
air cleaner. 
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SPECIFICATIONS 


OHV, V-8 

Bore'and Strokes... .scciens 3.75” x 3.28” 
Displacement 290 cubic inches 
CompressiontRatlov usecase 9.0:1 
Carburetor Holley two-barrel 
Horsepower.. 200 @ 4600 RPM 
285 @ 2800 RPM 

Regular 

Full-Flow 


Crankcase Main Bearings 
Alf Cleane@fiinss. cnceses sce Cellulose Fiber 


TYPHOON “290" V-8 (2-BARREL) 
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<x “290" V-8 engine plus 
matching V-8 driveline 
and mechanical components 


alt +X Standard on Ambassador Convertible 
<< Optional on all other models 


To the many customers who want the smoother power flow 
possible from a V-8 engine, the all-new American Motors 
ihe family of Typhoon engines will come as a revelation. 


The ‘'290"' Typhoon, with two-barrel carburetor, is (like all 
four Typhoons) a V-8 engine of completely-new engineering 
and design, manufactured to the highest possible quality 
standards in the world’s most modern engine-manufacturing 
plant. 83 pounds lighter, and more compact, than the former 
''287,'' this engine offers many benefits in terms of increased 
ale efficiency, horsepower, torque, durability and dependability. 





The lightest “reciprocating weight" in the industry makes it i Lyles 

quick, responsive. Our unique 100-percent ‘'mass balancing”’ 5 

of the assembled engine makes it outstandingly smooth and 

quiet. The cast-iron alloy block with full-length, slim-wall water 

jackets gives it exceptional cooling efficiency. Newly designed, 

wedge-shaped combustion chambers combine with large 

ae intake and exhaust passages and valves to provide the out- 

standing combination of performance and economy in the 
industry. 


Aateshet4d aces 
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Displacement 
Compression Ratio 
Carburetor 
225 @ 4700 RPM 
300 @ 3200 RPM 
Premium 


Crankshaft Main Bearings 
Air Cleaner 


: TYPHOON “290" V-8 (4-BARREL) 
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<x “290" V-8 engine plus 
matching V-8 driveline 
and mechanical components 


+z Optional on American models 


The four-barrel ‘''290’’ Typhoon V-8 is a really ‘‘hot’’ engine for 
the American series, and is not available on Rebel, Ambas- 
sador or Marlin. This is the engine for those compact buyers 
who demand the most in get-away and passing power. It has 
all the advanced-design features of the other Typhoons, in- 
cluding: light weight; compact size; full-length, slim-wall 
cooling; easily serviced forward accessory section; five big 
main bearings; large intake and exhaust valves and passages; 
wedge-shaped combustion chamber; and 100-percent mass 
balancing—all contributing to outstanding performance, re- 
sponse, durability, and dependability, combined with remark- 
able economy on premium fuel. 


This engine is available with the sporty four-speed floor-shift 
transmission (optional) as well as the standard three-speed 
manual column shift. 
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TYPO canenimnvencemecsseaeeneen 6 OHV, V-8 
Bore and Stroke............... 4.08” x 3.28” 
Displacement............ 343 cubic inches 
Compression Ratio... 2.50. ....0.i1.0 9.0:1 
Carburetotins. cer cata Holley two-barrel 
Horsepower. cecnce es «miele 235 @ 4400 RPM 
MMORGUC bic racrsatrnrersrrcuneete 345 @ 2600 RPM 
Fuel Recommended..............- Regular 
OilpFilten sees cd apenas Full-Flow 
Valve Litters. ci.cca asters ceases are Hydraulic 
Crankshaft Main Bearings............ Five 
Air Cleaner. «....0. 000200000 Cellulose Fiber 


TYPHOON “343" V-8 (2-BARREL) 
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<< “343” V-8 engine plus 
matching V-8 driveline 
and mechanical components 


+x Optional on all Rebels, 
Ambassadors and Marlins 


This high-performance, large-displacement Typhoon engine 
is for people who like the effortless throttle response and 
extra passing power of a big V-8, yet still want the economy 
possible with a two-barrel carburetor and a 9.0:1 compression 
ratio that permits the use of regular fuel. Optional for all 
Rebels, Ambassadors and the Marlin, it incorporates all the 
advanced engineering and manufacturing quality that is 
characteristic of all the new Typhoon engines. 


The new ‘'343"' is a larger-displacement version of the ''290" 
with piston-bore increased from 3.75” to 4.08” (using a larger 
inner casting core). And, larger-diameter intake and exhaust 
valves are used for the ''343"' to enhance “‘breathing"’ ability. 


The 235-horsepower ‘'343"' V-8 is available with either Flash-O- 
Matic column shift or Shift-Command console shift. 
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280 @ 4800 RPM 
365 @ 3000 RPM 
Premium 
...Full-Flow 


Valve Lifters 
Crankshaft Main Bearings 
Air Cleaner 
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<x “343" V-8 engine plus 
matching V-8 driveline 
and mechanical components 


xx Optional on all models 


This is the new power king of the American Motors great new 
Typhoon V-8 engine line-up. With 343 cubic inches, 280 horse- 
power, 365 pounds-feet of torque, and a 10.2:1 compression 
ratio, this engine is not only powerful, but quick and responsive. 
The new lightweight, compact Typhoon engine design, with 
low reciprocating weight, gives this engine lightning-swift 
throttle response. 


In cars of the size and weight of Rebel, Ambassador and 
Marlin, the ‘'343"’ four-barrel provides acceleration, passing 
power, and hill-climbing power second to none in its class. 
In the compact American, the ‘'343"’ really comes on strong for 
a new high measure of performance. While the ''343"’ operates 
on premium fuel, it still provides exceptional operating economy. 


In Rebel, Ambassador or Marlin, it is available with Flash-O- 
Matic column shift, Shift-Command console shift, four-speed 
floor shift, or four-speed console shift for a real performance 
package. For the American, the ''343’’ is offered only with four- 
speed floor shift... resulting in the hottest performance pack- 
age in the '67 American Motors line. 








POWER CURVES for TORQUE-COMMAND SIXES 
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POWER CURVES for TYPHOON V-8 ENGINES 
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6-CYL. CARBURETORS 





Carter RBS One-Barrel Holley 1931 One-Barrel 





Carter WCD Two-Barrel 


To maintain American Motors’ traditionally high fuel 
economy and responsive performance, major emphasis 
is placed on proper carburetion. New designs and re- 
finements are tested continually to assure peak car- 
buretor efficiency for all engines (improvements are 
incorporated at the first opportunity). 


The Carter RBS One-Barrel Carburetor is used on 145-hp 
Torque-Command ‘'232"' engines equipped with Flash- 
O-Matic transmissions. 


The Holley 1931 One-Barrel Carburetor is used on all 
128-hp ‘199"' engines, and on the 145-hp ‘'232"’ Torque- 
Command engine with manual transmission. 


The Carter WCD Two-Barrel Carburetor is used on the 
155-hp Torque-Command ‘'232'' engine with manual 
and automatic transmissions. 


These carburetors provide lean fuel mixtures with less 
“surge'' and better atomization for top economy with 
regular grade gas. The synthetic-rubber tipped needle 
valve (Holley) and valve seat (Carter) prevent flooding 
due to foreign particles in the fuel. Generously-sized 
intake manifolds provide efficient distribution and tem- 
perature control for the fuel-air mixture. 


All carburetors feature an integral automatic choke to 
assure proper engine-idle control under cold-choke 
conditions. 
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The Holley 2209 Two-Barrel Carburetor is used on the 200-hp ‘'290'' 
V-8 and the 235-hp ‘'343'' Typhoon V-8 engines (9.0:1 compression 
ratio for regular-grade fuel). The high-capacity bowl has a unique 
float made of nyprophyl hard-rubber with unicellular molded con- 
struction rather than sheet brass, thus eliminating soldered joints, 
collapsed floats and possible leakage. A diaphragm-actuated choke 
plate control assures reliable overall operation, especially during cold 
starting and initial driving. 


The Carter AFB Four-Barre! Carburetor is used on the more powerful, 
high-compression versions of the ‘'290'' and ‘'343'’ Typhoon V-8 
engines developing 225 and 280 hp respectively (requiring premium 
fuel). Twin primary front barrels serve most driving needs. Twin 
secondary rear barrels are brought into operation by air velocity action 
across the auxiliary ‘butterfly’ valves and function only for higher 
power requirements in conjunction with the primaries. Twin fuel-bowls 
deliver a uniform fuel supply to meet all driving conditions. 


Both carburetors have automatic chokes with a filtered-air supply via 
the carburetor air cleaner to insure reliable choke action. The car- 
buretor chokes are designed to prevent premature off-choke action for 
reliable cold-weather warm-up. On automatic transmission models, 
both carburetors are equipped with dash-pots for better stability during 
fast stops. The synthetic-rubber tipped needle valve (Holley) and 
valve seat (Carter) prevent flooding due to foreign particles in the fuel. 





Two intake manifolds are used on Typhoon V-8's. One 
is for the two-barrel carburetor and the other for the 
four-barrel carburetor. The cast-iron intake manifolds, 
with generous size passages, are designed to permit 
elimination of the tappet-chamber cover stamping. 


1967 ENGINE FEATURES 





TORQUE COMMAND ENGINE BLOCK 


The very latest casting techniques assure better con- 
10 T 


ormity of the slim-wall sections 





. 
of the Torque- Command ciciet oe This, in turn, 
2 WITN | minimum 
weight, as evidenced by siz sable savings. The gener- 
ous block design accommodates a seven-main-bearing 


Sire ~ fe] ry ; ideac ; 
cranksha arge-diameter pistons and provides eTTi- 





cient water cooling around all cylinders. The bore-to- = 

bore spacing for the rugged cast-iron alloy block is — 
> r “Ai1a A QQ” 

a generous 4.38". 


TYPHOON V-8 ENGINE BLOCK 


The Typhoon V-8 engine block, of rugged cast-iron alloy, 
incorporates all of the most advanced design and manu- 
facturing methods associated with slim-wall, high- 
production engines. This is the first production engine e 
to be cast using four hard cores instead of the usual ten. 
The result is a precision-built casting with uniform high 
quality. There is much greater accuracy in casting the 
slim-wall sections, and in locating the wall sections from 
one to another. Water cooling is provided completely 
around all cylinders and for the full operating length of 
the cylinder walls. The bore-to-bore spacing for the rug- 
ged V-8 blocks is a generous 4.75” 





1967 ENGINE FEATURES 








a8 TYPHOON V-8 CRANKSHAFT 


An important feature of the new Typhoon V-8 engines is 
the cast malleable-iron crankshaft (replacing the forged- 
steel crankshaft). This crankshaft is not only rugged but 
seven pounds lighter than the former one. To assure dur- 
ability and long life, the crankshaft is supported with 

mB five main bearings with a diameter of 2% inches (com- 
pared to the former 2% inches). Main and connecting 
rod bearings are made of sintered copper-lead alloy (or 
tin alloy). 


An important feature of the V-8 engines is the method of 
balancing. The engine is 100% mass-balanced after the 
engine is assembled. The balancing operation takes 
place at the vibration damper in front, and at the flywheel 
or torque converter in the rear. This unique method 
produces an ultra-smooth, quiet-running engine. 


ee 


TORQUE COMMAND CRANKSHAFT 


The seven-main-bearing crankshaft, with larger diameter 
main bearings, and made of cast malleable iron, is a major 
feature of the Torque-Command engine. Its design is unique 
in the industry, in that it features eight Counterweights to 
minimize vibration. Competitive Sixes with seven main 
bearings use only four counterweights. Special micro- 
babbit alloy main bearings are used in the Torque-Command 
because of its well distributed light load. Connecting rod 
bearings are made of sintered copper-lead alloy, a high- 
strength, long-life material. Large bearing cap bolts are 
used for greater durability. On automatic transmission 
models, the crankshaft and converter are ‘‘wet balanced"’ 
together to assure smoother operation than any other six- 
cylinder engine on the market. 


For manual transmissions, a heavier flywheel provides 
greater moment-of-ineritia for considerably smoother 
operation than any other six-cylinder engine. 
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ENGINE FEATURES 


COMBUSTION CHAMBER 


Both Torque-Command Sixes and Typhoon V-8's now feature wedge- 
shaped combustion chambers, so arranged and proportioned to piston size 
that maximum power and economy are possible, while maintaining a 
moderate compression pressure peak for smooth operation. 








On the new Typhoon V-8's, the wedge-shaped design replaces the former 
kidney-shaped design, and incorporates a generous ‘‘quench"’ area to con- 
trol fuel knock and provide additional engine smoothness. In addition, the 
new cast-iron V-8 cylinder heads incorporate generously sized intake and 
exhaust passages and large valves (larger for the ‘'343’’ V-8) resulting in 
extremely high volumetric efficiency for greater power and torque respon- 


siveness, plus exceptionally high fuel economy. 








HYDRAULIC TAPPETS 


All Torque-Command Sixes, and all Typhoon V-8's 
feature hydraulic tappets to assure quiet operation by = 
automatically compensating for ‘play’’ in the valve link- 
age. Hydraulic tappets permit valves to seat properly, 
thus maintaining full compression for top efficiency. 
These tappets are practical from a service standpoint 

S since valve clearance adjustments are not required. 
Se ee a ere ca et gonere path tie Camshaft lobes are ground with a taper, and the tappet 
are eliminated. This reduces weight and gives high performance, especially face has a spherical radius for tappet rotation to eliminate 
with the 1.6:1 rocker-arm ratio (was 1.5:1). spot wear. 
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1967 ENGINE FEATURES 





LOW-FRICTION DESIGN 


The large bore, short-stroke design reduces piston speeds. 
Since the piston travels a shorter distance, this means less 
friction-energy loss, more available power, quieter running, 
smoother running and longer engine life. The large piston 
bore permits generous valve-head diameters and ports, offer- 
ing free-breathing benefits. 


PISTONS 


Torque-Command Sixes and the ‘'290'’ two-barrel Typhoon 
V-8 use high-strength aluminum alloy ‘‘Conformatic'’ cam- 
ground pistons with a cast-in steel ring for extreme lightness, 
ruggedness and precision thermal control. The four-barrel 
version of the ‘'290'’ V-8 and both ‘'343’' V-8's use ‘Auto- 
thermic’’ cam-ground aluminum alloy pistons with a pair of 
steel-reinforced struts for even higher thermal control and 
strength in these higher-compression engines. The top com- 
pression ring has a new molybdenum-filled face for excep- 
tionally-long life. A 3-piece spring steel lower oil-control ring 
completes the 3-ring team. 


CONNECTING RODS 


“Il-section'’ connecting rods, made of cast-malleable iron, are 
used on all Six and V-8 engines. These rods are shorter and 
lighter than the former V-8 connecting rods, resulting in low 
reciprocating mass for smoother operation and quicker 
response, 
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“Autothermic” 
4-Barrel 290 V-8 & 


“Conformatic” 
199 & 232 Sixes 


“Conformatic” 
2-Barrel 290 V-8 


All 343 V-8's 
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FULL-FLOW OIL FILTER 
Full-flow oil filters are standard on all American Motors 
engines. On all Torque-Command Sixes, the full-flow 
filter is mounted on the right, center lower side of the 
block. On all Typhoon V-8's, a full-flow filter is mounted 
on the new forward accessory section at the right front 
ee yf of the block. The specially-engineered American Motors 
Fe C(( va Bye is Ke engine-oil filters are of the throw-away type and easily 
aml changed at the normal interval of 4,000 miles. 


te ee) With full-flow filter and high-quality factory-fill engine 
oil, the initial change is not required until 4,000 miles. 





ENGINE SGamueennar 


All American Motors engines use full-pressure lubrication to 
protect all moving parts and aid in cooling. On the new Typhoon 
V-8’s, the oil pump is horizontally mounted on the brand-new 
forward accessory section with the oil filter, oil filter relief valve 
and oil pump relief valve. The oil filter relief valve bypasses the 
filter under extremely dusty conditions. The oil pump relief valve 
prevents sudden surges of pressure due to cold engine starting. 
The entire system, on both Sixes and V-8's, provides positive 
engine lubrication, reliable performance, and exceptional oil 
economy under all conditions. 








FUEL TANK 


For 1967, fuel tank capacity is increased from 19 to 
21% gallons for Rebel, Ambassador and Marlin 
models. Rebel and Ambassador 3-seat wagons now 
have a 19-gallon tank (was 17), while all Rambler 
Americans continue with 16-gallon tanks (all capaci- 
ties are approximate values). A new gas cap filler 
door is located on left rear fender of atl Rebel, 
Ambassador and Marlin models. The rear-located 
center fuel filler cap (below trunk lid) is featured on 
American sedans, hardtops and convertibles. On 
American wagons, the filler cap is located on the 
rightrearfender. All models feature filler-vent systems 
to permit fast filling of tanks and to control fume 
emission, A locking gas cap is a dealer accessory. 


FUEL FILTER 


In all engines, the fuel pump filter element is gener- 
ously sized and scientifically designed to provide 
high dirt-holding capacity for reliable carburetor per- 
formance. The pleated paper filter element, the same 
for all engines, should be replaced every 12,000 miles 
to assure reliable service. Also a continuing feature, 
a permanent fuel tank pick-up tube filter, made of 
Saran plastic, provides extra protection by keeping 
out water and foreign matter. 





ream | “: es zs 
CARBURETOR AIR CLEANER 


For all engines, the carburetor air cleaner is de- 
signed to provide extremely high dirt-holding capac- 
ity while maintaining air-flow efficiency under all 
driving conditions. The element is made of a special 
cellulose-fiber material. Cleaning the element every 
4,000 miles is an easy matter, as is replacement at 
24,000 miles. 








127 


= POSITIVE CRANKCRSE 
VENT HOSE & VALV 


EXHAUST-EMISSION € 
CONTROL SYSTEMS 


Sa 


e@ “AIR-GUARD" SYSTEM e 
for “199" Six & all V-8's 

@ “ENGINE-MOD”" SYSTEM 
for all “232" Sixes E 


Required options 
for California cars t 
to help combat smog 


“Air-Guard" System as instalied € 
on a Torque-Command “199" Six 
(V-8 Installation Is similar). 
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The Air-Guard System, which is an exhaust emission 
control system, is a mandatory extra cost option on all 
V-8's and ''199"' Sixes sold in California. The system con- 
sists, basically, of an air pump, belt-driven from the 
engine, that draws in filtered air and delivers it under 
pressure to an air-delivery manifold, located above the 
regular intake and exhaust manifolds (see illustration 
at left). From the air-delivery manifold (see illustration at 
right), the air is directed into each exhaust valve port 
where its oxygen completes the combustion of any un- 
burned hydrocarbons released from the combustion 
chamber. The unburned hydrocarbons would otherwise 
be released through the exhaust system into the atmos- 
phere in a form that contributes to smog formation. 


The Air Guard System does not rep/ace but rather supple- 
ments the closed PCV system required on all California 
cars (see chart at right, and following page) 


ENGINE-MOD... For 1967, all ‘'232'' Sixes use a new 
“Engine-Mod'' system to satisfy California exhaust 
emission control requirements. This modest-cost option 
includes: a thicker, composition head gasket: different 
carburetor specifications, including an idle-rich limiter: 


and different distributor centrifugal-advance specifi- 





cations. 









AIR - DELIVERY 
TUBE IN EACH 
EXHAUST PORT 


Positive Crankcase Ventilation Exhaust Emission Control 
“Open” “Closed” “Air-Guard” “Engine Mod” 
System System System System 

199 Six Not Std. on All Extra Cost Not 

Available J Meets Calif. [Option Req'd.f Available 
Requirements§ for Calif. 

232 Six Standard Extra Cost Not Extra Cost 

1- & 2-Bbl. Option Req'd.fJ| Available [Option Req'd. 

for Calif. for Calif. 

290 & 343 V8E_ Standard Extra Cost Extra Cost Not 

2- & 4-Bbl. Option Req'd.fOption Req'd.f Available 

for Calif. for Calif. 
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Closed System 





POSITIVE CRANKCASE VENTILATION 


This basic system is used throughout the industry to contribute to 
smog reduction. The PCV system returns unburned hydrocarbons from 
the crankcase to the intake manifold, where they are recirculated and 
consumed within the engine. On V-8 engines and Torque-Command 
''939"' engines, the open PCV system is standard for all areas except 
California. For California, we will continue to use the closed PCV system 
as an extra-cost option for V-8 engines and ''232"’ six-cylinder engines. 
For all Torque-Command ''199"’ engines, the c/osed-type PCV system 
is used, including California, and therefore, no extra charge is required. 


ENGINE COOLANT 


All-Season Coolant, a new standard feature for all 1967 AM cars, 
is formulated to protect the engine against overheating during 
hot weather as well as against freezing in winter. Original factory- 
fill solution (ethylene-glycol and water) has freeze protection 
down to about —34°F. With the proper coolant in the system, 
peak engine performance is assured plus protection against rust 
and corrosion. 


RADIATORS 


Standard radiators for all models are built with ample cooling 
fins for efficient cooling and long service life. The efficient 195°F. 
thermostat is standard. An optional, heavy-duty radiator is avail- 
able for all models and is recommended for anticipated dealer- 
installed air conditioning. In addition, a heavy-duty cooling system 
is optional on all models (standard with air conditioning), and 
includes the heavy-duty radiator, new ‘'Power-Flex'’ fan, and a 
fan shroud. 
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CERAMIC-ARMORED 


EXHAUST SYSTEM 





SH 


at 


aie 


American Motors’ exclusive Ceramic-Armored ex- 
haust system (muffler, exhaust pipe and tailpipe) 
will last longer than the exhaust system of any other 
car under comparable operating conditions. 


The steel muffler, exhaust and tailpipe are coated by 
dipping in a liquid ceramic material and fired at 
extremely high temperatures. After the ceramic proc- 
ess, the muffler is wrapped in asbestos to insulate the 
car floor, then with an aluminized steel shield to 
protect against damaging contacts. 


The muffler is located in.a position for maximum 
protection, quietness and minimum heat transfer 
to the passenger compartment. The muffler, exhaust 
pipe and tailpipe are virtually impervious to corrosion 
conditions from exhaust gases as well as condensa- 
tion of moisture and acids on the inside... and, from 
corrosion conditions on the outside including weather 
elements and road-ice-removal agents. 


An asbestos gasket is used between the exhaust 
manifold and foward exhaust pipe to effectively seal 
against exhaust-gas leaks. 
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12-VOLT ELECTRICAL SYSTEM 

American Motors’ 12-volt electrical system assures efficient 
ignition, high electrical output, high engine cranking speeds for 
cold weather starts, and power for all equipment. The ignition 
system is fully waterproof and protected. The ‘snorkel’ type 
starters with enclosed solenoid linkage provide all-weather pro- 
tection. The starters and alternators are permanently lubricated. 


ALL-ELECTRONIC ALTERNATOR AND 
TRANSISTOR VOLTAGE REGULATOR 

A 35-amp. Motorola alternator and voltage regulator are stand- 
ard features in all models while a 40-amp. system is optional 
(but standard with factory-installed air conditioning). The 
alternator system supplies a charge at idle speeds to offset 
much of the heavy drain which lights, heater, air conditioning, 
radio and power accessories would otherwise put on the bat- 
tery. The alternator features six silicon diodes and an exclusive 
ioslation diode. 

The all-transistor voltage regulator provides a smoother flow of 
current by accurately sensing all electrical-load requirements. 
The entire unit is encapsulated to provide improved resistance 
to shock, vibration and moisture. It is tamper-proof and requires 
no adjustments. 


LONG-LIFE BULBS 


Long-life bulbs with heavy-duty filaments, for all exterior lights 
including headlights, give long service life. 


CURRENT OUTPUT—AMPERES 
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GENERATOR 
OUTPUT GENERATOR 
ALTERNATOR DELIVERS MORE 
CURRENT AT LOW SPEEDS € 
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POWR-GUARD “24" BATTERY 
“Intercell’’ battery construction is featured in every 
American Motors car. Besides giving improved ap- 
pearance, this design reduces electrical resistance of 
connectors between cells and thus reduces power 
loss within the battery. The 50-amp-hour battery is 
standard on all Sixes and ‘'290"' V-8's. All ‘'343" 
V-8's use the higher-output 60-amp-hour battery as 
standard (also standard on all Sixes and ‘'290’’ V-8's 
with air conditioning) For even higher output and 
longer life, a 70-amp-hour battery is optional on all 
models. Batteries have high voltage outputs under 
heavy discharge (starting) conditions to give faster 
cranking and a hotter spark for surer starts. All 
batteries are warranted for 24 months or 24,000 miles, 
whichever occurs first. 


“SPACE-AGE" PRINTED CIRCUITS 
The instrument panel cluster has a printed circuit 
that eliminates wires, joints and possible malfunc- 
tions. This “space-age”’ design is helpful in servicing 
instrument cluster units and is virtually trouble-free. 
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ELECTRICAL SYSTEM 
REFINEMENTS 


The following electrical system refinements in design 
and/or construction improve overall quality and increase 
reliability: 


if 


2. 
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For all models, anew multi-wire plug is used to connect 
the ignition switch in place of four stud terminals which 
must be separately tightened. The new multi-wire plug 
will prevent incorrect hook-ups. 


For all models, a new multi-wire plug is used on the 
steering column to connect turn signals, automatic 
transmission quadrant indicator light, horn and 4-way 
flasher. The new multi-wire plug, which replaces in- 
dividual bullet terminals, assures proper connections. 


For all models, the new ‘fusible link"’ in the horn relay 
feed wire will burn off in case of an electrical ‘‘short"’ 
without damaging parts. 


For all models, the four ‘‘in line’’ fuses are eliminated 
for radio, 4-way flasher, Cruise-Command (except 
American) and Vibra-Tone (except American) by one 
fuse added to the central fuse panel. Some additional 
protection is also attained with simplified wiring but 
with greater reliability. 


A “ground wire’' is added to the gas gauge to assure 
greater reliability. 


6. 


rp 


For all models and in many instances, the present 
molded rubber terminal insulators are replaced with 
new hard plastic insulators for greater uniformity and 
quality. 


For all models (except American), a new plastic cover 
protector for wires running under the door scuff plate 
assures proper wire routing and eliminates possible 
damage due to screws or improper handling. Also, a 
new recess in the rear wheelhouse assures proper 
installation of wires to reduce damage. 


For all models (except American), a new connector for 
the body wiring harness at the “A"' pillar (near the 
instrument harness) simplifies wiring and provides a 
neater, more reliable installation. 





American Motors’ central fuse panel provides for easy accessibility of fuses and 
quick identification of circuits. The fuse panel is on the far left side, under the 
instrument panel in a protected yet easily accessible position. Also, circuit breakers 
are used to protect some individual circuits. 
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MANUAL 3-SPEED 

Standard with all engines (except ‘'343’’ V-8's), 
GAS-SAVING OVERDRIVE 

Optional with all Sixes, and with 2-barrel ‘'290"' V-8's 
on Rebel, Ambassador and Marlin. 
FLASH-O-MATIC 

(3-Speed, Column-Quadrant) 

Optional with all engines (except 4-barrel ''290"’ & 
"343"' V-8's on Americans). 
SHIFT-COMMAND 

(Console-Shift Automatic) 

Optional for high-line, bucket-seat/console-equipped 
V-8's (except 4-barrel ''290'' & ''343"’ on American). 
4-SPEED, FULLY SYNCHRONIZED 
FLOOR SHIFT 

Optional for all V-8’s (except 2-barrel ''343’' V-8), 


4-SPEED, FULLY SYNCHRONIZED 
CONSOLE SHIFT 


Optional for high-line, bucket-seat/console-equipped 
Rebel, Ambassador and Marlin V-8’s (except 2-barrel 
"343" V-8), 
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FLASH-O-MATIC TRANSMISSION 









Sixes and ‘''290"' V-8’s, 


Flash-O-Matic is a fully automatic transmission 
that combines the smooth cushioning power-flow of 
a torque-converter with the efficiency of an auto- 
matic 3-speed planetary gearbox. Borg-Warner auto- 
matic transmissions are compact in size and engi- 
neered in two versions to match the power and 
torque of Sixes and ‘'290"' V-8's, and a larger unit 
for ''343’' V-8's. 


The Torque Converter is an 11-inch-diameter 
unit on Flash-O-Matics used with Sixes and the 
''990'' V-8; a 12-inch-diameter unit on the more 
powerful ‘'343"' V-8's. The smaller unit allows the 
lower-displacement engines to develop .a higher 
rpm under full-throttle Vonditions from a start, for 
improved acceleration. 


The Automatic Gearbox in all Flash-O-Matic 
transmissions is a modern planetary type that pro- 
vides a full range of three forward speed ratios plus 
reverse. All automatics have a new ‘'vacuum- 
modulated"’ control system:(replacing the mechani- 
cal linkage) for smoother, more reliable operation. 
In addition, an electric kickdown by means of a 
solenoid system assures smoother down-shifting 
when passing. 


A new, improved transmission valve body is used 
for all V-8 automatics for better shift quality and 
smoothness between shifts. For ''343"’ V-8's, a new 
altitude compensator (‘‘aneroid'') is integral with 
the vacuum sensing unit to compensate for altitude 
variations, thus maintaining uniform shift quality 
regardless of changes in altitude or atmospheric 
pressure. 








COLUMN-SHIFT 


FLASH-O-MATIC 





The automatic transmission control (or selector) lever is 
conveniently located on the right side of the steering 
column. A new molded-plastic ‘hand-grip’’ for the shift 
lever is easier to grip and to operate. The control quad- 
rant for all models is located on top of the steering 
column in a highly visible position. The control quadrant 
for all models is illuminated to aid night driving. 


As a safety feature, the engine starter can only be 
engaged when the transmission is in ‘'P’' (park) or ‘'N"’ 
(neutral) positions. In addition, quadrant positions are 
so arranged to minimize the possibility of inadvertently 
engaging ‘R’’ (reverse) from a forward drive position. 


“D-1"" is recommended for best fuel economy and for 
all normal driving since it provides a complete driving 
range with a 1st-gear start. ‘'D-2'’ provides a 2nd-gear 
start (for starting on poor traction) with an upshift to 
3rd gear. “L’’ provides a 1st-gear start and lock in. 
Moving into ‘L"’ at over about 20 mph. will give a down- 
shift to 2nd gear (handy when descending steep grades), 
and when below 20, into 1st gear. 





Oil Coolers ... A water-cooled transmission oil 
cooler is now optional on a// automatic Sixes, and con- 
tinues standard on all V-8's. For 1967, interna! design 
changes provide increased durability over a wider 
range of operating conditions (including heavy-duty 
conditions such as trailer-towing or prolonged idling 
in heavy traffic). The oil cooler routes transmission oil 
to and from a special heat exchanger located in the 
bottom tank of the radiator. 
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SHIFT-COMMAND TRANSMISSION 


manually-controlled automatic... or fully automatic 


American Motors’ unique Shift-Command trans- 
mission is optional for all bucket-seat/console- 
equipped V-8's (except the American with 4- 
barrel ‘'290'’ and ‘'343"' engines). 


For Rebels, Ambassadors and Marlins, a new 
handsomely-styled console is featured. A new 
bezel plate at the base of the shift lever has a 
lighted shift quadrant and contains the identi- 
fication ‘‘Shift-Command.'' On top of the chrome 
shift lever is a push-button control which must be 
depressed to move the lever into park or reverse. 
All of these same features apply to the Rambler 
American which continues with the previous 
console design, but with new “Shift-Command”’ 
identification on the bezel plate. 


With Shift-Command, the transmission can be 
used as a fully automatic unit for normal driving 


(by using ‘'D"' only), or can be manually shifted 
through three gears for extra performance (by 
using '1"', “2"" and “D" positions). Thus; the 
unique Shift-Command system offers the per- 
formance-minded driver all of the basic automatic 
transmission advantages, plus direct control for 
either up- or down-shifting, for maintaining 
acceleration, or for braking with engine power. 


This year, on all models, the drive position pro- 
vides a full 3-speed drive range... a first-gear 
start, with an automatic upshift to 2nd-gear and 
then to 8rd. 


P.S. American Motors was the first to introduce 
this type of manually-controlled automatic starting 
on 1964 models. Others have followed our lead and 
have recognized the unique desirable features of 
Shift-Command. 





The Shift-Command console quadrant shift pattern identification is new for Rebel, 
Ambassador and Marlin, while the American remains the same, as follows: 


4 Rebel, Marlin, Transmission Rambler 
Ambassador Action American 

RAR Guselrivdca veoh ee Sees ee eee eet Kearns pemeaie s Lance tors ws mesniesaaiare av ace coasnioarmec mers IP 

PEN oo hats Seco s SRE eee REVERSE Maen (cer hain cin me ayete cai c che otra R 

IN Al eeeraep meer Antica cera eu oes PVCU erates rite chats calen edie oie hy. «pialalogmycont N 

DY RNAS ches ues och ete cee DRINCSUISERZMG) CASK) i .cic.is ccs can de cenacakecneiceees: D 

ANID, Sata seits AEST Aoer ee eae SECOMGM(2MAGeAariONnlVi: «ac. acco scnasce ence ce. 2 

3 GS eg pee PIRSHICISE GOAL GINYY ciccsccnscivdwacodseuewaiec Sacdanes 1 


NOTE ... all of the technical information on the column-shift Flash-O-Matic trans- 


mission (on pages 136 and 137) also applies to Shift-Command. ag 
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4-SPEED Fully-Synchronized TRANSMISSION 





Floor Shift... available for a// V-8 models (with any type seating) 


Console Shift... for bucket-seat/console-equipped Rebel, Ambassador & Marlin V-8's 


This is the transmission that taps the ultimate 
performance of American Motors’ free-revving 
V-8's and puts it under complete control of the 
driver (the knowledgeable driving enthusiast). 


4-Speeds. The additional gear ratio in this 
4-speed transmission allows the driver to keep 
the engine closer to its peak horsepower rpm, as 
he accelerates through the gears, for greater 
performance. The closer gear ratio spacing also 
provides engine-braking downshifts with less 
chance of over-revving the engine. 


Fully-Synchronized. The fully-synchronized 
4-speed transmission permits smooth, quick, 
synchronized shifting, up and down through a// 
forward speeds. This includes initial shifting into 
1st gear and down shifting into 1st even when 
the car is moving at low speeds (see chart). 


Shift Lever. The shift lever features a short- 
stroke pattern (marked on shift lever knob and 
console plate) for fast, sure shifts. A spring- 
loaded safety ‘‘T’' release must be raised before 
reverse gear can be engaged. 


Rugged Construction. This T-10 model War- 
her Gear transmission has a long record of de- 
pendable service with extensive use in other high- 
performance cars. The transmission features 
high-quality precision gears with surfaces ‘shot 
peened'’ for extra wear and stress resistance. 
Generous-sized bearings are used throughout 
for durability and long life. 


Special Clutch. A semi-centrifugal clutch cover 
is used with the 4-speed transmission, giving 
higher clutch capacity at higher engine speeds 
with modest clutch-pedal effort at normal speeds. 
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DOWNSHIFT TECHNIQUE 


To minimize engine overspeed with resultant pos- 
sible damage, maximum safe speed limits should 
be observed while downshifting. Also, downshifts 
should occur before reaching the minimum low 
speeds to prevent engine laboring. The recom- 
mended downshift sequence at maximum and mini- 
mum car speeds is listed as follows: 


Downshift Sequence MPH (with 3.15 axle)* 


AtiNtOrenGhGealtin nc. sec .s 5 26 60 max. to 30 min. 
Srd to:2ndi Geah.. =. ..<s00 45 max. to 20 min. 
QNGHOMST Gatien. ate swe sls - 30 max. to 0 


*reduce max. figures 5 mph. with 3.54:1 axle. 


TRANSMISSION RATIOS 
The new 1967 transmission gear ratios, resulting in 
improved low-end acceleration ability, are listed as 
follows: 


\chtifel =e enpeaueneants «ome CORT 9.64:1 (was 2.43) 
Pinel Cleeleaau.soqnose comane ooenct 2.10:1 (was 1.76) 
Glial (ee |Feeeanee Ota saree ccs = 1.60:1 (was 1.47) 
7Adaialctalrae co cota anaarnca so nena oC 1.00:1 (same) 

REV CNS Cae vais ncaraainateesiasconae se 9.71:1 (was 2.49) 


The 3.15:1 (13-41) rear axle ratio is standard, while 
3.54:1 (11-39) is a no-cost optional ratio for greater 
acceleration ability. Optional “Twin-Grip”’ differential 
is also suggested for best performance. 
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OVERDRIVE TRANSMISSION 
for top economy 


Optional on all Sixes plus 
Rebel, Ambassador, Marlin “290 v-8" 
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Overdrive is an added gearbox at the rear of the con- 
ventional 3-speed manual transmission (described on 
right-hand page), providing an additional selection 
of forward gear ratios. This results in an optimum 
“cruising’’ ratio for top fuel economy. The function of 
the overdrive is to reduce engine speed in relation to 
car speed. By providing an extra high-gear ratio, engine 
speed is reduced by 30%, assuring higher gasoline and 
oil economy with less engine noise and wear. 


The overdrive in-out master control is located under 
the instrument panel. With the overdrive control “in” 
and car moving at 34 to 37 mph (27 to 29 for V-8) or 
more, the shift to overdrive (in 2nd or 3rd gear) is made 
by momentarily releasing the accelerator. 


When operating in overdrive, return to conventional 
third speed is accomplished by depressing the accel- 





erator to the full limit which operates electrical controls 
to effect the shift to third. When pedal is released, the 
shift back to overdrive is made automatically if car 
speed is above 34 to 37 mph (27 to 29 for V-8). 


On slowing down, when the accelerator is released, at 
about 27 to 29 mph (20 to 22 for V-8), the drive changes 
automatically from overdrive to standard drive. 


The “pantograph’’ shift linkage for Rebel, Ambas- 
sador and Marlin Sixes and V-8's gives smoother 
engagement of 1st and reverse gears, plus greater 
durability. The unique se/f-adjusting clutch for all 
Sixes (except American) eliminates adjustments, and 
reduces pedal pressure and travel. 


The ‘'290'' V-8 Warner-Gear overdrive transmission is 
shown (above, left). A similar unit is used for Sixes. 
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MANUAL 3-SPEED 
TRANSMISSION 





The conventional 3-speed manual transmission 
is standard on all models (except ''343’' V-8), 
Known for durability and quietness, the trans- 
mission is easy to operate. Synchronized gearing 
(in 2nd and 3rd) prevents clashing. Super-finish 
cones provide easier, smoother shifting. Positive 
alignment of mechanical linkage improves shifting 
action with the steering-column-mounted lever. 
Two different capacity transmissions are used to 
properly match engine choices. 


Sales features 
for the manual 3-speed 
(plus optional overdrive) 


Easy to operate... 
Economical to buy... 
Minimum maintenance... 


For all Sixes and V-8's, a new molded-plastic hand 
grip makes shifting an easier matter. 


For all Sixes, a strong gear set, a positive lubricatio: 
flow, and a large, high-capacity front bearing resul 
in greater dependability plus longer service life. 


For ‘'232"" Sixes, a large diameter synchronizer 
and a large, high-capacity rear bearing offer extra 
durability and quieter operation. 


For Rebel, Ambassador or Marlin 6 or V-8, 
an improved “‘pantograph'’ shift linkage, provides 
smoother engagement of 1st and reverse gears, plus 
longer life. 


For Rebel, Ambassador or Marlin Sixes, the 
unique se/f-ad/justing clutch eliminates service adjust- 
ments for wear, and greatly reduces pedal pressure 
and pedal travel for easier operation. 
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Exclusive Self-Adjusting Clutch for 
Rebel, Ambassador, & Marlin 6's 


Manual 3-speed and overdrive clutches for these 
models enjoy an exclusive se/f-adjusting clutch! 


The design provides smoother clutch actuation, less 
pedal movement and less pedal pressure... all ap- 
pealing features in stop-and-go driving (especially 
for women). 


The clutch is se/f-adjusting throughout its service life. 
This eliminates periodic adjustments to compensate 
for the usual clutch-plate wear (like self-adjusting 
brakes). Also, the self-adjusting feature eliminates the 
problem of an improperly adjusted clutch. 


As an added benefit, the self-adjusting clutch features 
9/4" clutch-plate diameter for greater clutch capacity 
and longer life. 


Clutch for other models 


The dry-disc single-plate clutch features a large 
diameter for greater capacity plus minimum pedal 
pressure with longer clutch-plate life. American 6's 
use a 9%” diameter clutch. All models with the ''290"' 
V-8 use a 10” diameter clutch. Clutch linkage features 
plastic bearings and sealed lubrication. An over-center 
helper spring reduces pedal effort. A felt pad lubricates 
the fulcrum points for the clutch-cover levers to prevent 
squeaks. 


Heavier-duty clutches for 3-speed transmissions (in- 
cluding overdrive) are optional on American 6's, and 
all models with the ‘'290"' V-8, 
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featuring 
brand-new 
4-link, trailing arm 
rear suspension for 
Rebel, Ambassador & Marlin 
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Suspension Deep-Coil springs, front 
Deep-Coil springs, rear 
4-Link, Trailing-Arm with open prop shaft 
Duo-Servo, self-adjusting with bonded linings 
(Disc Brakes optional on V-8's) 


Recirculating-ball 


Deep-Coil springs, front 
Multi-Leaf springs, rear 
Hotchkiss with open prop shaft 
Duo-Servo, self-adjusting with bonded linings 
(Disc Brakes optional on V-8’s) 
Worm-and-roller 

(Recirculating-ball with power) 

32,000 miles or three years (see page 146) 













Drive 
Brakes 
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Steering Gear 
















Lubrication Interval 32,000 miles or three years (see page 146) 
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Rebel, 
Ambassador 
and Marlin 





ROAD-COMMAND FRONT 





Road-Command front suspension features a high-mounted Deep-Coil 
spring which permits suspension loads to be absorbed directly into the 
sturdy unitized body structure. A wish-bone-type upper control arm is 
used with a trailing-radius-rod-braced /ower control arm. Normal lubri- 
cation interval is 32,000 miles or three years. Under severe dust or wet 
driving conditions, lubricate as often as 12,000 miles or one year. 


Along with Road-Command front suspension, American Motors’ wide 
front treads, ‘‘sea-leg'’ mounted shock absorbers, precise steering 
geometry and balanced weight distribution provide an outstanding ride 
with excellent handling and stability. 


Rebel, Ambassador and Marlin 
Front Suspension 


Front suspensions on these models, in addition to the regular Road- 

Command features, have: 

1. Strong coil springs with extra-thick rubber mounting cushions to isolate 
and absorb road noise and vibration. 

2. Full suspension travel to reduce the possibility of ‘bottoming’’ over 
severe bumps. 

3. A front sway stabilizer bar to provide extra roll resistance... standard 
on Rebel Six Wagons (new for '67), on a// Rebel V-8's, on a// American 
V-8's, and on a// Ambassadors and Marlins. The sway bar is included 
in the optional “handling'’ package for Rebel Six Sedans, Hardtops 
and Convertibles, plus American Sixes. 

4. A low-friction upper steering knuckle bearing (shown at right) incor- 
porates two needle bearings (on V-8's) and a ball-thrust bearing to 
minimize steering effort and improve ‘road feel.'’ On Sixes, the needle 
bearings are replaced by bronze bushings. 


SUSPENSION IN ALL MODELS 





American Front Suspension 


In addition to the other Road-Command features, American models 
have a unique ‘“lubed-for-life’’ rubber-bushed upper steering 
knuckle bearing. This exclusive design seals out dirt and seals in 
the lubricant applied at the time of assembly. With no metal-to-metal 
contact, the rubber bushings provide remarkable sound- and vibra- 
tion-isolating qualities and freedom from binding under any driving 
condition. And since the bushings have no built-in compression or 
tension, steering effort and feel are improved. 


Rebel, 
Ambassador 
and Marlin 
Low-Friction 
Upper Steering 
Knuckle Bearing 





American 
“Lubed-For-Life”’ 
Upper Steering 
Knuckle Bearing 





American 
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LUBED-FOR-LIFE 
TIE-RODS 


All models have steering 
linkage tie-rod ends featur- 
ing pre-lubricated ball-joints 
with nylon inserts, minimiz- 
ing the necessity for lubri- 
cation. A plug fitting simpli- 
fies re-greasing at 32,000 
miles or 3-years (normally). 





BALL-JOINT LOWER 
STEERING KNUCKLE 
BEARING 

On all models, the steering knuckle 
forging and lower control arm are 
joined by a special ball-joint type 
union that requires normal relubrica- 
tion at 32,000 miles or 3 years. A boot- 
type seal (shown) is used with Rebel, 
Ambassador and Marlin models to 
keep out dirt and water effectively. 





FRONT WHEEL BEARING 
PRECISION ADJUSTMENT 


A 12-sided vernier-locking-cap fits over a plain-top hex-nut 
and is cotter-pin-locked to the single-hole spindle. This 
permits finer adjustments in 2214-degree increments for 
long front-wheel-bearing life. The pair of tapered roller- 
bearings for the front wheels are packed with a high- 
quality, long-life lubricant having a recommended repack- 
and-adjust interval of 24,000 miles (rear does not require 
re-pack unless dismantled for other service). A tight-fitting 
dust-cap covers the spindle end and adjusting nut. 












OPTIONAL “HANDLING” PACKAGES TO MEET EVERY CONDITION 
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SWAY BAR 


SHOCK ABSORBERS 
Provide Smooth Ride 
With Optimum 
Control 





The front sway bar is a new standard feature on Rebel Six Wagons, 
and a continuing feature on a// V-8's plus a// Ambassadors and 
Marlins. The following heavy-duty suspension components are 
available at modest extra cost for special conditions such as 
trailer-towing, heavier-than-normal loads, or for higher-per- 
formance stability. 


For the American... 

e Heavy-Duty Shock Absorbers, V-8 Only 

e Heavy-Duty Springs and Shock Absorbers, Six Only 

e Six-Cylinder Handling Package (front sway bar, heavy-duty 
shock absorbers) 

e V-8 Handling Package (heavy-duty springs and shock ab- 
sorbers, 5%”-rim wheels, plus larger-diameter sway bar) 


For Rebel, Ambassador and Marlin... 

e Heavy-Duty Shock Absorbers for all models 

e Heavy-Duty Springs and Shock Absorbers for all Ambassadors, 
all Marlins, plus Rebel-6 Wagons 

e Handling Package for Rebel Six Sedan, Hardtop and Con- 
vertible (front sway bar, heavy-duty springs and shock absorbers) 


All front shocks feature long travel and a built-in rebound system 
eliminating separate bumpers for less “‘bottoming'’ over severe 
bumps. Rubber grommets for both upper and lower mounting of 
all shock absorbers assure quiet snubbing action. 
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A Quieter, 
Smoother, 
More Stable 
Ride 

All New ‘‘4-Link”’ 


Rear Suspension 
for Rebel e Ambassador e Marlin 
REAR “DEEP COIL” SPRINGS 







The newest rear suspension in the industry repre 
sents a significant product improvement for the 1967 
Rebel, Ambassador and Marlin models. Under 
development for over three years, the new suspen- 


plus sion features a 4-link, trailing-arm design. Thoroughly 
Po tested and proved, the design has an “open”’ prop 
OPEN PROP” DRIVE shaft with a universal joint at each end, replacing 
the previous torque-tube drive. Deep-Coil springs 

150 are retained. 





The longer, or primary, trailing-arm links (‘A’) extend virtually straight 
forward, connecting the outer (lower) section of the rear axle tube to the 
inner face of the body side-sill frame member. The shorter, or secondary, 
trailing arm links (‘'B’”’) extend forward at an angle, connecting the upper 
part of the differential housing to the crossmember between the body side- 
sill frame members. All connecting points, shock absorbers and coil 
springs are shock-mounted with rubber-cushioned grommets. 


The principal feature of the new 4-link, trailing-arm 
design is that rear-wheel torque reactions (driving and 
braking forces) are more effectively absorbed and 
more evenly distributed at four points of the rear body 
structure. They are not transmitted forward to the 
engine mounts as with the previous torque-tube 
design. In other words, rear wheel forces and actions 
are localized and cushioned into the rear of the car, 
resulting in a quieter, smoother and more stable ride 
over a wide variety of road speeds and road surfaces. 


In summary, the advantages are these: 


] y The new suspension is more perfectly tailored as a 
complete system to provide improved riding quality, 
combined with increased stability and handling 
ease. 


2. Fora quieter ride, rear wheel road disturbances 
are now confined to the rear of the car—not trans- 
mitted forward where driver and passengers might 
notice them. 


3, Over a wide variety of road surfaces and speeds, 
rear wheel hop, chatter and surging action are 
greatly reduced—regardless of the type of engine- 
transmission combination. 

4. The rear tread is increased from 57.5” to 58.5” for 
greater ‘'wide-track’’ stability. 

Unloaded, at curb weight, all body styles are more 
level for improved appearance. 


6. The new design is inherently easier to service. 
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AMERICAN REAR SUSPENSION FEATURES 





LONG-LEAF SPRINGS 


The semi-elliptic rear leaf springs on Rambler 
Americans are a full 52” long for maximum spring 
action and riding comfort. The springs have four 
leaves (five on station wagons and on all models 
with the heavy-duty spring option) and feature buty! 
rubber center liners and polyethylene tip liners be- 
tween the leaves. ‘Silentbloc’’ rubber bushings, 
with a low torsional rate, are used in the front mount- 
ings. Compression shackles with rubber bushings 
are used for the rear mountings. 


HOTCHKISS DRIVE 


With this drive system, braking and acceleration 
loads are cushioned by the rear leaf springs. How- 
ever, a forward-of-center mounting of the axle on the 
springs produces short, stiff front sections that tend 
to /ift under acceleration (reducing squat) and /ower 
under braking (reducing dive). An open drive shaft 
with double universal joints and a forward sliding 
joint provide the necessary movement of the rear 
axle. A degree of ‘‘understeer’’ is also built into the 
system to improve directional stability at high speeds. 
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QUALITY-BUILT REAR AXLES 





American Motors' manufacturing facilities provide an 
unusually high degree of quality, dependability and quiet 
operation of the rear axle assembly. 


e Rear axle gears are ‘‘double-lapped’’ for quiet opera- 
tion and long life. 


e The drive pinion has tougher “'rolled’’ spline and wide- 
face gear teeth. 


e The ring gear has gear teeth with a wide face plus a 
generous cross-sectional area. 


e The rear axle housing features a sturdy cover and 
provisions for precise wheel bearing alignment. 


e A pinion nut and lock assures positive and permanent 
retention of the drive pinion at optimum clearance for 
long, trouble-free life. 


These techniques plus improved methods of making 
and matching the ring and pinion as a unit assure quiet, 
dependable rear axle operation under all conditions. 


‘Twin-Grip'’ differential is again offered as a factory-in- 
stalled option on all American Motors cars. 


Pertectly- 
Mated 
Ring Gear 
and Pinion 












Standard and 
Optional 
Axle Ratios 





4-Barrel 
“990” & 
“343” 


3i15* 


3.15 (3.54) 


eee Se “290” V-8 | “343” V-8 § “343” V-8 
Transmission 2-Barrel 2-Barrel § 4-Barrel 
315 G50 — | — 
354 | — Ff - | 
3.15 (2.87) 
[shittCommand | —_| 

ead 


4-Speed 
(No-extra-cost optional ratios) 





*N.A. on "343" 
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ROAD-COMMAND 
STEERING EASE 


STEERING MECHANISM ... On Rebel, Ambassador 
and Marlin models, the ‘recirculating-ball’’ Saginaw 
gear box minimizes friction, makes manual steering con- 
trol exceptionally easy. A ball-nut is mounted on the 
steering worm, and all steering action is accomplished 
via ball bearings rolling freely in mating races between 
the nut and worm. Steering adjustment is minimized 
since the mechanism retains a relatively constant set- 
ting, operating in a rugged, one-piece housing with 
reinforced mounting for greater rigidity. 

Featured on American manual steering models, the 
Gemmer steering gear box assures quick, light-touch 
response. A straddle-mounted pitman arm shaft is 
located at the bottom of the gear box to reduce bearing 
loads most effectively. 


Manual steering ratios are designed for maximum steer- 
ing ease. Power steering ratios are selected for pre- 
cision and accuracy as well as quickness of response 
with a minimum number of wheel turns. The ratios are 
listed as follows: Manual Steering Power Steering 

Gear Box Overall Gear Box Overall 


American 24.011 29.0:1 Leet PARISI 
Rebel, Marlin and 
Ambassador 24.0:1 28.35:1 eon 20.6:1 
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AMERICAN 


TURNING DIAMETER 


Sensible exterior dimensions coupled with excellent turning 
diameters result in optimum handling ease and minimum park- 
ing space. For the 106-inch-wheelbase American, the turning 
American = 36’ diameter is only 36 feet, and this is still the easiest to park of 
any U.S.-built car. For the new, longer 114-inch-wheelbase 


waned ie Rebel (Six and V-8) the turning diameter is 37.5 feet—better 
Ambassador = 39’ than most other cars. For all Ambassadors and Marlins it is only 
39 feet—even though the new 118-inch wheelbase is two inches 

Martin =39’ longer for '67. 





ROAD CLEARANCE 


/ The minimum road clearance dimension for all 1967 models 
varies between about 5%” to 6”, which exceeds the industry 
average of other cars. This minimum clearance dimension is 
most adequate to allow all American Motors models to negotiate 
ordinary rough terrain conditions. As a matter of information, 
the minimum road clearance dimensions are based on a normal 

) design load which consists of five 150-pound passengers (300 Ibs. 
in front, 450 Ibs. in rear), and includes a full complement of gas, 
oil and water plus spare tire and tools. 
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DOUBLE-SAFETY 
BRAKE SYSTEM 


with new warning signal light 





Rebel, Ambassador, Marlin, less power brakes (Bendix) 


The “heart'’ of this important safety feature is the tandem 
master cylinder, produced by Bendix (and Wagner for Ameri- 
cans /ess power brakes). The Bendix ‘‘Master-Vac’’ power 
brake unit is an added option for all series. 

The unique Double-Safety Brake System, featuring a tandem 
hydraulic master cylinder and self-adjusting brakes, is standard 
on all American Motors cars (starting with 1962 models). Now 
for '67, the entire industry is following American Motors’ leader- 
ship by also adopting this significant safety feature. 

This standard ‘‘dual'’ brake system provides a double margin 
of safety in the event of a hydraulic failure, since the hydraulic 
system for the front brakes is completely separate from the rear 
brakes. In the event of hydraulic brake failure in the front, the 
rear hydraulic brakes still operate, and conversely, with a failure 
in the rear brakes, the front brakes are still operable. In either 
event, the braking ability is reduced to a point that the driver 
would be aware of a malfunction. Hydraulic failure with single- 
system brakes leaves the driver with no brakes at all except for 
the parking brakes which are not designed primarily for stop- 
ping a moving car. 

NEW WARNING LIGHT ... For extra safety, a new brake 
system warning signal light is built into the instrument cluster. 
lf either of the hydraulic systems (front or rear) develops failure, 
this red light (marked ''BRAKE"’) will immediately alert the 
driver. Both front and rear brake lines are connected to a 
hydraulically-actuated warning light switch. If a pressure 
differential of 80 to 150 P.S.I. occurs between front and rear 
brake systems, the switch will ‘'trigger’’ and ignite the red 
warning light (light can be tested when ignition key is turned to 
start). 
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AMERICAN-6 


Bendix 9” Diameter. Total Area 153.8 sq. in. (was 
139.5). Wider linings for '67 improve braking. 
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REBEL-6 SEDANS 
HARDTOPS 
& CONVERTIBLES 


Wagner 9” Diameter. Total area 
153.8 sq. in. New cross-ribbed 
(finned) drums for '67 improve 
cooling and fade resistance. 


REBEL-6 WAGON (new for '67) 
ALL V-8 MODELS 

ALL AMBASSADORS 

& ALL MARLINS 


Bendix 10” Diameter. Total Area 167.5 sq. 
in. Flanged drums assure cooling and fade 
resistance. 
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features 


PARKING-BRAKE 
WARNING LIGHT 


This feature is part of the 
Light Group option (standard 
on DPL). If the driver inadver- 
tently fails to release the park- 
ing brakes before driving, the 
redwarning light automatically 
turns on and remains flashing 
until the brakes are released. 





3 REBEL » AMBASSADOR > MARLIN AMERICAN 

This feature ends needless These models use a convenient step-on These models use a pull-type parking brake 

abuse of rear brakes. parking brake which is released by pulling with an “‘L"-shaped handle. The geometry 
a handle at lower left of panel. and linkage make it easy to set. 


SELF-ADJUSTING ... BONDED LININGS... SERVO-ACTION 


All models feature SELF-ADJUSTING brakes which maintain correct opera- 
ting clearances for the brake linings automatically as required. The self- 
adjusting feature is also an aid to safety by maintaining adequate brake 
pedal travel throughout the service life of the linings. All standard brakes 
have BONDED LININGS for long lining life without the danger of scored drums 
(lining materials are compounded to minimize brake noise). All standard 
brakes operate with SERVO-ACTION which supplies a portion of the braking 
effort (as the brakes are applied), thereby reducing brake-pedal effort for 
easier operation. 
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BIG TIRES & WIDE-RIM WHEELS 


LARGER TIRES ... are standard for American-6 
Wagons, all Rebel-6’s, Rebel V-8 Wagons, all Rebel 
Convertibles, plus all Ambassador Wagons. For Rebel 
and Ambassador 3-seat wagons, a new spare tire is 
added and is vertically mounted in the right rear of the 
cargo compartment (‘‘LifeGuard"’ tires, cancelled). 
For most sizes, ‘'8-ply-rated 4-ply’' tires are new added 
options. Refer to the ''Specification’’ pages for a com- 
plete list of tires. 


WIDE-RIM WHEELS .. . made from heavy-gage 
steel with safety-beaded rims to keep the tire on the 
rim in case of blowout. Air-tight disc-to-rim con- 
nections assure safe mounting of the tubeless tires. 
The disc wheels are mounted with five nuts (right- 
hand threads) to evenly absorb the static and dynamic 
loads. Refer to the ''Specification’’ pages for a com- 
plete list of wheel sizes. 


TREAD-WEAR INDICATOR... is molded into the 
bottom of the tread grooves as a new 1967 safety 
feature. This indicator will appear as several %-inch- 
wide bands across the tread when Ye-inch tread 
depth remains for a visible check of tire condition and 
wear. This change will occur initially for most tire 
sizes, and then eventually for all tires. 





TIRE CONSTRUCTION ... GOODYEAR: ''4-ply- 
rated 4-ply'’ tires in 6.45 x 14 are Rayon (Tyrex), but 
might change to Polyester (Vytacord) for '67. The 
15” tires (''4-ply-rated 4-ply'’) are Rayon (Tyrex). The 
'8-ply-rated 4-ply’’ tires are also Rayon (Tyrex). For 
Export 4-ply Nylon Tires continue to be offered in 
certain sizes. GOODRICH: All tires currently use 
Rayon (Tyrex) cord. The use of new non-flat-spotting 
Nylon might occur as a running change for certain 
sizes. 


SLIM-BAND WHITEWALLS ... with 6/10” wide 
white bands are optional for all tire sizes. 





NEW WIDE-PROFILE, RED-LINE, HI-PERFORMANCE TIRES 





As a brand-new option, ‘‘Wide-Profile, Red-Line, Hi- 
Performance Tires'’ are offered on V-8 models (except 
wagons). These new tires add a distinctively-bold 
performance appearance by combining red-line styling 
with extra-wide profile and tread. The red-line-trimmed 
black sidewalls curve out sharply and increase tread 
width noticeably more than normal tires (hence, ‘‘wide- 
profile’). The new massive tread is about 2” wider 
than the current low-profile tires and the ‘‘footprint”’ 
area (tread that contacts the road) is about 23% 
larger. The section height is only about 70% of the tire 
width instead of the usual 85%. 


These new tires feature 4-ply-rated, 2-ply NF nylon 
construction (DuPont N-44 nylon). The term ‘'NF" 
stands for ‘'non-flat-spotting'’ nylon to minimize 
customary objection of nylon-thumping with cold 
tires. With high-speed-capability construction, the 
new tires are designed for sustained high-performance 
driving. Furthermore, the tires improve stability and 
traction during cornering (handling ability), braking, 
accelerating and on wet roads. 


Firestone tires are named ‘‘Super-Sports Wide-Oval’’. 
Goodyear tires are named “Speedway Wide-Tread”’. 
In view of the difference (‘Wide-Oval'’ vs ‘Wide- 
Tread"’), the term “‘wide-profile’” is used for overall 
purposes, unless a specific tire is described. 


For American V-8's (except wagons) 

D70-14...4-Ply Rated, 2-Ply NF Nylon (Firestone) 
(equivalent to 6.95 x 14 size) 

For Rebel, Ambassador & Marlin V-8's 

(except wagons) 


F70-14...4-Ply Rated, 2-Ply NF Nylon (Firestone & 
Goodyear) (equivalent to 7.75 x 14 size) 

The optional-at-extra-cost tires are supplied in sets of 
five mounted on 5.5” rim-width wheels. To provide 
necessary clearance of the F70-14 tires, special spacer 
plates are used for the front-wheel spindles on Rebels, 
Ambassadors and Marlins. 

The new ‘‘tread-wear-indicator'' feature on most of 
the regular Goodyear and Goodrich tires (see opposite 
page) is not used for the wide-profile tires. 












4, PROTECTIVE MAINTENANCE GUIDE 
R=Required Service | 0=Optional Service 


Change engine oil and install new oil filter every six Se Page 39 in 
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months or at indicated mileage, whichever first occurs. , 
(Suggest A.M, Motor Oil and A.M. Oil Filter.) Owners Manual) 


Scam s Hes sESrsesEStStaestsetear 
Clean carburetor air cleaner element | R | | R | | Ra LR RS 



























































































Inspect and correct fluid levels rR Pl RIOR RR | RRR Re Re aes €@ 
Inspect and correct drive belts (condition and tension) PRE RUT RTE | R | | R | 
Inspect and correct operation of exhaust manifold heat valve BIE ERA Re aR 
Replace positive crankcase ventilation (PCV) valve ea el ees | R | al 
Clean PCV valve filter on “199” cubic-inch engine Co Sel ae _& | ea 
Clean polyurethane pad on 232” cubic-inch engine PCV system ee hi aes a] es 
Replace exhaust emission control system filter (Air-Guard System) ene | | Sa | | PE | R | eee 
Tune automatic transmission (See Page 20 in Owner's Manual)’ PSS seed | R | On 
Replace carburetor air cleaner element. (Suggest A.M. element) Bh MSs Pa aR | ( 
Replace engine coolant. (Suggest A.M. All-Season Coolant) eS a Ee Ea i Pe eee | 
Inspect and lubricate chassis (See Page 28 in Owner's Manual) a ea | a in | PR ee 
| Perform factory-recommended road test to evaluate performance and handing | O| O| o| o| of o[o [o/ofolojlo]|o|o | 
Replace fuel titer eloment st fuel pump Tot | Po; | Joy, ~ fol 1 | 
A a A SS NESE SG WEI] 5 ONO eT RS Pg Se NT 
Rotate disribtutor cam lubricator (6-Cyl. with Air-Guard System, andallv-8's)| | | of] | | | [| [o][ | | | | | 
BT aaa ES ae A 
A a a RRS SIS ANS RE (ARNE | el BD I RN TS 
Adjust clutch (except set-adjusting on 6-Oyl. Rebel Ambassador and Warmny || of [oo] To] o}| jo} Jo], [o| 
Replace distributor cam lubricator (6-Cyl. with Air-Guard System andallv-8's)| | | | | | of |[ [ [ [| [o]| | | 
Ma a UL WL LT lL 
| Aajust carburetor ile speed and minture oo} [oot foot _jojtot—yotpo] 
| Lubricate all body pivot points; door hinges, locks, etc. =| ~~] Of | of | of [o{ [o] [o] [oy] | 
| Apply A.M. Silicone Lubricant Spray torubber body parts Ss] S| |) | OCT) hC| OF)6cT Ov T)h hf OUT) UT OU] UT OT UC 







Inspect and test air conditioning system 
Add solvent to windshield washer 
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On the following pages, American Motors offers 
1967 AMERICAN MOTORS g pag 


an impressive array of popular extra-cost fea- 
tures from which the owner may select to ‘'cus- 


OPTIONAL EQUIPMENT tomize’’ his 1967 American Motors car to his own 


personal requirements and desires. 





1967 AMERICAN MOTORS STANDARD EQUIPMENT 


= All-new ‘Safety-Package’’ (see pages 10 and 11 for complete list) = Fresh-air ventilation = Column-shift 3-speed manual 
transmission (most engines) # Turn signals with “‘Lane-Changer’’ feature = 4-Way hazard warning signals = Double-Safety brake 
system # Brake system warning light # Self-adjusting brakes, bonded linings = Lustre-Gard acrylic enamel solid colors = Engine-oil 
filter, full-flow = Fuel filters in tank and fuel pump = Windshield wiper power-booster fuel pump = Anti-smog engine-vent system 
(regular type) # All-Season engine coolant = Cellulose-fiber carburetor air cleaner » Automatic choke = Front armrests = Rear 
armrests (exc. 220 and 550) = Cigarette lighter (exc. 220) = Front ashtray = Rear ashtrays (exc. 220 and 550) = Trunk or cargo floor 
covering ™ Floor carpeting (rubber on 220 and 550) = Front-seat foam cushion # Coil spring seat construction, front and rear # Dome 
or side-pillar lights = Five tubeless blackwall tires = Ceramic-Armored muffler, tailpipe and exhaust pipe = Station wagon Roof-Top 
Travel Rack (exc. 220 Wagon) ® Choice of station wagon tailgates (Rebel and Ambassador) = Glove-box lock (exc. 220 and 550) = 
Two coat hooks (exc. convertible) # Counterbalanced hood, trunk lid and tailgate » Powr-Guard ‘'24’’ Intercell battery (50-amp. on 
Sixes and ‘'290'' V-8's, 60-amp. standard on all ''343’’ V-8's, and on Sixes and ‘'290"’ V-8’s with air conditioning; 70-amp. optional 
for all models) = 35-amp. electronic alternator and transistorized voltage regulator (40-amp. standard with air conditioning) 
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AIRLINER RECLINING SEATS... 





Three types of Airliner Reclining Seats are avail- 
able to American Motors buyers: Bench, Indivi- 
dual, and new High-Back Bucket (availability and 
illustrations are covered on following pages). 


Each reclining front seat-back is independently 
adjustable to seven positions. The seat-back may 
be lowered one position at a time by moving the 
control lever up and down, progressively to the 
desired position. The first reclining position is 
desirable for the driver as an alternate position, 
especially on long trips. The mechanism is de- 
signed to make it impossible to move the lever 
to lower the seat-back when the weight of the 
occupant is against the seat-back. The seat-back 
is easily raised without use of the lever by simply 
pulling the seat-back up to the desired position. 


On two-door models, the reclining seat mecha- 
nism is so designed so that the seat-back can be 
folded farther forward thus affording greater 
entrance room into the rear seat with less 
interference. 
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Airliner reclining seats on most models can be con- 
verted into handy travel beds by lowering the seat- 
backs all the way down (to the 7th position). 


NOTE: The seat-back cannot be lowered to the full- 
down bed position on models with bucket seats or 
floor-shift transmissions. 


The use of bedding and pillows is a normal require- 
ment to smooth-out seat contours for greater sleep- 
ing comfort. Dealer accessory air mattresses and 
window screens also enhance the bed feature. 


Removable bed supports (supplied to requesting 
owners by dealers, at no charge) are inserted in 
floor brackets, located adjacent to the rear seat 
cushion base, to support the reclined seat-back. 
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AMERICAN MOTORS offers the WIDEST SELECTION OF 
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NON-RECLINING 
























IND. ADJUSTABLE 
RECLINING BUCKET 
WITH CENTER CUSHION 
AND ARMREST 


IND. ADJUSTABLE 
RECLINING 
SPLIT-BACK 

SPLIT-CUSHION 







RECLINING 
SPLIT-BACK 
FULL-CUSHION 











2-Dr. Sedan 
4-Dr. Sedan 
4-Dr. Wagon 
2-Dr. Sedan 
4-Dr. Sedan 
4-Dr. Wagon 
Hardtop 
Rogue Convertible 
Hardtop 
550 2-Dr. Sedan 
4-Dr. Sedan 
4-Dr. Wagon 
770 4-Dr. Sedan 
4-Dr. Wagon 
Hardtop 


SST Convertible N. A. Std. Opt. (2) 
Hardtop N. A. N. A. Std. (2) 
‘ : 3 eae | 
RR FSS 





AMERICAN 














A 
A 
2-Dr. Sedan A 
4-Dr. Sedan Std. 
4-Dr. Wagon Std. 
990 4-Dr. Sedan Opt. Opt. (2) 
Opt. Opt. (2) 
Hardtop Opt. N. A. 


DPL Convertible Opt. (2) 
Hardtop Std. (2) (3) 
Marlin _ Fastback Be ee es ae RS A aa Opt. (2) (3) 


(1) Optional mee (instead of center cushion) with Shift-Command V-8 transmission. 4-Speed V-8 transmission available on all Americans since console 
is not used. 
(2) Optional console (instead of center cushion) with Shift-Command or 4-Speed V-8 transmissions. 4-Speed V-8 transmission also available on all models ( 
since console is no longer mandatory. 
166 (3) Rear seat fold-down center armrest also included. 


4-Dr. Wagon 


AMBASSADOR REBEL 
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STANDARD OPTIONAL OPTIONAL RECLINING OPTIONAL BUCKET RECLINING 
SEAT ———> NON-RECLINING RECLINING IND. ADJUSTABLE STANDARD ON ROGUE 
BENCH BENCH STD. ON CONVERTIBLE SST AND DPL HARDTOPS 


OPT. 
TRIM ———> STD. OPT. STD. OPT. STD. OPT. STD. STD. CUSTOM 
FABRIC VINYL FABRIC VINYL FABRIC VINYL FABRIC VINYL FABRIC 
220 2-Dr. Sedan 3 
4-Dr. Sedan 3 
. 4-Dr. Wagon 










4-Dr. Sedan 


3 ian 
440 2-Dr. Sedan 
4-Dr. Sedan 
4-Dr. Wagon 
Hardtop 
Rogue Convertible 5 
Hardtop 5 
550 2-Dr. Sedan ; 
3 


4-Dr. Wagon 


7710 4-Dr. Sedan 
4-Dr. Wagon 
Hardtop 
SST Convertible 
Hardtop 5 
880 2-Dr. Sedan ed 


4-Dr. Sedan 
4-Dr. Wagon 


990  4-Dr. Sedan 
4-Dr. Wagon 
Hardtop 
DPL Convertible 
Hardtop 


Marlin Fastback 
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AMBASSADOR REBEL AMERICAN 
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% OPTIONAL ON REBEL SST HARDTOP... 


New High-Back, Contoured Bucket Seats (reclining), and door panels 
upholstered with exc/usive ‘Pimlico’ Plaid custom fabric inserts. Five 
interior color selections. 


Two pillows upholstered in the same fabric (an industry exclusive). 
CUSTOM" nameplates on inside door panels. 


%* OPTIONAL ON AMBASSADOR DPL HARDTOP... 


e 


New High-Back, Contoured Bucket Seats (reclining), and door panels 
upholstered with exclusive ‘'Morocco'' Brocade custom fabric inserts. 
Five interior color selections. 


Two pillows upholstered in the same fabric (an industry exclusive). 
"CUSTOM"! nameplates on inside door panels. 
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SAFETY HEADRESTS 


for greater comfort 





American Motors adjustable safety headrests are shaped and 
positioned we// forward for greater comfort and support. The 
headrest position is in close proximity to the head thus eliminat- 
ing discomfort of neck strain. Headrests are vertically-adjustable 
as desired. 


For the new High-Back, Contoured Bucket Seats (that recline), a 
new ''wrap-over'’ design headrest offers greater comfort and 
improved appearance. And, thick padding on the rear face of the 
new headrest offers greater safety for rear-seat passengers. 


All headrests are trimmed in all-viny! regardless of seat trim. All- 
vinyl trimmed headrests are impervious to stains and therefore 
much easier to keep clean. Headrests are available singly or in 
pairs for all seats as an extra-cost option. Headrests are particularly 
comfortable when used with the reclining seat, and are useful in 
preventing neck injury due to rear-end collision. The vertically- 
adjustable headrests may be removed by pulling them out of 
the socket. 


SEAT DESIGN AWARD ... American Motors received a special 
citation from the Florida Chiropractic Association in 1962 “for 
pioneering in the development of postural seat design and the 
addition of optional headrests as a safety feature for the motoring 
public.’’ The Association used X-rays of passengers seated in 
American Motors and competitive-car seats to make the evalua- 
tions for their study. Today, American Motors continues to 
pioneer and lead the field in seat and headrest design. 
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Retractable Front-Seat Belts 









““Auto-Lock”’ Belts 


Child's Safety Vest 


Retractable front seat belts (for two) are a safety feature 
on 1967 AM models. The spring-retractor automatically 
rolls up the outer belt when not in use into a plastic 
holder for neat storage and ready use. The ‘‘Auto-Lock”’ 
automatic adjusting (and retractable) front seat belts 
are optional on bucket-seat-equipped Rebels, Ambassa- 
dors and Marlins. With ‘“Auto-Lock"’, the outer belt 
automatically adjusts to waist size each time it is fastened. 
Non-retractable rear seat belts (for two) as well as the 
belts for the rear-seat middle passenger are optional. 
Belts for the third-seat option on Rebel and Ambassador 
wagons are optional. 


On 220, 550 and 880 models, painted buckles are used. 
On 440, Rogue, 770 and SST, chromed buckles are used 
(also for 3rd -seat-wagon optional belts). On 990, DPL 
and Marlin, chromed deluxe buckles are used (also for 
optional ‘‘Auto-Lock"’ belts). Seven belt colors are used 
for the long-wearing, all-nylon, pebble-weave webbing. 
Quick-action, metal-to-metal buckles are used, and all 
belts exceed S.A.E. and Federal Government specifica- 
tions. With bucket seats, special receptacles are provided 
on the console to store the buckle end of the inner belt. 


The Child’s Auto Safety Vest allows ample freedom of 
movement, holds a child securely and is adjustable for 
children weighing 20 to 50 pounds. The vest is attached 
to the regular seat-belt anchors (front or rear). 
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NEW SHOULDER BELTS 


New installation provisions are added on all AM cars 
for '67 to accommodate front-seat shoulder belts which 
are offered as a dealer accessory. The anchor plates 
for the outer shoulder belt are built into (welded) the 
upper roof rail behind the headliner. This connection 
is located about mid-way between front and rear seats. 


A molded-plastic clip (part of the dealer accessory 
kit) is located forward on the roof rail to serve as a 
handy stowage clip for the belt when not in use. 


For convertibles, the attaching point for the outer 
shoulder belt is moved down to the upper portion 
of the rear-quarter panels. 


The inner half of the shoulder belt, which has the 
custom-quality chrome buckle, is designed for 
attachment at the same point used for the regular 
seat belts. 


The shoulder belts are made of the same high-quality, 
high-strength nylon mate- 
rial used for the seat belts. 
The shoulder belts in a 
single neutral-gray color, 
for driver and front-seat 
passenger, are offered in 
kit form as a dealer acces- 
sory (not factory-installed). 
Shoulder belts should be 
adjusted with about 2” ex- 
tra length when buckled. 





TACHOMETER .. . RPM's to shift by 


The electric tachometer is a new factory option 
for all American models (was a dealer accessory), 
and continues as a factory option for Rebel and 
Ambassador models. Standard on Marlins. 


The tachometer registers engine speed (rpm) by 
picking up ignition impulses from the distributor, 
which are telegraphed to the tachometer each time 
the distributor points close. The operating range is 
from 0 to 6,000 rpm and is indicated on a circular 
dial face, which is lighted and has a full-sweep 
scale covering an arc of 250°. It can be read much 
more accurately than many other tachs which have 
scales with an arc of 90° or even less. 


The tachometer, especially useful for the driving 
enthusiast, may be used to indicate maximum-per- 
formance shift-points, safe down shift points for 
engine braking, and optimum engine crusing rpm for 
top gas mileage. The tach 
helps achieve optimum per- 
formance in shifting gears 
without overspeeding the 
engine (indicated in red 
beyond 5,000 rpm). The 
tachometer is mounted on 
top of the instrument panel 
to the rignt of the steering 
wheel for maximum driver 
visibility. 
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ALL-SEASON AIR CONDITIONING ... 


OPTIONAL FOR REBEL, AMBASSADOR AND MARLIN 


For 1967, American Motors offers a newly-designed 
All-Season Air Conditioning system which provides 
improved cooling and heating. This year, there are 
two fully adjustable air inlet ports in the center of the 
instrument panel (instead of three); and a new 
rectangular air inlet (also adjustable) located on the 
upper edge of the panel directly in line with the 
driver for maximum cooling effectiveness. The cool- 
air-inlet ports can also be used to effectively direct 
heater air in cold weather. 


All controls are now at the left, within the instrument 
cluster housing. Four vertically-operated control 
levers (including heater control) are at the driver's 
left in a new, higher position for better visibility and 
easier operation. In addition, the rotary thermostat 
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control is at the far left side. Extensive testing has 
proved that the entire system is highly efficient under 
all driving and weather conditions. The new "Power- 
Flex'’ fan, fan shroud and heavy-duty radiator are 
all standard with factory-installed air conditioning. 


All parts are forward of the instrument panel, and 
occupy a minimum of space. While the cooling sys- 
tem is functioning, air is continuously recirculated 
and mixed by the big 3-speed blower. 


The heating and ventilating system utilizes 100% 
fresh air. For all operations, the outside air enters the 
hood intake, and is channeled through the heater or 
air conditioning system. Water is removed by traps 
and passages. An air-inlet screen prevents clogging 
by tree leaves, etc. 














e Independently adjustable air-inlet ports can be directed 
for spot- or area-cooling. 


e Special air-inlet port for drivers. 
Air-inlet ports can also be used for heater. 


Adjustable thermostat improves efficiency increasing 
cool air temperature range. 


e Single 3-speed blower motor offers efficient cool-air 
circulation. Same motor provides 2-speeds for heater. 


Air passages are separate from heater, increasing cold 
air flow a full 10%. 


Horizontal air flow through evaporator core prevents 
water condensation build-up, and provides cooler air. 


e Aluminum compressor is high in efficiency, only 15% 
pounds... half the weight of cast iron. 


e Electro-magnetic clutch engages compressor only 
when needed. 
e Heavy-duty engine cooling system is standard with 


factory-installed A.C. 


e 40-amp. alternator is a standard feature with A.C. in 
place of the 35-amp. standard alternator. 


60-amp. battery (std. on ‘'343"’ V-8's) is used in place 
- the standard 50-amp. size for 6-cylinder and ‘'290"' 
-8's, 


The condenser-receiver assembly is rubber-mounted 
to isolate compressor noise from the car body. 


Condenser and receiver outlets are designed for easy 
installation and servicing. 


FRESH-AIR \\\ DEFROSTER 
INLET >< AIR OUTLETS 










EVAPORATOR 
COOL AR——$${$=— 
\ OUTLETS IN Ze EXPANSION VALVE 
\ HEATER CORE GORI _ Zs 
hea Za = 
ee rei 
: ~ ~ a 
SS. ZAC Iz FILTER & 
ae tt n uN ie RECEIVER 
S| <A 





a L) COMPRESSOR ea sl 4 
bo [oressure 
ELECTRO-MAGNETIC Ff 
CLUTCH | eas RELIEF VALVE 


3-SPEED BLOWER 


CONDENSER 





174 


ALL-SEASON AIR CONDITIONING... 


OPTIONAL FOR RAMBLER AMERICAN 


A major feature of the air conditioning system is the 
3-port air discharge grille mounted on the lower center 
portion of the instrument panel. This 3-port design is 
patterned after the successful adaptation in the 
Rebel, Ambassador and Marlin models to provide 
both area- and spot-cooling. 


Each of the three ports is independently adjustable to 
effectively control the degree of opening plus direc- 


tion. Nylon spring retainers are used to prevent pos- 
sible breakage. The 3-port grille can also be used to 
direct heat if so desired. Floor cooling controls are on 
each side of the air-outlet. Extensive testing has 
proved that the entire system is highly efficient under 
all driving and weather conditions. The new ‘'Power- 
Flex'' fan, fan shroud and heavy-duty radiator are all 
standard with factory-installed air conditioning. 








FRESH-AIR INLET \\\ DEFROSTER AIR OUTLETS 
EVAPORATOR X\ 
COOL AIR OUTLETS 


EXPANSION VALVE 
(A 











e The control panel, designed for easy operation, 
is mounted beneath the air-outlet assembly, and 
contains the adjustable thermostat and outside 
air control. The blower is actuated by sliding the 
air-control lever. The blower is also turned on to 
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“low speed’’ whenever the thermostat control is N | 
turned on. Wh | in 
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e The mounting of the blower motor is designed { & SAG ie a 

for easy servicing, and a new rubber mounting ee Ho H 
for the condenser-receiver assembly isolates \ AL > i il 
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compressor impulse noise from the car body. 3-SPEED BLOWER Ouwpaur =) RELIEF VALVE 

ELECTRO-MAGNETIC CLUTCH “Sid H (B, 
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With factory-installed air conditioning, the 60- xe 

amp. battery (standard with ‘'343'’ V-8) is used ead Secs ie cide 
in place of the standard 50-amp. size, and a 40- 
amp. alternator in place of the 35-amp. standard 
alternator. Heavier-duty engine cooling system 
(radiator, new ‘'Power-Flex'’ fan and fan shroud) 
is also standard. 


e To facilitate dealer installations with accessory 
kits, factory-installed options are recommended: 
heavy-duty cooling system (or heavy-duty radiator 
only), 40-amp. alternator, and a 70-amp. battery. 
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WEATHER-EYE HEATER 


Optional feature for 
Rebel-Ambassador- Marlin 


A new Weather-Eye heating and ventilating system offers 
increased passenger comfort with fresh-air heating (thermo- 
statically controlled) and ventilation, plus more effective 
windshield defrosting. A flush-type cowl-mounted air-intake 
delivers water-free fresh air through internal ducts. An air 
inlet screen prevents clogging due to tree leaves, etc. Two air 
ventilator chambers bring additional fresh air directly into the 
car without passing through the channels of the heating system. 


A “cellular'’ heater core assures heater efficiency to produce 
abundant heat output. Heater outlets are designed for opti- 
mum distribution of heated air. 


Three vertically-operated control levers (for heat, air, and 
defrosting) are on the left side in a new higher position within 
the instrument cluster housing for easier visibility and opera- 
tion. The blower control is incorporated into the ‘‘AIR"’ control 
which gives “low blower'' speed at the 80% position for quiet 
operation, “high blower'' speed when the “AIR’’ control is 
depressed all the way. The controls are easy-to-operate and 
well lighted. 


"Air bleed’? design permits some heated air to be directed 
through the windshield defrosters when controls are set for 
heater only. 


Standard feature for 
RAMBLER AMERICAN MODELS 


The Weather-Eye heating system for Rambler American 
models incorporates virtually all of the advantages of the 
Rebel-Ambassador-Marlin Weather-Eye. 


The Rambler American heater controls are all incorporated 
within a single control panel mounted to the left of the steer- 
ing column on the lower portion of the instrument panel. The 
three vertically-operated control levers are marked “TEMP,” 
TAR’ and “DEF.” 


Depressing the ‘‘AIR"’ control to the 80% position gives “low 
blower"’ speed for quiet operation. The fully-depressed posi- 
tion gives ‘‘high blower"’ speed. 


An integral, one-piece heating assembly permits direct pas- 
sage of air. The entire heating system is mounted inside the 
car (in the passenger compartment) for quick warm-up and 
efficient heating without induction loss. A ‘‘cellular'’ heater 
core assures heater efficiency. A ‘‘by-pass’’ in the engine 
cooling system permits quick and consistent engine warm-up 
for efficient heating in cold weather. 


Positive windshield defrosting is assured by optimum air 
distribution and volume. Two defroster outlets clear a wide 
area of frosted windshield at a fast rate. An “air bleed" is 
incorporated between the defroster and heater circuits for 
intermediate operation so that some heated air is directed to 
the windshield even when the controls are set for heater only. 


Weather-Eye Heater Circuit 
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Windshield Defroster Circuit 
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ALL-NEW AM and AM/FM 
ALL-TRANSISTOR RADIOS 


REBEL, AMBASSADOR AND MARLIN models offer new 
AM and AM/FM optional radios with many new refine- 
ments. The new all-transistor Motorola radios have a 
vertical layout for linear station dial and push-buttons. The 
dial is within the instrument cluster padded shroud at the 
right, making it closer and handier to the driver. In addition, 
the new location serves to eliminate protruding controls 
from the center of the instrument panel, thus providing 
greater passenger safety. The radio speaker is recessed 
behind the center of the instrument panel (or at the right 
with air conditioning). A new “‘change-over"’ switch, at the 
right of the dial on the AM/FM radio, makes it possible to 
set all five push-buttons on AM, or all five on FM (frequency- 
modulation) or any combination thereof. With the growing 
number of FM stations, AM/FM radios are a highly desira- 
ble feature. 


AMERICAN MODELS feature manual and push-button 
radios of improved design by Motorola, both transistorized 
(6 transistors) for instant action. Circuits are basically the 
same as those used in Rebel, Ambassador, and Marlin 
AM radios and feature speakers with larger voice coils 
and magnets for improved tonal quality and volume. 
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VIBRA-TONE 
SOUND SYSTEM FOR 
REAR-SEAT SPEAKER 


This optional feature is-for Rebel and Ambassador 
sedans and hardtops, plus the Marlin. Vibra-Tone 
sound system consists of a transducer (mounted in 
the trunk) that acoustically mixes sound waves from 
the front speaker (30-thousandths of a second later) 
to produce a unique and dramatic sound of music. 
A silicone type transistor assures reliability. Vibra- 
Tone control is under the instrument panel. The 
regular ‘‘Duo-Coustic"’ rear-seat speaker, with a con- 
trol located on the radio face, is also an option. 
Neither speaker system is available in wagons, con- 
vertibles, American models, or with the Stereo 
Tape Player. 








8-TRACK 


Brand-New Option for Rebel and Ambassador 
Sedans and Hardtops plus Marlin 


The stereo-tape player offers up to 80 minutes of 
continuous music with pre-recorded 4-dual channel 
(8 track) tape cartridges which are widely available 
at moderate cost. The system uses two rear-seat 
speakers, placed at either end of the package shelf. 
Sound balance between speakers can be controlled 
from the player unit. Finished in decorative chrome 
and black, the unit is mounted with chromed brackets 
forward on the transmission tunnel (with or without 
console). Ignition key must be turned to ‘‘on’’ or 
“accessory'’ position to permit operation of tape 
player. It is not necessary to operate radio to play 
tapes (completely separate systems). With this 
option, the rear-seat radio speaker and Vibra-Tone 
system are not available (since two rear speakers 
are for the tape player only). 


SOUND BALANCE 
CONTROL FOR 
SPEAKERS 






TO TURN TAPE PLAYER OFF, 
PULL TAPE CARTRIDG! 
OUTWARD ABOUT ONE INCH, 
ALSO PULL CARTRIDGE IF 
IGNITION KEY IS USED TO 
TURN OFF PLAYER. 


TO TURN TAPE PLAYER ON, 
INSERT TAPE CARTRIDGE } 
WITH OPEN TAPE END FIRST 

& WITH LABEL SIDE UP. 
PUSH IN UNTIL CARTRIDGE 
IS FIRMLY SEATED. 
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“ROAD-CONTROL" 
POWER STEERING 





An integral-type power steering system is again 
optional on all models (standard on Marlins). The 
design, called Road-Contro/l, provides direct steering 
wheel responsiveness and has the further bonus 
of providing quick wheel return after a turn is com- 
pleted. This power steering system (by Saginaw) 
makes American Motors cars even easier to steer 
and to park. 


Integral-type power steering means that the power 
steering mechanism is incorporated within the 
steering gear box, thus eliminating linkage require- 
ments and long hose connections. The low-friction 
rotary control valve, within the power steering unit, 
eliminates lost motion of a sliding-valve type result- 
ing in greater sensitivity and responsiveness. In 
conjunction with this power steering system, an in- 
sulator joint is provided in the steering gear shaft. 


The power-steering gear-box ratio is 17.5:1 for 
all models. Only 4.4 steering-wheel turns (lock-to- 
lock) give quick-steering response, compared to 
6 turns for manual steering. On Rebels, Ambassadors 
and Marlins, the overall steering ratio is 20.6:1 (on 
Americans, the ratio is 21.1:1). Power steering is 
recommended for V-8’s, especially V-8's with air 
conditioning. Power steering is a required option on 
V-8's with ‘Air-Guard'’ (Calif.) that also have air 
conditioning. 









(RING WHEEL 





Rebel, Ambassador and Marlin models offer, as 
a factory-installed extra-cost option, Adjust-O-Tilt 
Steering Wheel on models equipped with Flash- 
O-Matic, Shift-Command or 4-speed (floor or 
console) transmissions. Adjust-O-Tilt is offered 
with or without power steering. 


This handy optional feature permits easier en- 
trance and exit, for all drivers, big or small. The 
tilting mechanism further permits the driver to 
select the most convenient of 7 different steering 
wheel angular-positions (vertical) for maximum 
comfort and steering ease. Adjustments include 
normal plus three above and three below positions 
separated by 5° increments. 


Adjustments can be accomplished at any time, 
even when driving, with complete safety. A small 
lever, conveniently located on the left side of the 
steering column, controls wheel adjustment. A 
unique universal sphere-joint is used at the upper 
portion of the steering column shaft to accomplish 
angular adjustment. 
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POWER DISC BRAKES... 


optional on all V-8 models 


For 1967, power disc brakes are a factory-installed, 
extra-cost option for a// V-8 models of Rebels, 
Ambassadors and Americans. Standard on Marlins. 


The Bendix caliper disc brakes are used for the front 
wheels and are self-adjusting. In conjunction with 
them, 10”-diameter, flanged-drum, non-servo brakes 
are used on the rear wheels. 


This year, these disc brakes are improved on Rebels, 
Ambassadors and Marlins with an all-new tandem- 
chambered power brake unit, which increases the 
“run-out"’ point of vacuum supply. That is, there is 
more power brake action before the vacuum runs 
out, especially under severe braking. 


Caliper disc brakes provide distinct safety advan- 
tages in respect to improved stability, increased 
resistance to brake fade, and reduced stopping dis- 
tances especially from high speeds and on steep 
mountain downgrades. The rotating, exposed disc 
provides quicker heat dissipation for improved brak- 
ing under all weather and driving conditions. The 
usual problems associated with slipping or grabbing 
wet brakes are eliminated. 





The Bendix caliper disc brake assembly consists of 
the cast-iron disc (11%.5” diameter x %” thick), which 
is rigidly attached to the wheel hub; and the caliper, 
which straddles the disc and is firmly mounted to 
the steering knuckle of the front wheel. The caliper 
contains a pair of actuating pistons and friction pads 
on both sides of the disc. When the brakes are ap- 
plied, hydraulic pressure on the pistons forces the 
friction pads against the rotating disc, as in a vise. 


Stopping ability is direct/y proportional to pedal effort 
due to the unique characteristics of disc brakes 
which differ from regular drum brakes. Disc brakes 
provide maximum stopping ability and greater car 
control with less tendency of sliding tires. Like regu- 
lar brakes, disc brakes are self-adjusting and can be 
relined when required. The power brake unit and 
tandem master cylinder (Double-Safety) are specially 
designed and calibrated for optional disc brakes. 


While regular brakes use SAE70-R-3 heavy-duty 
brake fluid, power disc brakes use a special high- 
boiling-point fluid (550°F. minimum). 


TANDEM MASTER CYLINDER 
HYDRAULIC RESERVOIRS 
I REAR... FRONT 


REAR... FRONT 
HYDRAULIC BRAKE 
PRESSURE CHAMBERS 


TANDEM (DUAL) 
MASTER CYLINDER 


DISC BRAKES 









CHECK VALVE AND 
ENGINE INTAKE-MANIFOLD 
VACUUM CONNECTION 













DUAL-CHAMBERED 
“MASTER-VAC" 
POWER UNIT 
FOR DISC BRAKES 









PUSH-ROD 
FOR BRAKE 
PEDAL LINKAGE 


“MASTER-VAC" 


POWER ASSIST UNIT 


NON-SERVO 
REAR BRAKES 


HYDRAULIC SYSTEM 
WARNING LIGHT 
SWITCH UNIT 
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POWER BRAKES 


The Bendix Master Vac power brake unit, a 
vacuum suspended type, is available as an extra- 
cost option. Power brakes are an important 
safety feature adding to the ease of operation 
to reduce driving fatigue. The low position of the 
brake pedal allows the driver to make brake 
applications in 25% less time. Power brakes 
require 40% less pedal effort while permitting 
the driver to ‘‘feel’’ his brakes to slow or stop 
with exactly the desired rate of deceleration. 
With engine off, the power unit retains vacuum 
to safely permit about two brake applications. 








NEW “POWER-FLEX” FAN 


A new seven-bladed fan with flexible blades is 
standard with air conditioning on 6’s and V-8’s, 
and is included in the optional heavy-duty cooling 
system package. Called the ‘‘Power-Flex,'’ the 
new fan provides increased air flow at low speeds; 
and, as engine speeds increase, the flexible fan 
blades (stainless steel) actually ‘‘flatten out’’ to 
a lower pitch to reduce noise and conserve power. 
Cooling is still highly efficient, because the for- 
ward motion of the car forces air through the 
radiator core and engine compartment. This 
simpler, more economical, but equally efficient 
fan, replaces the previous hydraulically-operated 
“Powr-Saver”’ fan. 
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POWER-LIFT WINDOWS 


SIDE WINDOWS . . . Power-Lift windows for a// 
four side windows are optional on Rebel and 
Ambassador hardtops, convertibles, 4-door 
sedans and wagons, plus Marlin. 


This year, new improved electric motors (with 
permanent-magnet field) draw about half the 
current while developing more torque and lifting 
power at reduced speed. Added improvements 
are simplified mechanism and wiring, plus new 
direct-gear drive (replacing cable drive) for 
convertible rear side window, providing more 
positive and quiet operation and better sealing 
against dust and water. 


A 5-button master control switch is used on the 
driver's door in addition to separate buttons for 
the other three side windows. The 5th button is a 
lock-out control that permits the driver to render 
the other three side window switches completely 
inoperable. This is a significant safety feature, 
especially where children are concerned. The 
driver can still control all side windows with his 
master controls regardless of the lock-out control. 
The Power-Lift windows are safety-wired through 
the ignition switch. 





TAILGATE WINDOW 


POWER-LIFT TAILGATE WINDOW is a handy 
optional feature on American, Rebel and Ambas- 
sador two-seat station wagons, and standard 
equipment on Rebel and Ambassador three-seat 
wagons. On Rebel and Ambassador, the new 
lower-current, higher-torque design is used for 
the electric motor. By means of a remote-control 
switch on the instrument panel, the window can 
be operated from inside the car—but only by the 
driver!—and only with the ignition switch on or 
in the accessory position. For added safety, the 
tailgate cannot be opened if the window is raised 
about 1” (Rebel and Ambassador), Furthermore, 
an automatic safety switch prevents the window 
from being raised unless the tailgate is closed. 


The outside window handle is replaced by a key 
switch, permitting direct control of the electric 
window from outside the car. Turning the key 
clockwise raises the window, and counter-clock- 
wise lowers the window. This direct-control, 
operation is independent of the ignition switch 


> Wey INST. PANEL y 
| SWITCH “a Y 
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CRUISE-COMMAND 
Automatic Speed Control 


lowest-price in industry! 


“Cruise-Command”’ automatic speed control system 
is optional on all automatic-transmission-equipped 
Rebels, Ambassadors, and Marlins. Developed for 
American Motors by Perfect Circle, Cruise-Command 
is a simplified system with greater buyer appeal than 
the more complex and costly units offered by com- 
petition (/owest-price in the industry). 


The electro-mechanical system automatically main- 
tains a constant car speed (between 30 and 85 MPH) 
pre-set by the driver (even up and down hills) so the 
driver's foot can be removed from the accelerator 
(relaxing on trips). Cruise-Command also aids gas 
mileage by holding a steady, more economical speed. 


Operation is simple: 

To set speed or increase set speed; Accelerate to de- 
sired speed, then depress and release contro! button 
(illuminated and newly-styled for '67) on left side of 
instrument panel, and release accelerator. 


To decrease set speed: Depress contro! button (which 
releases accelerator) until car slows to desired speed, 
then release button. 


To restore manual (foot) control of speed: Depress 
brake pedal (which disengages system). 
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CRUISE 
COMMAND 





“TWIN-GRIP”’ 
powers the wheel that grips... 
not the wheel that slips! No power transfer Power transfer to 









; | this wheel with 
TWIN-GRIP is an outstanding optional feature at low des v eae a 
extra cost for all models and gear ratios, replacing the 
conventional rear axle differential unit. Completely STANDARD x TWIN-GRIP 
automatic and requiring no driver attention, Twin-Grip DIFFERENTIAL \p) DIFFERENTIAL 





gives a full measure of added control and safety under 
all driving conditions. 


Power Flow in Normal Driving . .. When sudden 

patches of ice, sand, loose gravel or oil slicks are 

encountered, the Twin-Grip will not permit the wheel A A 

with the lesser traction to spin, gain momentum and Spinning wheel oe ae 
swerve the car as dry pavement is regained. ae eae a 
Power Flow in Turns... Twin-Grip gives normal 


differential action and at the same time, applies the 
major driving force to the inside rear wheel, improving 
stability and cornering. 


Power Flow With Poor Traction. . Twin-Grip enables 
the wheel with the better traction to apply the major 
driving force to the road. Twin-Grip can operate in 
snow, ice, and mud which may stop a conventional car. 
If one rear wheel drops off the pavement, the wheel on 
the pavement continues to drive the car, and the 
wheel on the shoulder does not spin, preventing a 


dangerous swerve. 
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ELECTRIC 
WINDSHIELD WIPERS 


With variable-speed e/ectric wipers... an extra- 
cost option for all models ... the wiper speed 
selected remains relatively constant under all 
driving conditions, even when accelerating up a 
steep grade. Both the standard vacuum and the 
optional electric wipers are variable speed sys- 
tems (a choice not offered by others). This year, 
Rebel, Ambassador, and Marlin wipers have 16” 
parallel action blades (which were 15”) to clear 
more windshield area; and all cars have satin- 
finished, non-glare wiper arms and blades for 
greater safety. ; 





ELECTRIC 
WINDSHIELD WASHERS 


Newly-designed electric washers are optional 
with electric wipers (or in  Visibility-Group 
option). The foot-operated washers are standard 
on all models. With the new electric washers, 
the pump is now mounted directly on the plastic 
solvent bag for more efficient pumping action. 
On Rebel, Ambassador, and Marlin, there are 
now two squirters which project from the air- 
inlet grille at either side. The water thus travels a 
shorter distance and is more effectively directed 
to the windshield, particularly at higher speeds. 
For Americans, a 4-nozzle spray unit is located 
on the rear of the hood. 





SOLEX GLASS 
Even-Tint and Sunshade 


With a subdued soft-green tint, Solex keeps out the invisible 
sun rays that produce heat, sunburn and fading, but without 
hindering clarity or visibility. Solex absorbs or reflects about 
55% of the sun's total energy to minimize sun glare and reduce 
eyestrain. Solex reduces the effect of interior fading by as 
much as 50%. And the efficiency of a car's air conditioning 
system is increased with the use of Solex. 


The color of the upper “Sunshade’”’ portion of the windshields. 


is blue. Sunshade Solex windshields are available separately 
or with Even-Tint Solex in the side windows and with Even-Tint 
rear windows (Americans and wagons), Sunshade Solex rear 
windows (Rebel and Ambassador sedans and hardtops and 
Marlin). Marlins have Even-Tint Solex rear windows as standard 
equipment. Solex is not used for convertible rear windows. 





ENGINE-BLOCK 
HEATER 


An engine-block heater is a new factory- 
installed option for all series, Six and V-8. 
This pre-heating electrical device for 
warming engine coolant permits quicker 
starts with reduced engine wear, plus 
faster heater action in extreme cold 
weather. The heater can be used as de- 
sired for indefinite periods, especially 
beneficial over-night. The pre-heating ele- 
ment (coil) is securely fastened into the 
engine-block casting hole (normally for 
the ‘freeze’ plug). An electric cord ex- 
tends from this heating element to the 
grille for a convenient hook-up point to 
plug into an appropriate extension cord 
(for standard 110-115 volt A. C. house 
current). 





all-new WHEEL TRIM 


All-new wheel trim styling is improved and distinctive 
for each American Motors series. For lasting beauty, 
hub caps, wheel discs and wire-wheel covers are all 
made of stainless steel with a chrome finish. 


Hub caps are standard on all 220, 440, 550, 770, 880, 
and 990 models. Newly styled wheel discs are stand- 
ard on Rogue, SST, DPL and Marlin models, and are 
a factory-installed option on all other models. 


The ‘‘Turbo-Cast’’ wheel covers as wel! as wire- 
wheel covers (with new three-bladed ‘‘knock-oft"’ 
spinners) are factory-installed options on all models. 
The Turbo-Cast wheel covers have a die-cast metal 
center section mounted in a stainless-steel rim. Five 
simulated lug nuts finish off the unique, sporty 
design. 


The various wheel covers and discs are available 
separately or as part of Appearance Groups. 


The new wheel discs and wheel covers are available 
only with standard 14” wheels. With optional 15” 
wheels, uniform-design wheel discs are used. 


“MAG-STYLE” 
AMERICAN 
WHEEL DISC 


WHEEL DISC 
FOR 15” WHEELS — REBEL 
GZ WHEEL DISC 


AMBASSADOR 

WHEEL DISC 

(MARLIN SAME 

WITH “M”) TURBO-CAST 
WHEEL COVER 


"eS 


WIRE-WHEEL 
COVER WITH 
Sanna 








REMOTE-CONTROL 
OUTSIDE MIRROR 


In place of the standard left-outside 
mirror, a remote-contro/ mirror is 
optional (separately, or in the Visibility 
Group). The remote-control feature is 
handy for precise-and-quick adjust- 
ment... especially while driving and 
during unpleasant weather. 





re{Uy \~ley-m ail aMatlo)of-lmlel-t lat} 











Bumper guards are again offered as a factory-installed option. The 
guards offer added protection against over-riding and locking of 
bumpers, especially helpful when parking in tight spots. The 
vertical-type bumper guards feature a thick rubber insert on the 
face to effectively absorb bumps and prevent scratches when con- 
tacted. The guards are made of heavy-gauge steel (richly chrome- 
plated) and are rigidly attached to the bumper. 


Bumper guards are available for front and rear on most models. 
Rear bumper guards are not offered on station wagons or Marlins 
due to the design configuration of the rear bumpers. The bumper 
guards are also available as dealer accessories, and are available 
for certain past-model American Motors cars. 
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1967 STANDARD AND OPTIONAL EQUIPMENT 


(See Pages 12 and 13 for Right Hand Drive Standard and Optional Equipment) 


STD—Standard Equipment 
EXT—Extra-Cost Factory-Installed Option 
OPT—No-Cost, Factory-Installed Option 


Adjust-0-Tilt Steering Wheel (Avail. Only When Column-Shift 
Flash-O-Matic or any Floor Shift Transmission are also ordered) N/A 





Alr Cleaner CelliloseyFiberenne 6st eeuew wae one sean ceteceae« STD 
Alternator vIo-AMPoemswe etee ec yams ra austenite crenata eee STD 
Alternator, 40-Amp—Std.-with Air Conditioning................ EXT 
ALM REStS—=ENONt ister whee ee entered. Noe, ake ina aati ciors STD 
== Rear 2eDOOnMOUSIS e ontns « nactamiinsaancnites users RET, 
4-DoomMad elie sreces ook aes cies ese FLT 
ASIA YS—=ELOlitanemimersmmeeitens <a eee ene nea, oS ee ce STD 
—Rear (+-one for 3rd. seat)... 00.0... cece cee eeee FLT 
Appearance Groups—"'A”, ‘‘B” and ‘Coo... eee eee eee EXT 
BackcUDLIGhts i: te, tine meee ec cccrscesli nly axcte: ny entrust e STD 
Batteries— 
—50 Amp., 6-Cyl. & 290 V-8* STD 
—60 Amp., 343 V-8 (6 & 290 V-8 with A.C.)* STD 
sa hOFATID yar creer th mica tenor Ree i. con ee EXT 
Brakes— 
Bonded sBraxelllining saeememmrever narrnn rite a \ ont enema STD 
Double-Safety Brake System w/Pressure Warning Light....... STD 
SelEAdiUstingrBrakeSerast ce ven, eneciiie.ct seni STD 
ROWeriBrakGS an eaten tp tt, eM, Ronde en be ete ce EXT 
V-8 Disc Brakes, Front (includes Power Brakes).............. EXT 
Bumper Guards, Front (Wagons & Marlin)...................... EXT 
Bumper Guards, Front & Rear—N/A Wagons & Marlin............ EXT 
Cigarettellighteracncmm cn: ercrtemoraraee sec ant ee FLT 
Clock Election... 5.-.ce acces eine eee be is ale ee N/A 
CoatiHoaKs al woicexcepteGonye)uece cae ents ny ee ena STD 
Cruise-Command Automatic Speed Control System 
(Available with Automatic Transmission only)................ N/A 
CustempSteering Wheel... cenaien cate, nn a ob eee EXT 
Sports: Steering: Wheel) veneer gee Un we eee une EXT 
Gustomilrint Packager. 15 eis. cee elena N/A 


*Tropical Baterie also available at no extra cost 


AMERICAN 


N/A 


N/A 


FLT—Extra-Cost, Factory-Installed Fleet Option 


N/A—Not Available as Factory-Installed Equipment 


ACC—Extra-Cost Dealer Accessory 


N/A 


REBEL 


STD 
2 STD 
N/A 
STD 


STD 
STD 
EXT 


STD 
STD 
STD 
EXT 
EXT 
EXT 
STD 
EXT 
STD 


EXT 
STD 
EXT 
EXT 


AMBASSADOR 
880 990 DPL 
EXT EXT EXT 
STD STD STD 
STD STD STD 
EXT EXT EXT 
STD STD STD 
STD STD STD 
STD STD = 
STD STD STD 
ZiSTDE St) 2°STD 
EXT N/A N/A 
STD STD STD 
STD STD STD 
STD STD STD 
EXT EXT EXT 
STD STD STD 
STD STD STD 
STD STD STD 
EXT EXT EXT 
EXT EXT EXT 
EXT EXT = 
EXT EXT EXT 
STD STD STD 
EXT EXT EXT 
STD STD STD 
EXT EXT EXT 
EXT STD = 
EXT EXT STD 
N/A N/A EXT 


MARLIN 


EXT 
STD 
STD 
EXT 
STD 
STD 
STD 
2 STD 
N/A 
STD 


STD 
STD 
EXT 


STD 
STD 
STD 
EXT 
STD 
EXT 
N/A 
STD 
EXT 
STD 


EXT 
STD 
EXT 
N/A 





1967 STANDARD AND OPTIONAL EQUIPMENT (Cont.) 


(See Pages 12 and 13 for Right Hand Drive Standard and Option 


220 
Dome Light (2 Rear Compartment Lights 

on Hardtop and Convertible)... ............0seee eee eee sees STD 
Energy-Absorbing Steering Column & 

Deep-Dish Steering Wheel... .........-....2000-seeee ee eees STD 
Engine Coolant............0-:es eee eee eee eee een ee eet e nes STD 
Engine— 

HOS HP, L99CID, T-C SIX, 1-B. Carb... 2. cee caper cesses STD 

145 HP, 232 CID, T-C Six, 1-B. Carb. (N/A DPL (os) Weearaee EXT 

155 HP, 232 CID, T-C Six, 2-B. Carb. (N/A DPL Conv.) ........ - EXT 

200 HP, 290 CID, V-8, 2-B. Carb. (Std. V-8 Models). .......... STD 

DIP YZIOICID, We8i4eBe CAND... 25.» smqe russieisnar ese ce asiio « EXT 

DOS IN PSAs CID GN -8i2eGe CAND cot onde seine sae wsemn sons N/A 

280 HP, 343 CID, V-8, 4-B. Carb.......... Semis cer intone sects EXT 
EMipinGiBlOOKIHGACEN sain riise sceale vase pie sivm e2stpelacte we sicnese eres EXT 
Exhaust Control Equipment— 

—Open Crankcase Ventilating System—128 HP6............. N/A 

—All Other Engines...... STD 
—Closed Crankcase Ventilating System (California) 
OSH Onc sane noses STD 
—All Other Engines...... EXT 
—''Air-Guard” Exhaust Emission System 
for 199 Six and all V-8’s (California)...................05. EXT 
—Engine Mod" Exhaust Emission System 
NOGALES KACO AINA rete esc orecnceite a < oSsecenesearrn <iniengigrenadbincese EXT 
Floor Mats—Passenger Compartment and Wagon Cargo Floor..... Black 
Rubber 
4-Way Hazard Warning Signal—Simultaneous Flashing.......... STD 
Fresh-Air Ventilation, Dual Intakes........................0005 STD 
Fuel Tank and Fuel Pump Filters...................0.....005. STD 
Glove Box Lock (And Hidden Cargo Box Lock on Rebel 
ANUAIDASSAA OM WARONS) oo: erercciscasstoniersgvasiaaiawinslelé ese sie FLT 
HY card AI eR GaP eal reenter et ees Scrors, oie a deealie gins ove ectereve ler N/A 
TELE aie ie cane 7On e AaO ECCS cL Oe e ena ieeieee STD 
Headlining—Laminated Foam- &-Fiber.................2..005- STD 
—WMolded Fiberglass or Polyurethane................. N/A 


AMERICAN 

440 ROGUE 
STD STD 
STD STD 
STD STD 
STD STD 
EXT EXT 
EXT EXT 
STD STD 
EXT EXT 
N/A N/A 
EXT EXT 
EXT EXT 
N/A N/A 
STD STD 
STD STD 
EXT EXT 
EXT EXT 
EXT EXT 
Colored Colored 

Loop Pile Loop Pile 
STD STD 
STD STD 
STD STD 
STD STD 
N/A N/A 
STD STD 
STD STD 
N/A N/A 


EXT 


EXT 
Black 
Rubber 

STD 


STD 
STD 


FLT 
STD 
N/A 
N/A 
STD 


al Equipment) 

REBEL AMBASSADOR 
770 SST 880 990 DPL 
STD STD STD STD STD 
STD STD STD STD STD 
STD STD STD STD STD 
N/A N/A N/A N/A N/A 
STD STD STD STD STD 
EXT EXT EXT EXT EXT 
STD STD STD STD STD 
N/A N/A N/A N/A N/A 
EXT EXT EXT EXT EXT 
EXT EXT EXT EXT EXT 
EXT EXT EXT EXT EXT 
STD STD STD STD STD 
EXT EXT EXT EXT EXT 
EXT EXT EXT EXT EXT 
EXT EXT EXT EXT EXT 

Colored Colored Colored Colored Colored 

Loop Pile Loop Pile Loop Pile Loop Pile Loop Pile 

STD STD STD STD STD 
STD STD STD STD STD 
STD STD STD STD STD 
STD STD STD STD STD 
STD STD STD STD STD 
N/A N/A N/A N/A N/A 
N/A N/A N/A N/A N/A 
STD STD STD STD STD 


MARLIN 


STD 


STD 
STD 


N/A 
STD 
EXT 
STD 
N/A 
EXT 
EXT 
EXT 


STD 
EXT 
EXT 


EXT 
Colored 
Loop Pile 
STD 
STD 
STD 


STD 
STD 
N/A 
N/A 
STD 
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1967 STANDARD AND OPTIONAL EQUIPMENT (Cont.) 


(See Pages 12 and 13 for Right Hand Drive Standard and Spent = eaulpment) 


AMERICAN 
220 440 ROGUE 
Headrests, Left ‘and/orRight......10aese.ee aces see enee oes EXT EXT EXT 
Heating and Air Conditioning Systems— 
Weather Eye Heating: Systems: ceaccc-eerseseae; sees ees ve EXT EXT EXT 
All-Season Air Conditioning System. Includes H.D. 
Engine Cooling System, 40 Amp. Alternator, and 60 Amp. 

Battery (60 Amp. Battery Std. on 343 V-8)................... EXT EXT EXT 
Heavy-Duty Options— 

—HD Clutch, 3-Speed (290 V-8 and American 6).............. EXT EXT EXT 

—HD Engine Cooling System. Includes Radiator, ‘‘Power-Flex”’ 

Fan and Shroud (Std. with Air Cond.)...................00. EXT EXT EXT 
—HDRRAG atone. cae, carte mem. cc inieetorccqaehnasan EXT EXT EXT 
—HD Shock Absorbers (N/A American 6).. ................. EXT EXT EXT 
—HD Springs and Shocks (N/A American V-8, Rebel-6 Sedan, 

Hardtop; Convertible) aiaw.t oe ores een ener EXT EXT EXT 

Handling Package, Te CNA RebeliWagon)is ceeccn cic seiy. vero. EXT EXT EXT 
rsste a blenalewtare ala aeereniNy cae lean Gaaatieweene EXT EXT EXT 
Hood Insulation—6 ie, Hefei ch ta recone icge i ESHA A race eI ee 4 N/A N/A N/A 
Ve Biter tential eetira tiene vars times cvaten amen tas STD STD STD 
HOnn Single kepheot tea iy a hs ritsia ct cica cle ae enc antes STD _ = 
DUALS, seteras eae IMoMEI eK rains crane Nea cea vee cas FLT STD STD 
Lig hGroup cern ter ttiot ae Nee MS. ys ne ee eg EXT EXT EXT 
ONEEH Tere ROUEROW seme te cnr agcenc ape ea at mee STD STD STD 
Padded Instrument Panel and Padded Sun Visors............... STD STD STD 
Power-Lift Tailgate Window (Std. with 3-seat).................. EXT EXT _— 
Power-Lift Side Windows— 

Front and Rear (N/A Sports Sedan)...................00000. N/A N/A N/A 
Power Steering (Recommended With Air Cond.)................ EXT EXT EXT 
Power-Top Convertibles. v8. <u 5. sates tocuecte ets ee eee — oa STD 
Radio— 

Manualivce tay ieee ite ries sucka te coe aaeeeaniciee hee oe EXT EXT EXT 

ANERUSHSBUROM: ecrmeaa etme wera rneiie tote eenn tatle cere Mee EXT EXT EXT 

AM EMBPUSHEBULON sem eyrn eerie ities ieee en eer: N/A N/A N/A 

Duo-Coustic Rear Seat Speaker (Sedans and Hardtops) ........ N/A N/A N/A 

Vibra-Tone Rear Seat Speaker (Sedans and Hardtops) ......... N/A N/A N/A 

8-Track Stereo Tape Player and Two Speakers (Sedans and 

Hardtops) sce ssc avnateren enacts ae croshincc Me er nC N/A N/A N/A 


AMBASSADOR 
880 990 DPL 
EXT EXT ~—sCEXT 
XT ExT EXT 
EXT EXT ~—EXT 
EXT EXT ~—EXT 
EXT EXT EXT 
EXT EXT. ~—EXT 
EXT EXT ~— EXT 
EXT EXT ~—EXT 
N/A N/A N/A 
N/A N/A N/A 
STD STD STD 
STD STD ‘STD 
STD = STD._~—sSSTD 
EXT EXT _—STD 
STD STD STD 
STD STD. ~—sSTD 
EXT EXT = 
EXT EXT — EXT 
EXT EXT — EXT 

os i STD 
N/A N/A sON/A 
EXT EXT. ~—CEXT 
Ba; EXT CENT 
EXT EXT EXT 
ExT xT &T 
EXT = ExT. oBxT 


MARLIN 


EXT 
EXT 


EXT 
EXT 


EXT 
EXT 
EXT 


EXT 
N/A 
N/A 
STD 
STD 


» 


3 


1967 STANDARD AND OPTIONAL EQUIPMENT (Cont.) 


(See Pages 12 and 13 for Right Hand Drive Standard and Optional Equipment) 


Roof Top Travel Rack (Station Wagon). ................222--005 


Seats— . 
Non-Reclining Front (Split Back on 2-Door Models)........... 


Airliner Reclining Seats (Full Cushion)....................... 
Individually Adjustable Front Seat (Reclining)................ 
Slim Bucket Seats (Reclining) w/Front Armrest and Center 

EAT SHT IOI Sa ay ee aa searece ta hte ate osclecsrsusnevacalbeereiayeoerd 
Slim Bucket Seats (Reclining) w/Front Armrest and Console 


(with Transmission Option Only)....................00.005 7 


Seat Cushions Foam—Front...... Are MATa ATO MER ee 
—Rear (Solid Foam on Third Seat).......... 


Seat Belts— 
Front and Rear (Retractable for Front)..................0000. 
Beltston Rrontaseatord: PEPSOMNs.cicc09.4 cases acsiate < exareeg ons vores 
BeItSifOr REARS eat SF) PEESOM: « <sccisitesn cies sentra ne Sieieiws eareies 
BEES Ol V AGO TShUR Seana «erasure natecane vis/s calcio stwisrvre 
Auto-Lock (Available Only on Rebel, Marlin or Ambassador 
MOUE|SIWITHIEUUCKECKOGARS) (ors gc ctilesve cis cvremieacnaisne aroacecos 
STOUIC OES BG HAUCHORSS varace cies ersaicees csce.k acai a’e 8 wareyacieyere 
SHOUINOTEOUANICR Gren seite ocr tte ace acai core ears 
Side-Hinged Tailgate for 2-Seat Wagons (Standard with Third 
SEALIO PUN) steers ea frcaiotta cutiesuiecaclae dorettrecncaedieaiesae ess 
Simulated Wood-Grain Body for Wagons (N/A with Two-Tone 
PALNISGOInbInAalONS) Mame ttrerte rape tee sn oaks ere aie creigaain evisu 
Single Exhaust System (Ceramic-Armored)..................... 
Solex Glass, Windshield Only (Even-Tint Rear Window Std. 
ONSET Re eee en Teme TORE acs iscre ccs wistarein ovsveietaaeie 
Solex Glass, All Windows (Except Rear on Conv. Recommended 
MITA CONGIEIONINID) Seeiac 8 5 cca. atecne covers ccisiecesiscere sare v nase, ots 
MLACHONIGLGL rime r rier iets (cain lsteisiale’s roe acter die owe vea-s 
Third Seat, Station Wagon (Includes Side-Hinged Tailgate 
ANPP OWETHVINGOW ere tite. cscca anette. cselelstatine cceisitin acacars oniearers 
Tires, Optional Sizes and Construction (see ‘‘Spec’’ section)...... 
WV WALI SMeMteem ten Te cee, Aan a inutens csiacidlsiata onus 


AMERICAN 


REBEL 


AMBASSADOR 
880 990 DPL 
STD STD _ 
STD STD N/A 
N/A N/A N/A 
EXT EXT CONV. 
N/A EXT H.T. 
N/A EXT EXT 
STD STD STD 
EXT STD STD 
EXT EXT EXT 
FLT FLT FLT 
EXT EXT EXT 
EXT EXT _ 
N/A EXT EXT 
STD STD STD 
ACC ACC ACC 
OPT OPT - 
N/A EXT _ 
STD STD STD 
EXT EXT EXT 
EXT EXT EXT 
EXT EXT EXT 
EXT EXT =— 
EXT EXT EXT 
EXT EXT EXT 
EXT EXT EXT 


MARLIN 
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1967 STANDARD AND OPTIONAL EQUIPMENT (Cont.) 


(See Pages 12 and 13 for Right Hand Drive Standard and Optional Equipment) 


Transmissions— 


Standard Transmission, 3-Speed Column Shift 
(N.A. 290 4-B. & All 343 V-8's) 


Overdrive Transmission, Column Shift 6 and 290 2-B. 


4-Speed Full-Synchronized Console-Shift Transmission 


Available on V-8's with Bucket Seats and Console.......... 
4-Speed Full-Synchronized Floor-Shift Transmission V-8.... .. 


Shift-Command Console-Shift Transmission 


Available on V-8’s with Bucket Seats and Console........... 


Flash-O-Matic Transmission, Column Shift 


Twin-Grip Differential 
Turn Signals with Lane-Changer 
Undercoating 


Remote Control Left Outside Rear View Mirror 
(Included in Visibility Group) 
Vinyl-Covered Roof in Black or White. For all hardtops 
plus 770 and 990 Sedans 
Vinyl-Upholstery (Std. on Convertibles, and Bucket Seats; 
See “‘Color-Trim” Book for complete list) 
Wheel Trim— 
Hub Caps 


Appearance Group ‘‘C’’) 
Also included in Appearance Group ‘‘A’’) 


Only. Also included in Appearance Group ‘‘B”’) 


Flash-O-Matic Transmission Oil Cooler (Std. with V-8)......... 


Wheel Discs (Available 14” or 15” Wheels. Also included in 
Turbo-Cast Wheel Covers (Available with 14” Wheels Only. 


Wire Wheel Covers with Spinners (Available with 14” Wheels 


AMERICAN 
220 440 ROGUE 550 
STD — STD STD STD 
EXT EXT EXT EXT 
N/A N/A EXT N/A 
EXT EXT EXT EXT 
N/A N/A EXT N/A 
EXT «EXT EXT EXT 
EXT EXT EXT EXT 
EXT EXT EXT EXT 
STD —STD STD STD 
XT ext EXT EXT 
EXT EXT EXT EXT 
STD —STD STD STD 
STD —STD STD STD 
EXT EXT EXT EXT 
EXT EXT EXT EXT 
as EXT EXT = 
NC* —NC* STD NC* 
STD — STD N/A STD 
EXT EXT STD EXT 
EXT EXT EXT EXT 
EXT EXT EXT EXT 


*NC—Optional at no extra cost 


REBEL 


AMBASSADOR 

880 990 DPL 
STD STD STD 
EXT EXT EXT 
N/A EXT EXT 
EXT EXT EXT 
N/A EXT EXT 
EXT EXT EXT 
EXT EXT EXT 
EXT EXT EXT 
STD STD STD 
EXT EXT EXT 
EXT EXT EXT 
STD STD STD 
STD STD STD 
EXT EXT EXT 
EXT EXT EXT 
— EXT EXT 
NC* NC* STD 
STD STD N/A 
EXT EXT STD 
EXT EXT EXT 
EXT EXT EXT 


MARLIN 


STD 
EXT 


EXT 
EXT 


EXT 
EXT 
EXT 
EXT 
STD 
EXT 
EXT 
STD 
STD 
EXT 


EXT 
EXT 
NCc* 
N/A 
STD 
EXT 
EXT 
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1967 STANDARD AND OPTIONAL EQUIPMENT (Cont.) 


220 
Windshield Wiper and Washer Equipment— 
—Vacuum Wipers....... SEs RH Tet agers aa hig adore STD 
eA ALATA VW SHIRL ont eos Sea ousting. Bhs epeta Nod Seed siscplace tt svaun. o:cel ifs STD 
—Electric, Variable Speed Wipers (Included in Visibility 
GOUT eerste aitanecatsersca + gtuccaman eloeanunats y scoGi ayaa aan’ EXT 
—Electric, Variable Speed Wipers and Electric Washer 


Group (Included in Visibility Group)..................... EXT 


AMERICAN REBEL AMBASSADOR MARLIN 
440 ROGUE 550 770 SST 880 990 DPL 
STD STD STD STD STD STD STD STD STD 
STD STD STD STD STD STD STD STD STD 
EXT EXT EXT EXT EXT EXT EXT EXT EXT 
EXT EXT EXT EXT EXT EXT EXT EXT EXT 
GROUPS 


VISIBILITY GROUP 
*Remote Control Left Outside Rear View Mirror 
Visor Vanity Mirror (N/A SST & DPL Conv.) 
Electric Windshield Washer {Also available as 
*Electric Windshield Wiper { Group Option 


LIGHT GROUP (Std. on DPL) 
Trunk or Cargo Light 
Two Courtesy Lights Under Instrument Panel 
Glove Box Light 
Parking Brake Warning Light 
Front Door Switches for 220 & 550 Models 
Rear Door Switches for 770 & 990 Models 


*Also Available as a Separate Option 


APPEARANCE GROUP ‘‘A” 
American All Models 
Rocker Panel Mouldings 
*Turbo-Cast Wheels Covers (with std. 14 in. wheel 
only) 


ened 550 analiitbiite 

ower Side—Panel Mouldings { , . 

Wheel Opening Mouldings Like 770 

*Turbo-Cast Wheel Covers (with std. 14 in wheel 
only) 


blog eed ae 
‘ocker Panel Mouldings ‘ 
Wheel Opening Mouldgrgs Like 990 


*Turbo-Cast Wheel Covers (with std. 14 in. wheel 
only) 


APPEARANCE GROUP ‘‘B”’ 
Same as ‘‘A” except Wire Wheel Covers with Spinners 
instead of Turbo-Cast Wheel Covers (with Std. 
14 in. wheel only) 


APPEARANCE GROUP ‘‘C’” 
Same as ‘‘A” except Wheel Discs instead of Turbo- 
Cast Wheel Covers (with 14” or 15” wheels) 


CUSTOM TRIM PACKAGE (for SST & DPL Hardtops) 
Custom Interior Upholstery for Seats and Door Panels 
2 Pillows 
“Custom” Nameplates on Inside Door Panels 


197 


198 


DEALER-INSTALLED ACCESSORIES and PARTS 


A wide variety of dealer installed Accessories and 

Parts are offered, including certain factory options. 

Rear-View Mirror, Outside, Right 

Remote-Control Mirror, Outside, Left 

Rear-View Companion Mirror, Outside, Right 

Visor Vanity Mirror 

Wheel Discs 

Wire Wheel Covers with Spinners (14” only) 

Turbo-Cast Wheel Covers (14” only) 

Spotlight, Right or Left 

Window Screens, Side & Tailgate 

Door Ventshades (except hardtop & convertible) 

Windshield Glareshade 

Manual Radio (American only) 

Push-Button Radio 

AM/FM Push-Button Radio (except American) 

Radio Speaker, Rear Seat; Duo-Coustic or Vibra- 
Tone Sound System (except Wagons & American) 

8-Track Stereo Tape Player (except American) 

Electric Clock (except American) 

Tachometer 

Ashtray Light, Front (except American) 

Glove Box Light 

Parking Brake Warning Light 

Courtesy Lights 

Trunk Light 

Spare Tire Cover 

Safety Headrests 


Bumper Guards (except Rear on Wagon & Marlin) ¢ 


License Plate Frames 

Horn Kit (for 220 & 550) 

Illuminated Compass 

Tissue Dispensers & Litter Containers 
Mileage-Minder Fuel Filter 

Door Edge Guards 

Locking Gas Cap 

Rubber Floor Mats, Pair (Front & Rear) 


Door-to-Door Rubber Floor Mat (Front & Rear) 
Vinyl Floor Mats, Pair, Front (except American) 


Door-to-Door Vinyl Floor Mat, Front & Rear 
(except American) 

Cruise-Command Automatic Speed Control 
(except American) 

Air Conditioning System 

Power Brakes 

Shoulder Belts, Front 

Child's Safety Vest 

Child-Guard Door Safety Locks 

Travel-Rack Luggage Straps 

Station Wagon Roof Top Luggage Carrier 

Sedan & Hardtop Roof Top Luggage Carrier 

Load-Leveler Rear Shock Absorbers 

Touch-Up Paint, Brush or Spray 

Powr-Guard ‘'24'’ Battery, Dry-Charge 

Electric Engine-Block Heater 

Car Care Chemicals are also available. 


* AMERICAN MOTORS 
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SPECIFICATIONS 


6-Cylinder Engines ..... ./f 
V-8 Engines ......... 
Running Gear ....... IT 
Power Train ........, 


Capacities & 1.D. Number 


3 Shipping Weights ............. 
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TORQUE-COMMAND 6 SPECIFICATIONS 


Standandiom MOdelSi.. viernes cetera stecem voter wieree 
Optionalion’ Models. ai. resis wes cere yee «= 
EMS@ING DY DG onic «croc eospotsisistssiste aidseia minleiielaigiavcle va 
eee ant (ott ] 6} fodl loted nisi siay neon Ape a coe 
Borer ec GtrOnes creases muir iene a snsten tearm ore 


Bore-Center S ee 5 Kota tasedatacoontee layers robstexstatavcrterrivvate’s 
Horsepower, Taxable). 2. «ccs cceies yy sisiee vce n cies 
Horsepower i@ RRM. .n<. cea cata skis «creases 
TOLGUG-GIRIPMi( butte): cccscciiccs cease erecnateleieans 
Compression Ration ca araccne acter. eer arenrtan wreeve 
Carburetor & Noo Barrelsioc. corsn scien scien: snes 
Buel Recommended in. cen aces aot aaiercie oie 
AINCIGRNGI a o.as..crusapotacanicle Manet arene. anentdls este, 
VeIVe ETHOS 5 ii. Ge are eissc ieee erencts Reidel meets earn 
Intake Valve Diameter (4.539 cms)............. 
Exhaust Valve Diameter (3.571 cms)........... 
Nalve iDurationccansvmucusant caine luinarecapeusecies 


Exhaust Valve Timing, epee Bcc ciistlorae aiese Ci paeal 
COBB ii sac nistay Seine Sess 

Crankshaft Material <..0.5 scciasc-awingiscseeieres aarenacearce 
Crankshaft Main Bearings. 0.5 cccce. nsccsncrae 
Nosof Counterwel@hts:o ois < oecic.. css cs mrejas o)e:s'0'e 
Main Bearing Diameter (6.350 cms)............ 
Crankpin Bearing Diameter (5.321 cms)....... 
Wristpin Diameter (2.365 cms)................. 
Connecting Rod Material... 5.5. sccus wccjeaawas «os 
Camshatt Bearings: \. omc cme sues calelares seven 
Full-Length Water Jackets...................... 
Water All-Around Cylinders. .................05. 
Rad. Cap Pressure & Thermostat (.98 kg/cm?) . 
Fan, Standard (39.67 CMS) bis ek he scare sendin 
H.D. or A. 

OU PING Cee icmntt is Kea aot e eta ne ee eee cea 
Ignition Timing, BTDC, Regular Gas............ 
Premium Gas........... 


RIG EO oie Cree 5,2 as sence scene einai tora 
Spark Plugs, tg al (0337037 240)" ass 
Alternator Amp 
12-Volt Battery nes COOptional ya irs aor 
Headlights; Sealed-Beam. «ccc «sais cncis ci ten 
PROMS oo ier. wsictars eleiscare stews Guoereea rw: eae Tea watat er risletai 


(1) Carter RBS with automatic transmission. 


(2) Rebel, Outer 4002, Inner 4001; Ambassador & Marlin, Upper 4002, Lower 4001. 


199 CID/128 HP 


American 


33.75 
128 @ 4400 
182 a 1600 


5:1 
Belay F3, 1-B. 
egular* 
Cellulose Fiber 
pe 


.931 
Cast Mallgebie Iron 
Yes 


Yes 
14 PSI/195°F. 
15.62” Dia., 4 Blade 
18” Dia., 7 Blade 
Full riow 


N- 
35 eas Air ond} 
50 (60 Air Cond. 
Single 6012 
2 (1 on 220) 


232 CID/145 HP 
Rebel, Marlin, ee. (NA Amb. Conv.) 


8.531 
Holley 1931, 1-B. (1) 
Regular* 
Cellulose Fiber 
Hydraulic 


1.787 
1.406 
244° 
124%° BTC 
51%° ABC 
53'%° BBC 


10%° ATC 
Cast Malleable Iron 


9 
Cast his ble tron 
Yes 


Yes 
14 PSI/195°F. 
15.62” Dia., 4 Blade 
18” Dia., 7 Blade 
Full-Flow 
5° 
o 
O° (+ 1°) 
1-5-3-6-2-4 
N-14Y 
= 8 (eo Air cone) 
60 Air Cond 
hoe Single 6012 (2) 
2 (1 on 220 & 550) 


*Regular Fuel: 90-94 octane rating. 


American, Single 601 


232 CID (2B)/155 HP 


None 
AIL (NA hop. Conv.) 
OHV-6 2 -B.) 
3575. XS.0 
1.071: i 
4.38 
33.75 
155 @ 4400 
222 @ 1600 
8.571 
Carter Web, 2-B. 
Regular* 


Cellulose Fiber 
Harare 


9. 
Cast Malienie Iron 
Yes 
Yes 
14 PSI/195°F. 


15.62" Dia., 4 Blade 
18" Dia., 7 Blade 
Full-F' 


35 (40 Air cana 
50 (60 Air Cond. 


2 (1 on 220 & 550) 


2 (2) 


V-8 SPECIFICATIONS 290 C1D/200 HP 290 CID (4-B)/225 HP 




















dels Ambassador Convertible None 
Optonel on Models Rear All (Std. Amb. Conv.) American 
ENQine TYPE... 2. eee cee erento eee ene tens OHV Ae ae .) an ae. ie ) 
ont Cubic Inch (Liters). . Ul asentnetacettts 
Daplaceet tMitmeters) Be ea nies Aas © Says 3:751x Fe a ee a x 83.31) 3.78.x°3. - a ae x 83.31) 
ReAP er OTEGE ee PRUNES (icone). cinco vas ts na ans aisle ee 
Bore-Center Spacing EONMOTETS) iis ee ein cence 4. 5 52.055) 4. 5 i ali 
Horsepower, Taxable...........c.ecenee eer cence 
Horsepower @ RPM 200 @ 4600 298'@ 4700 
Torque @ RPM (|b. ft.).. ae 2800 Ree 
compression Ratio......... 0: 
sil pier & No. Barrels. . Holley 208, 2-B. Carter AFB, 4-B. 
Fuel Recommended....... Reg! gular’ Premium 
Air Cleaner.....-....5. Cellulose Fiber Cellulose Fiber 
WCHL Gattis cation SUT oe IE ee eee her ic ie Hydraulic Hydraulic 
Intake Valve Diameter (Centimeters). .............. 1.787 (4.539) 1.787 (4.539) 
Exhaust Valve Diameter (Centimeters)... ...........- 1.406 (3.571) 1.406 (3.571) 
AMIGO ALO IDe deere eicie fom < cies orsiein seis los avais orera wiaersee 266° 266 
Intake Valve Timing, Open.. 18%4° BTC 18%° BTC 
Close... 674%4° ABC 67%° ABC 
Exhaust Valve Timing, ee 60%° BBC 60%4° BBC 
Clos: 25%° ATC 25%° ATC 
Crankshaft Material........... Cast Malleable Iron Cast Malleable Iron 
Crankshaft Main Bearings... . 5 5 
NOS OM CONMGNWOIGING: ccc in inns wai neaeaecaesicns 6 6 
Main Bearing Diameter (6.985 Cms). . Maine ate 2.750 2.750 
Crankpin Bearing Diameter (5.321 Cms).. . eee 2.095 2.095 
Wristpin Diameter (2.365 Cms).................0008 O31 .931 
Connecting Rod Material......... Cast Malleable Iron Cast Malleable Iron 
Camshaft Bearings.......... 5 5 
Full-Length Water Jackets... .. Yes Yes 
Water All-Around Cylinders Yes Yes 
Rad. Cap Pressure & Thermostat (98 Kg/cm?)....... 14 PSI/195°F. 14 PSI/195°F. 
RAPS SKANGATU (ALS GMS) nec nese g ena eee eee 17" Dia., 6 Blade 17” Dia., 6 Blade 
oe or A.C. (Power-Flex) (45.72 Cms)......... HD=18" Dia., 7 Blade HD=18" Dia., 7 Blade 
UJ UAL Clio ocev enone cits BERR CC Leet Full-Flow Full-Flow 
benition Timing BTDC, et Gas.. 0° _ 
Premium Gas. i? e 
Air-Guard System........... 0° (+1°) 0° (+1°) 
RR OB es sera act ASN Aes Gass vies 1-3-5-7-2-4-6-8 1-3-5-7-2-4-6-8 
Spark Plugs, Champion (.033-.037 gap).. He N-12¥ N-12Y 
MICONNATON AMPS... on. cee cece cen ne 35 (40 Air Cond.) 35 (40 Air Cond.) 
12-Volt Battery Amps (70 Optional)... .. 50 (60 Air Cond.) 50 (60 Air Cond.) 
Headlights, Sealed-Beam.............. 5 American, Single 6012 (1) Single 6012 
ROC URR te firsts SNe a aicle scsetailsin.e:sisse sida 2 (1 on 220 & 550) 2 (1 on 220) 


(1) Rebel, Outer 4002, Inner 4001: Ambassador & Marlin, Upper 4002, Lower 4001. *Regular Fuel: 90-94 octane rating. 


343 CID/235 HP 


None 
Rebel, En Marlin 
OHV ai ae -B.) 


343 5.621) 
4.08 x 3. = as " x 83.31) 
4. % a3 065) 


235 a 7400 
345 @ 2600 


9.0:1 
Holley 2209, 2-B. 
Regular* 
Cellulose Fiber 
Hydraulic 
2.000 (5.080) 
1.625 (4.127) 
266° 
184° BTC 
67%° ABC 
60%° BBC 
25%° ATC 
Cast Maligabie Iron 


6 
2.750 
2.095 


.931 

Cast Maliersle Iron 
Yes 
Yes 

14 PSI/195°F. 
17” Dia., 6 Blade 
HD=18" Dia., 7 Blade 
Saati! 


° 
0 ° 


1-3-5-7-2-4-6-8 
N-12Y 
35 (40 Air Cond.) 
60 


(1) 
2 (1 on 550) 


343 CID (4-B)/280 HP 


None 
All (NA American Wagon) 
OHV V-8 te B.) 


343 (5.621) 
4.08 x 3, 5 (10s. - x 83.31) 
475 a ass) 


280 rs 77800 
365 @ 3000 
10.2:1 
Carter AFB, 4-B. 
Premium 
Cellulose Fiber 
Hydraulic 
2.000 (5-080) 
1.625 (4.127) 
266° 


18%4° BTC 
67%4° ABC 
60%° BBC 
25%° ATC 
Cast Malem Iron 


x0) 
2.750 
2.095 


.931 
Cast ore Iron 
Yes 


Yes 
14 PSI/195°F. 
17" Dia., 6 Blade 
HD=18" Dia., 7 Blade 
Full-Flow 


0° (+1°) 
ban aia 
35 (40 Air Cond.) 
60 


American, Single 6012 (1) 
2 (1 on 220 & 550) 
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RUNNING GEAR 





SDFINGS HTONG: GURCAL S40 icres/e cicrsysisuren anon 
Front Sway-Stabilizer Bar.................... 
Shock Absorbers (Telescopic)................. 
Steering Gear Box Ratio: 
Mamnuali(Make)icui-n oven cunceinaes aoeasee 
Powen(Make) ie cccmiercs sanctscncsa etme 
Steering Overall Ratio: 
Manual (and Wheel Turns)................. 
Power (and Wheel Turns).................. 
Turning Diameter, Feet...................... 
Power Steering, Optional..................... 
Double-Safety Brake System (Std.)............ 
Self-Adjusting Brakes (Std.).................. 
Brake Linings(Stdi stances sncacnanemce ec eerie 
Brake) Lining, Sq. Ini(Std:):.... 0.6. 060. eee we 
Brake Drums, Diameter (Std.)................ 
Front Disc, Rear Flange Drum (Opt. V-8)....... 
ParkingiBrakn:, oner ate dates. ctcncecer 
Power Brakes, Master-Vac (Opt.).............. 
Wheel Size—Standard....................... 
— Optional: ocean yates < teatosts 
(3) Tires (4-ply-rated, 4-ply).................. 
Tire Size (Std. except wagon).............. 
Tire Size (Std. on wagons & Rebel V-8 
convertible) ea. raemcheniniace ct sone 
Mine:SizeOptionalic.2-7 see ee ener 


Red-Line, Wide-Profile (NA wagon): 
4-ply-rated, 2-ply NF Nylon— 
D7O214  Fireston@ yeti s see senate 
F70-14, Firestone & Goodyear............. 


AMERICAN 
6 v-8 


106” 
56.00” 
55.00” 
Coil, Leaf 
Opt. Std. 
2-Way, Hyd. 


24.00/Gemmer 
17.50/Saginaw 


29.00/6 
21.10/4.4 
36.0 
Integral, Saginaw 
Bendix (Wagner Less Power) 


Bendix 
Bonded 
153.8 167.5 
9” 10” 
11346”, 10” Bendix 
Hand Pull 
Bendix 
14" x 4%" 14” x 5” (2) 
1oY x 5” 14” x 54%" 
Goodyear/Goodrich 
6.45 x 14 6.95 x 14 
6.95 x 14 6.95 x 13 
6.95 x 14 7.35 x 14 
6.85 x 15 _ 
N.A. Opt. (5%” rim) 
N.A. N.A. 


(1) Also standard for Rebel-6 Wagon. (2) Also for American-6 Wagon. 
(3) Optional 8-ply-rated, 4-ply available (most sizes). Optional 15” tires are 4-ply-rated, 4-ply. 


REBEL 
6 V-8 


114” 
58.20” 58.60” 
58.50” 
Coil 
Opt. Std. (1) 
2-Way, Hyd. 


24.00/Saginaw 
17.50/Saginaw 


28.35/6 
20.60/4.4 
37.5 
Integral, Saginaw 
Bendix 
Wagner Bendix 
Bonded 
153.8 167.5 (1) 
9” 10” (1) 
11346", 10” Bendix 
Step-On 
Bendix 
14” x 514" 
15% 50 N.A. 
Goodyear/Goodrich 
7.35 x 14 7.35 x 14 


7.75 x 14 
7.75 x 14 


7.75 x 14 

7.35 x 15 

7.75 x 14 
7.75 x 15 (wag.) 
8.25 x 14 (wag.) 


N.A. N.A. 
N.A. Opt. 


8.25 x 14 (wag.) 
8.25 x 14 (conv.) 


AMBASSADOR & MARLIN 
6 V-8 


118” 
58.60” 
58.50” 

Coil 

Std. 

2-Way, Hyd. 


24.00/Saginaw 
17.50/Saginaw 


28.35/6 
20.60/4.4 

39.0 

Integral, Saginaw 

Bendix 
Bendix 
Bonded 

167.5 

10” 

113/46", 10” Bendix 


Goodyear/Goodrich 
7.35 x 14 7.75 x 14 


8.25 x 14 8.25 x 14 
7.75 x 14 _ 


POWER TRAIN 


Clutch (Borg & Beck)................... 
Clutch Plate Diameter (cms)........... 
Clutch Release Bearing................. 
3-Speed Manual Transmission........... 
ROR GUALIRGHO sae ere sronisce eles series 
PMGRGOAG RalOse he sciuisieics Sema cacti s 
BR @ATAR AUC cern sire 6 Snersis.gc0e. Saree vo 
RaveGeadieRallOwrennsisiusteescieee cas fs 
Overdrive Reduction Ratio............... 
4-Speed Manual Transmission........... 
{SiCETELEM ese ea 


SraiGealahatlOnsorin nsec vaste eave 
MENIGOAIARAUD oy ices Ys 5 ears ees ©: 


Torque Convertor Cooling............ 

Torque Convertor Diameter (cms) .. 

Torque Convertor Stall Ratio......... 
Rear Axle and Gear Type............... 
ROGANE IVDO ro. fa Nucleic ire fess 
Twin-Grip Differential.................. 


Rear Axle Gear Ratios, Std. (Opt.): 


3-Speed Manual.................... 
POUCH O enter wee Se eae iy hc cic: enyye 


“199” SIX 
AMERICAN 
Dry, Single-Disc 
94%” (23.17) 
Ball, Pre-Lubed 
2 & 3 Synchromesh 
2.61 
1.63 
1.00 
3.54 


3-Speed, Torq. Conv. 
2.39 


1.45 
1.00 
2.09 
Air (Water, Opt.) 
11” (27.94) 
2.00:1 
Semi-Floating, Hypoid 
Hotchkiss 
Opt. (Warner) 


3.08 (3.31) 
3.31 (3.08) 
2.73 (3.08 & 3.31) 
N/A 
N/A 


Pinion & Ring Gear Teeth (for the above ratios): 2.73:1 = 15/41 


2.87:1 = 15/43 


232" SIX 
AMERICAN 
Dry, Single-Disc 
91%" (23.17) 
Ball, Pre-Lubed 
2 & 3 Synchromesh 
2.61 
1.63 
1.00 
3.54 
0.70:1 
N/A 


3-Speed, Torq. Conv. 
2.39 
1.45 
1.00 
2.09 
Air (Water, Opt.) 
11” (27.94) 
2.02 :1 
Semi-Floating, Hypoid 
Hotchkiss 
Opt. (Warner) 


3.08 (3.31) 
3.31 (3.08) 
3.08 (2.73 & 3.31 )(1) 
N/A 
N/A 
3.08:1 = 13/40 
3.15:1 = 13/41 


(1) Also for “199” Conv., Wagon & Air Conditioning. (2) 3.54 Option for Rebel, Ambassador & Marlin. 
(3) Not available with 4-barrel. (4) Not available with 2-barrel. (5) Not available for American. 


“232” SIX 
REB., AMB., MAR. 
Dry, Single-Disc 


9%" (Self-adj.) (24.13) 


Ball, Pre-Lubed 
2 & 3 Synchromesh 
2.61 
1.63 
1.00 
3.54 
0.70:1 
N/A 


3-Speed, Torq. Conv. 
2.39 
1.45 
1.00 
2.09 
Air (Water, Opt.) 
11” (27.94) 
2.00:1 


Semi-Floating, Hypoid 


4-Link 
Opt. (Dana) 


3.15 
3.54 
3.15 
N/A 
N/A 
3.31:1 = 13/43 
3.54:1 = 11/39 


“290" V-8 
ALL MODELS 
Dry, Single-Disc 

10” (25.40) 

Ball, Pre-Lubed 
2 & 3 Synchromesh 
2.57 
1.55 
1.00 
3.49 
0.70:1 (5) 
All-Synchromesh 
2.64 
2.10 
1.60 
1.00 
2.71 


3-Speed, Torq. Conv. (3) 
2.39 


1.45 
1.00 
2.09 
Water 
11” (27.94) 
2.00:1 
Semi-Floating, Hypoid 
4-Link 
Opt. (Dana) 


3.15 (2) 
3.54 (5) 
3.15 (2.87) (3) 
3.15 (2.87) (3) 
3.15 (3.54) 


“343” V-8 
ALL MODELS 
Dry, Single-Disc 
10%" (26.67) 
Ball, Pre-Lubed 
N/A 
N/A 
All-Synchromesh (4) 
2.64 
2.10 
1.60 
1.00 
2.71 
3-Speed, Torq. Conv. 
2.40 
1.47 
1.00 
2.00 
Water 
12” (30.48) 
2.18:1 
Semi-Floating, Hypoid 
4-Link 
Opt. (Dana) 


N/A 

N/A 
3.15 (2.87) (5) 
3.15 (2.87) (5) 
3.15 (3.54) (4) 
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TRANSMISSION 


4-Speed 
Pints 


ENGINE OIL 
Quarts 
(incl. 1 qt. for 
filter change) 


GAS TANK 


(approx.) 
Gallons 


COOLING SYSTEM 
(with heater) 
Quarts 


CAPACITY 
CHART 


Standard 
3-Speed 
Pints 


Automatic 
Quarts 


Overdrive 
Pints 


VEHICLE IDENTIFICATION NUMBER KEY 


RAMBLER AMERICAN 


A=199 CID—128 H.P. Six 
E=232 CID—145 H.P. Six 


BODY STYLE 
B=232 CID—155 H.P. Six 


5=4-Dr. Sedan 


Built By 
American 
Motors 


PLANT LOCATION 


K= Kenosha 
B=Brampton 


6=2-Dr. Sedan 
7=2-Dr. Convertible 


8=4-Dr. Station Wag. 


9=2-Dr. Hardtop 


SEQUENTIAL 


SERIAL NUMBER 


Six digit numbers 
starting with 
100,001 for each 
series. 


C=290 CID—200 H.P. V-8 
D=290 CID—225 H.P. V-8 
X= 343 CID—280 H.P. V-8 


RAMBLER REBEL 
F = 232 CID—145 H.P. Si 


G= 232 CID—155 H.P. Si 
H=290 CID—200 H.P. V- 
J =343 CID—235 H.P. V- 

= 343 CID—280 H.P. V- 


AMBASSADOR 


P= 232 CID—145 H.P. Six 
M= 232 CID—155 H.P. Six 
N=290 CID—200 H.P. V-8 
R=343 CID—235 H.P. V-8 
Q=343 CID—280 H.P. V-8 


MARLIN 


‘$=232 CID— 145 
T= 232 CID—155 
U=290 CID—200 
V=343 CID—235 
W= 343 CID—280 


Corporation 


MODEL OF SERIES 


0=220 or 550 

2=880 

5=440, 770 or 990 

7=Rogue, SST, DPL, or Marlin 


TRANS MISSION 


S= Standard (3 Spd.) Column Shift 
0=Overdrive Column Shift 
A=Automatic Column Shift 
C=Automatic Console Shift 

F = Four-Speed Console Shift 

M= Four-Speed Floor Shift 
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1967 AMERICAN MOTORS DATA BOOK INDEX 


PNECOREGIIBG: on lens cciaineiesa ne nvinlcinsntates -.. 198 
Acrylic Enamel, Lustre Gard. Be 
Adjust-O-Tilt Wheel................. Rant 
Air Cleaner, Carburetor.............. 

Air Conditioning......... 
Air-Guard Sys¢em 
Alternatancnvcs sen stavcenirsioscvala seinem slices 


















Aluminum Window Frames............0.0eesee0es 90 
VA Xl@NRATIOB Ei rreinsaiieis ss clomiisisieinunoanen . 153, 207 
BOMGEV GS . ancanneucauiawnanikatncun nue ase meine sardeatee 133 
BG ATG S seta asics eon cots sicaina cis eases eo 
Beds, Travel....... . 165 
Body Construction. a6 
Brak OS i5cccraSeretetose) 1040 


Bucket Seats.... 
Bumper Guards. 













Capacities....... 

Gar bunetore iis sre sisiseicionstaiseie’s 

Cargo Compartment 

‘Garpetinghac.adsseun se 

Gelingreanrno: scarce 

Chassis 

Clutch..... 

GOLDER ESROMOES «4 aicieie,s oj¢:siaressinceseinaiain’e 

Combustion Chamber %, 
Connecting ROS. ..... 0.0000 sc cewee cece cee aera 12! 
CGONVEFIDIG TOD. oven cncccnssedeuscenss 

Cooling System, Engine. ....... 6.2 .0c0ces 0+ Meme 
Crankcase Ventilation 

Cree Fae Ftc aoe ai ols pie aes avske's 2 2 (acacsitss s/aseie es 
Cruise-Command (automatic speed control) .. ..186 
Curved Side Windows................. +. 90. 
Custom iaimi cscs .. 168 
VIMO RIBIOC Karte ti telccaveye crassis;atsscraictate' oven oratoce ore) 122 
Bitferentigly inc tecwdisdeccsiedswesrei aces ....153, 187 
Dimensions, Sed., Conv., Hardtop............... 200 
Dimensions, Station Wagons.................... 202 
MER ees rts olare vias Riaselussin Blscayetn Retysvicio nelle IL Oe 182 
Dome bightetpreiconracicatentwies osteaian 29, 43, 57, 67 
DOO rd sari lem eae ose clu i ssarainss siarstetaieyalcteiw ars sie stoiers 88, 89 
Door Locks... ... 88, 89 
Doors.a),..:. .88-90 
DrivetShattiang cna came nencerenaarcunsinsu eactiemeresee 150 
Electrical System.................5 . 132-134 
ENGQIIOS ha. eriaioes conssine seas en eoasieeera sates 103 
Engine: Block) Featen.c.i....a.0c.taciemerslecinees 189 


Equipment Chart. . 
Exhaust System... 
Features Guide 
Front Suspension 























Handling Package ....cac ae. 
Hazard Warning Signal, 4-Way.. 


Hidden Compartmen 
Hotchkiss Drive, American. . 
Individual Seats............ nt 
Instrument Panel 


Light Bulbs, Long-Life 
Low Friction Design.. 


Oil code Flash-O- 
Optional Equipment 
Performance Selectors 
Pistons Sigua. elem. *% - 
Power Brakes. 
Power-Flex Fan....... 
Power-Lift Windows. . 
Power Steering 
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